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Rotorcraft Airworthiness; Transport Categories

Subpart A—General

Applicability and Definitions

7.0 Applicability of this part. This part
establishes standards with which compli-
ance shall be demonstrated for the issnance
of and changes to type certificates for Trans-
port Category A and Transport Category B
rotorcraft. This part, until superseded or
rescinded, shall apply to all transport cate-
gory rotorcraft for which applications for
type certification in the transport categories
are made after the effective date of this part
(August 1, 1956),

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

71 Definitions. As used in this part
terms are defined as follows:
(a) Administration.

(1) Administrator. The Administrator
is the Administrator of the Federal Aviation
Agency.

(2) Applicant. An applicant is a per-
son or persons applying for approval of a
rotoreraft or any part thereof,

(3) Approved. Approved, when used
alone or as modifying terms such as means,
devices, specifications, etc., means approved
by the Administrator. (See see. 7.18).

(b) Rotoreraft types.

(1) Rolorcraft. A rotorcraftisany air-
craft deriving its principal lift from one or
more rotors.

(2) Helicopter. A helicopter is a ro-
torcraft which depends principally for its
support and motion in the air upon the lift
generated by one or more power-driven ro-
tors, rotating on substantially vertical axes.

(3) Gyroplane. A gyroplane is a ro-
torcraft which depends principally for its
support upon the lift generated by one or
more rotors which are not power driven, ex-
cept for initial starting, and which are
caused to rotate by the action of the air

CAM 7

when the rotorcraft is in motion. The pro-
pulsion is independent of the rotor system
and usually consists of conventional pro-
pellers.

(4) Gyrodyne. A gyrodyne is a rotor-
craft which depends principally for its sup-
port upon the lift generated by one or more
rotors, which are partially power driven, ro-
tating on substantially vertical axes. The
propulsion is independent of the rotor sys-
tem and usmally consists of conyventional
propellers.

(¢) General deszgn

(1) Standard atmosphere. The stand-
ard atmosphere is an atmosphere (see
NACA Technical Report 1235) defined as
follows:

(i) The air is a dry, perfect gas,

(ii) The temperature at sea level is
59° F.,

(iii) The pressure at sea level is 29.92
inches Hg.

(iv) The temperature gradient from
sea level to the altitude at which the tem-
perature equals —69.7° F. is —0.003566°
F./ft. and zero thereabove, and

(v) The density o, at sea level under
the above conditions is 0.002377 pound
sec?/ft,

(2) Maximum anticipated air tempera-
ture. The maximum anticipated air temper-
ature is a temperature specified for the pur-
pose of compliance with the powerplant
cooling standards. (See sec. 7.451.)

(3) Aerodynamic coefficients. Aerody-
namic coefficients are nondimensional coef-
ficients for forces and moments. They cor-
respond with those adopted by the National
Aeronautics and Space Administration (for-
merly the National Advisory Committee for
Aeronautics).

(4) Autorotlation. Autorotation is a ro-
torcraft flight condition in which the lifting

1



7.1 ROTORCRAFT AIRWORTHINESS; TRANSPORT CATEGORIES

rotor is driven entirely by the action of the
air when the rotorcraft is in motion.

(5) Autorolative landing. An autoro-
tative landing is any landing of a rotorcraft
in which the entire maneuver is accom-
plished without the application of power to
the rotor.

(6) Deleted.

(7) Ground resonance. Ground res-
onance is the mechanical instability en-
countered when the rotorcraft is in contact
with the ground.

(8) Mechanical instability. Mechanical
instability is an unstable resonant condi-
tion due to the interaction between the rotor
blades and the rotorcraft structure, while
the rotorcraft is on the ground or airborne.

(d) Weights.

(1) Maximum weight. The maximum
weight of the rotorcraft is that maximum at
which compliance with the requirements of
this part is demonstrated. (See sec. 7.101.)

(2) Minimum weight. The minimum
weight of the rotorcraft is that minimum
at which compliance with the requirements
of this part is demonstrated. (See sec.
7.101.)

(3) Empty weight. The empty weight
of the rotorcraft is a readily reproducible
weight which is used in the determination of
the operating weights. (See sec. 7.104.)

(4) Design maximum weight. The de-
sigh maximum weight is the maximum
weight of the rotorcraft at which compliance
is shown with the structural loading condi-
tions. (See sec. 7.101.)

(5) Design minimum weight. The de-
sign minimum weight is the minimum weight
of the rotorcraft at which compliance is
shown with the structural loading condi-
tions. (See sec. 7.101.)

(6) Design unit weight. The design
unit weight is a representative weight used
to show compliance with the structural de-
sign requirements:

(i) Gasoline 6 pounds per U.S. gallon.
For other fuels, a design unit weight or
range of weights appropriate to the type of
fuel shall be established.

2
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(ii) Lubricating oil 7.5 pounds per
U.S. gallon.
(iii) Crew and passengers 170 pounds
per person.
(e) Speeds.

(1) IAS. Indicated airspeed is equal to
the pitot static airspeed indicator reading as
installed in the rotorcraft without correction
for airspeed indicator system errors but in-
cluding the sea level standard adiabatic
compressible flow correction. (This latter
correction is included in the calibration of
the airspeed instrument dials.) (See secs.
7.612 and 7.732.) ,

(2) CAS. Calibrated airspeed is equal
to the airspeed indicator reading corrected
for position and instrument error. (As a
result of the sea level adiabatic compressible
flow correction to the airspeed instrument
dial, CAS is equal to the true airspeed TAS
in standard atmosphere at sea level.)

(3) EAS. Equivalent airspeed is equal
to the airspeed indicator reading corrected
for position error, instrument error, and for
adiabatic compressible flow for the particu-
lar altitude. (EAS is equal to CAS at sea
level in standard atmosphere.)

(4) TAS. True airspeed of the rotor-

craft relative to undisturbed air. TAS=
EAS(p/p)**)
(5) Vy. The maximum speed obtain-

able in level flight with rated rpm and power.

(6) Vyp. The never-exceed speed. (See
" sec.7.711.) :

(7) Vx. The speed for best angle of
climb.

(8) Vy. The speed for best rate of
climb.

(f) Structural.

(1) Limit load. A limitload is the max-
imum load anticipated in normal conditions
of operation. (See sec.7.200.)

(2} Ultimate load. An ultimate load is
a limit load muitiplied by the appropriate
factor of safety. (See sec. 7.200.)

(3) Factor of safety. The factor of
safety is a design factor used to provide for
the possibility of loads greater than those
anticipated in mormal conditions of opera-
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tion and for uncertainties in design. (See
sec. 7.200.)

(4) Load factor. The load factor is the
ratio of a specified load to the total weight
of the rotorcraft; the specified load may he
expressed in terms of any of the following:
aerodynamic forces, inertia forces, or ground
or water reactions.

(5) Limit load factor. The limit load
factor is the Ioad factor corresponding with
limit loads.

{(6) Ultimate load factor. The ultimate
load factor is the load factor corresponding
with ultimate loads.

(7) Fitting. A fitting is a part or ter-
minal used to join one structural member to
another. (See sec. 7.307(d).)

(g) Powerplant installation.!

1For engine airworthiness requirements see Part 13 of this
subchapter.

(1) Brake horsepower. Brake horse-
power is the power delivered af the propeller
shaft of the engine.

(2) Takeoff power or thrust.

(i} Takeoff power for reciprocating
engines is the brake horsepower developed
under standard sea level conditions, under
the maximum conditions of erankshaft ro-
tational speed and engine manifold pressure
approved for the normal takeoff, and lim-
ited in use to a maximum continuous period
as indicated in the approved engine specifica-
tion.

(ii) Takeoff power for turbine en-
gines is the brake horsepower developed
under static conditions at specified altitudes
and atmospheric temperatures, under the
maximum conditions of engine rotor shaft
rotational speed and gas temperature ap-
proved for mormal takeoff, and limited in
use to a maximum continuous period as in-
dicated in the approved engine specification.

(iii) Takeoff thrust for turbine en-
gines is the jet thrust developed under static
conditions at specified altitudes and atmos-
pheric temperatures, under the maximum
conditions of engine rotor shaft rotational
speed and gas temperature approved for the

normal takeoff, and limited in use to a maxi-
mum continuous period as indicated in the
approved engine specification.

(3) Maximum continuous power or
thrust.

(i) Maximum continuous power for
reciprocating engines is the brake horse-
power developed in standard atmosphere
at a specified altitude, under the maximum
conditions of crankshaft rotational speed
and engine manifold pressure, and approved
for use during periods of unrestricted dura-
tion.

(ii) Maximum continuous power for
turbine engines is the brake horsepower de-
veloped at specified altitudes, atmospheric
temperatures, and flight speeds, under the
maximum conditions of engine rotor shaft
rotational speed and gas temperature, and
approved for use during periods of unre-
stricted duration.

(iii) Maximum continuous thrust for
turbine engines is the jet thrust developed at
specified altitudes, atmospheric tempera-
tures, and flight speeds, under the maximum
conditions of engine rotor shaft rotational
speed and gas temperature, and approved for
use during periods of unrestricted duration.

(1) Gas temperature. Gas temperature
for turbine engines is the temperature of the
gas stream obtained as indicated in the ap-
proved engine specification.

(5) Manifold pressure. Manifold pres-
sure is the absolute pressure measured at the
appropriate point in the induction system,
wsually in inches of mercury.

(6) Critical altitude. The critical alti-
tude is the maximum altitude at which in
standard atmosphere it is possible to main-
tain, at a specified rotational speed, a speci-
fied power or a specified manifold pressure.
Unless otherwise stated, the critical altitude
is the maximum altitude at which it is pos-
sible to maintain, at the maximum continu-
ous rotational speed, one of the following:

(i) The maximum continuous power,
in the case of engines for which this power
rating is the same at sea level and at the
rated altitude. :
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(ii) The maximum continuous rated
manifold pressure, in the case of engines the
maximum centinuous power of which is gov-
erned by a constant manifold pressure.

(h) Propellers and rotors:

1 For propeller airworthiness requirements sce Part 14 of this
sabchapter,

(1) Rotor. Rotor is a sysiem of rotat-
ing airfoils.

(2) Main rotor. The main rotor is the
main system of rotating airfoils providing
sustentation for the roforeraft.

(3) Auxiliary rofor. An auxiliary rotor
is one which serves either to counteract the
effect of the main rotor torque on the rotor-
craft, or to maneuver the rotoreraft about
one or more of its three principal axes.

(4) Axis of no feathering. The axis of
no feathering is the axis about which there
is no first harmonic feathering or cyclic
pitch variation.

3 See NACA Technical Note No. 1604,

(5) Plane of rotor disc. The plane of
rotor disc is a reference plane at right angles
to the axis of no feathering.

~ {6) Tip speed ratio. The tip speed ratio
is the ratio of the rotorplane flight velocity
component in the plane of rotor disc to the
rotational tip speed of the rotor blades ex-
pressed as follows:

V cos a
F=""oRr ¢
where: ;
V—airspeed of the rotorcraft along flicht path
(fps)s

~ a=angle between projection in plane of symmetry

of axis of no feathering and a line perpendic-
ular to the flight path (radians, positive when
axis'is pointing aft),

Q=angular velocity of rotor (radians per second),
and

R—=rotor radius (ft.).

(i) Fire protection.

(1) Fireproof. Fireproof material
means a material which will withstand heat
at least as well as steel in dimensions appro-
priate for the purpose for which it is to be
used. When applied to material and parts

4
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used to confine fires in designated fire zones,
fireproof means that the material or part
will perform this function under the most
severe conditions of fire and duration likely
to occur in such zones.

(2) Fire-resistant. 'When applied fo
sheet or structural members, fire-resistant

‘material means a material which will with-

stand heat at least as well as aluminum alloy
in dimensions appropriate for the purpose
for which it is to be used. When applied to
fluid-carrying lines, other flammable fluid
system components, wiring, air duets, fit-
tings, and powerplant controls, this term
refers to a line and fitting assembly, compo-
nent, wiring or duct, or controls which will
perform the intended funections under the
heat and other conditions likely to occur at
the particular location.

(3) Flame-resistant. Flame-resistant
material means material which will not sup-
port combustion to the point of propagating,
beyond safe limits, a flame after the removal
of the ignition source.

(4) Flash-resistant. Flash-resistant
material means material which will not
burn violently when ignited.

(5) Flammable. Flammable pertains to
those fluids or gases which will ignite readily
or explode.

(j) Miscellaneous.

(1} Protective breathing equipment.
Protective breathing equipment is equipment
designed to prevent the breathing of noxious
gases which might be present as contami-
nants in the air within the rotorcraft in
emergency situations (see sec. 7.646).

(New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-2, 23 F.R. 2592,

Apr. 19, 1958, effective May 17, 1958; Amdt. 7-4, 24
F.R. 7074, Sept. 1, 1959, effective Oct. 1, 1959.)

Certification

7.10 Eligibility for type certificates. A
rotoreraft shall be eligible for type certifica-
tion under the provisions of this part if it
complies with the airworthiness provisions
hereinafter established or if the Adminis-
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trator finds that the provision or provisions
not complied with are compensated for by
factors which provide an equivalent level of
safety: Provided, That the Administrator
finds no feature or characteristic of the
rotorcraft which renders it unsafe.

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

711 Designation of dpplicable regula-
tions. The provisions of this section shall
apply to all rotorcraft types certificated
under this part irrespective of the date of
application for type certificate.

{a) Unless otherwise established by the
Administrator, the rotoreraft shall comply
with the provisions of this part together with
all amendments thereto effective on the date
of application for type certificate, except
that compliance with Iater effective amend-
ments may be elected or required pursuant
fo paragraphs (c), (d), and (e) of this
section. ‘

(b) If the interval between the date of ap-
plication for type certificate and the issuance
of the corresponding type certificate exceeds
five years, a new application for type cer-
tificate shall be required [notwithstanding
the applicant may have been issued a provi-
sional type certificate]. At the option of
the applicant, a new application may be filed
prior to the expiration of the five-year period.
In either instance the applicable regulations
shall be those effective on the daie of the
new application in accordance with para-
graph (a) of this section.

(¢) Dauring the interval between filing the
application and the issuance of a type cer-
tificate, the applicant may elect to show
compliance with any amendment of this part
which becomes effective during that interval,
in which case all other amendments found
by the Administrator to be directly related
shall be complied with.

{(d) Except as otherwise provided by the
Administrator pursuant to section 1.24 of
this subchapter, a change to the type certifi-
cate (see sec. 7.13(b)) may be accomplished,
at the option of the holder of the type cer-

tificate, either in accordance with the regu-
lations incorporated by reference in the type
certificate parsuant to section 7.13(¢), or in
accordance with subsequent amendments fo
such regulations in effect on the date of ap-
plication for approval of the change, subject
to the following provisions:

(1) When the applicant elects to show
compliance with an amendment to the regu-
lations in effect on the date of application
for approval of a change, he shall show com-
pliance with all amendments which the Ad-
ministrator finds are directly related to the
particulax amendment selected by the
applicant. : :

{2) When the change consists of a new
design or a substantially complete redesign
of a component, equipment installation, or
system installation of the rotorcraft, and the
Administrator finds that the regulations in-
corporated by reference in the type certifi-
cate pursuant to section 7.13(¢) do not pro-
vide complete standards with respect to such
change, he shall require compliance with
such provisions of the regulations in effect
on the date of application for approval of
the change as he finds will provide a level of
safety equal to that established by the regu-
lations incorporated by reference at the time
of issuance of the type certificate.

Note: Examples of new or redesigned components
and installations which might require compliance with
regulations in effect on the date of application for
approval, are: New powerplant installation which is
likely to introduce additional fire or operational haz-.
ards unless additional protective measures are incor-
porated; the installation of a new rotor system or a
new electric power system.

(e) If changes listed in subparagraphs (1)
through (3) of this paragraph are made, the
rotorcraft shall be considered as a new type,
in which case a new application for type cer-
tificate shall be required and the regulations
together with all amendments thereto effec-
tive on the date of the new application shall
be made applicable in accordance with para-
graphs (a), (b), (¢), and (d) of this section.

(1) A change in the number of engines
or rotors;
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(2) A change to engines or rotors em-
ploying different principles of operation or
propulsien;

(3) A change in design, configuration,
power, or weight which the Administrator
finds is so extensive as to require a substan-
tially complete investigation of compliance
with the regulations. '

(New Part 7, 21 F.R. 3748, June 2, 1956, effective
Anug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar, 30, 1962, effective May 3, 1962.)

7.12 Recording of applicable regulations.
The Administrator, upon the issuance of a
type certificate, shall record the applicable
regulations with which compliance was dem-
onstrated. Thereafter, the Administrator
shall record the applicable regulations for
each change in the type certificate which is
accomplished in a¢cordance with regulations
other than those recorded at the time of is-
suance of the type certificate. (See sec.
7.11.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

T7.13 Type certificate.

(a) An applicant shall be issued a type
certificate when he demonstrates the eligi-
bility of the rotorcraft by complying with
the requirements of this part in addition to
the applicable requirements in Part 1 of this
subchapter.

(b) The type certificate shall be deemed
to include the type design (see sec. 7.14(b)),
the operating limitations for the rotoreraft
(see sec. 7.700), and any other conditions or
limitations preseribed by the regulations in
this subchapter.

(c) The applicable provisions of this part
. recorded by the Administrator in accord-
ance with section 7.12 shall be considered as
incorporated in the type certificate as though
set forth in full.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

714 Data required. :

{a) The applicant for a type certificate
shall submit to the Administrator such de-
scriptive data, test reports, and computa-
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tions as are necessary to demonstrate that
the rotorcraft complies with the require-
ments of this part.

(b) The descriptive data required in para-
graph (a) of this section shall be known as
the type design and shall consist of such
drawings and specifications as are necessary
to disclose the configuration of the rotor-
craft and all the design features covered in
the requirements of this part, such informa-
tion on dimensions, materials, and processes
as is necessary to define the structural
strength of the rotorcraft, and such other
data as are necessary to permit by compari-
son the determination of the airworthiness
of subsequent rotorcraft of the same type.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.5 Inspections and tesis. Inspections
and tests shall include all those found nee-
essary by the Administrator to insure that
the rotoreraft complies with the applicable
airworthiness requirements and conforms to
the following,

(a) All materials and products are in ac-
cordance with the specifications in the type
design, _ :

{b) Al parts of the rotorcraft are con-
structed in accordance with the drawings in
the type design,

(c) All manufacturing processes, con-
struction, and assembly are as specified in
the type design.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) ‘

716 Flight tests. After proof of compli-
ance with the structural requirements con-
tained in this part, and upon completion of
all necessary inspections and testing on the
ground, and proof of the conformity of the
rotorcraft with the type design, and upon
receipt from the applicant of a report of
flight tests performed by him, the following
shall be conducted:

(a) Such official flight tests as the Admin-
istrator finds necessary to determine com-
pliance with the requirements of this part.
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(b) After the conclusion of flight tests
specified in paragraph {(a) of this section,
such additional flight tests as the Adminis-
trator finds necessary to ascertain whether
there is reasonable assurance that the rotor-

. eraft, ifs eomponents, and equipment are re-

Iiable and function properly. The extent of
such additional flight fests shall depend
upon the complexity of the rotoreraft, the
number and nature of new design feafures,
and the record of previous tests and experi-
ence for the particular rotorcraft type, its
components, and equipment. If practicable,
these flight fests shall be conducted on the
same rotoreraft nsed in the flight tests speci-
fied in paragraph (a) of this section and in
the rotor drive endurance tests specified in
section 7.405.

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

717 Airworthiness, experimental, and
production certificates. (For requirements
with regard to these certificates see Part 1
of this subchapter.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.18 Approval of materials, parts, proc-
esses, and appliances.

(a) Materials, parts, processes, and appli-
ances shall be approved upon a basis and in
a manner found necessary by the Adminis-
trator to implement the pertinent provisions
of the regulations in this subchapter. The
Administrator may adopt and publish such
specifications as he finds necessary to ad-
minister this regulation, and shall incor-
porate therein such portions of the aviation
industry, Federal, and military specifica-
tions respecting such materials, parts, proc-
esses, and appliances as he finds appropriate.

Note: The provisions of this paragraph are in-
tended to allow approval of materials, parts, processes,
and appliances under the system of Technical Stand-
ard Orders, or in conjunction with type certification

procedures for a rotorcraft, or by any other form of
approval by the Administrator.

(b) Any material, part, process, or appli-
ance shall be deemed to have met the re-
quirements for approval when it meets the
pertinent specifications adopted by the Ad-
ministrator, and the manufacturer so certi-
fies in a manner prescribed by the Adminis-
trator. ' '

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.19 Changes in type design. (For re-
quirements with regard to changes in fype
design and the designation of applicable
regulations therefor, see sec. 7.11 (d) and
(e}, and Part 1 of this subchapter.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Rotoreraft Categories

720 Rotoreraft categories.

(a) For the purpose of certification under
this part, rotorcraft are divided upon the
basis of their size and complexity into the
following categories:

(1) Transport category A; suffix A.
Rotorcraft in this category shall be multi-
engined.

(2) Transport calegory B; suffix B.
Rotorcraft in this category are limited to
20,000 pounds or less, and can be single- or
multiengined.

(b) A multiengined rotorcraft may be
certificated under the requirements of a par-
ticular category, or in both categories, if all
of the requirements of each category are met.
Sections of this part which apply to only one
category are identified by the appropriate
suffix added to the section number, as in-
dicated in paragraph (a) of this section. AlIl
sections not identified by a suffix are appli-
cable to both categories except as otherwise
specified.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 as amended by Amdt. 7-2, 23 F.R. 2592,
Apr. 19, 1958, effective May 17, 1958; Amdt 74, 24
F.R. 7074, Sept. 1. 1959, effective Oect. 1, 1959.)
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Subpart B—Flight

Cenéral

7.100 Proof of compliance.

(a) Compliance with the regunirements
prescribed in this subpart shall be estab-
lished by flight or other tests conducted upon
a rotoreraft of the type for which a certifi-
cate of airworthiness is sought or by calcu-
lations based on such tests, provided that the
results obtained by calculations are eguiva-
lent in accuracy to the results of direct
testing.

(b) Compliance with each reguirement
shall be established at all appropriate com-
binations of rotorcraft weight and center of
gravity position within the range of loading
conditions for which certification is sought
by systematic investigation of all these eom-
binations, except where compliance can be
inferred reasonably from those combina-
tions which are investigated.

{¢) The controllability, stability, and trim
of the rotorcraft shall be established at all
altitudes ap to the maximum anticipated
operating altitude,

{d) The applicant shall provide a person
holding an appropriate pilot certificate to
make the flight tests, but a designated repre-
sentative of the Administrator shall pilot the
rotorcraft when it is found necessary for the
determination of compliance with the air-
worthiness requirements.

{e) Official type tests shall be discontinued
until corrective measures have been taken
by the applicant when either:

{1) The applicant’s test pilot is unable
or unwilling to conduct any of the required
flight tests, or

{2) It is found that requirements which
have not been met are so substantial as to
render additional test data meaningless or
are of such a nature as to make further test-
ing unduly hazardous.

(f) Adequate preovision shall be made for
emergency egress and for the use of para-
chutes by members of the crew during the
flight tests.

8

(g) The applicant shall submit to the au-
thorized representative of the Administrator
a report covering all computations and tests
required in connection with calibration of
instruments used for test purposes and cor-
rection of test results to standard atmos-
pheric conditions. The authorized repre-
sentative of the Administrator shall conduct
any flight tests which he finds necessary to
check the calibration and correction report.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ayg. 1, 1956.)

7101 Weight limitations. The maximum
and minimum weights at which the rotor-
eraft will be suitable for operation shall be
established as follows:

(a)} Maximum weights shall not exceed
any of the following :

(1) The weight selected by the appli-
cant;

(2) The design weight for which the
structure has been proven; or

(3) The maximum weight at which com-
pliance with all the applicable flight require-
mentis has been demonstrated.

(b) Itshall be acceptable to establish max-
imum weights for each altitude and for each
practicably separable operating condition;
e.g., takeoff, en route, landing.

(¢} Minimum weights shall not be less
than any of the following:

(1) The minimum weight selected by the
applicant;

(2) The design minimum weight for
which the structure has been proven; or

(3) The minimum weight at which com-
pliance with all of the applicable flight re-
quirements has been demonstrated. (See
sec, 7.741(¢).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ayg. 1, 1956.)

7.102 Cenier of gravity limitations.

(a) Center of gravity limits shall be es-
tablished as the most forward position per-
missible for each weight established in ac-
cordance with section 7.101 and the most aft
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position permissible for each of such weights.
Such limits of the center of gravity range
shall not exceed any of the following:

(1) The extremes selected by the appli-
cant,

{2) The extremes for which the struc-
ture has been proven,

(3) The extremes at which compliance
with all of the applicable flight requirements
hasbeen demonsirated.

(b) Loading instructionsshall be provided
if the center of gravity position under any
possible loading condition between the maxi-
mum and minimum weights as specified in
section 7.101, with assumed weights for indi-
vidual passengers and crewmembers vari-
able over the anticipated range of such
weights, lies beyond:

(1) The extremes selected by the ap-
plicant,

(2) The extremes for which the strue-
ture has been proven,

(3) The extremes for which compliance
with all of the applicable flight requirements
has been demonstrated. (See sec. 7.741(¢).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7103 Rotor limitations and pitch settings.

(a) Power-on. A range of power-on op-
erating speeds for the main rotor(s) shall be
established which will provide adequate mar-
gin to accommodate the variation of rotor
rpm attendant to all maneuvers appropriate
to the rotorcraft type and consistent with
the type of synchronizer or governor used,
if any (see secs. 7.713(b)(2) and 7.714
{b)). A means shall be provided to prevent
rotational speeds substantially less than the

* approved minimum rotor rpm in any sus-

tained flight condition with full throttle and
with pitch control of the main rotor(s) in the
high-pitch position, however, such means
need not be provided if the Administrator
finds that inherent characteristics of the
rotorcraft render it unnecessary or that ade-
quate means of warning the pilot of unsafe
rotor speeds are provided. If a means to
prevent low rotor speeds is provided, it shall

641128—62—2

be acceptable for such means to allow the
use o higher pitch in an emergency, provided
that the means incorporate provisions to pre-
vent inadvertent transition from the normal
operating range to the higher pitch angles,
(b) Power-off. A range of power-off op-
erating rotor speeds shall be established
which will permit execution of all autorota-
tive flight maneuvers appropriate to the ro-
torcraft type throughout the range of air-
speeds and weights for which certification is

. sought (see secs. 7.713(a) and 7.713(b)(1)).

A rotor blade low-pitch limiting device shall
be positioned to provide sufficient rotational
speed within the approved rotor speed range
in any autorotative flight condition under
the most adverse combinations of weight and
airspeed with the rotor pitch control in the
full low-piteh position. However, it shall be
possible to prevent overspeeding of the rotor
without requiring exeeptional piloting skill.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr. 19, 1958, effective May 17, 1958; Amdt. 7-3, 23
F.R. 3514, May 22, 1958, effective May 17, 1958.)

7.104 Emply weight,

(a) The empty weight, and the corre-
sponding center of gravity position, shall be
determined by weighing the rotorcraft. This
weight shall exclude the weight of the crew
and payload, but shall include the weight of
all fixed baliast, unusable fuel supply (see
sec. 7.416), undrainable oil, {otal quantity of
engine coolant, and total quantity of hy-
draulic fluid.

{(b) The condition of the rotorcraft at the
time of weighing shall be one which can be
easily repeated and easily defined, particu-
larly as regards the contents of the fuel, oil,
and coolant tanks, and the items of equip-
ment installed. (Seesec. 7.740.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7105 Use of ballast. Removable ballast
may be used to enable the rotorcraft to com-
ply with the flight requirements. (See secs.
7.391, 7.738, and 7.740.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)
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Performance

7110 General. _

{(a) The performance prescribed in this
subpart shall be determined using normal
pilot skill and shall not require exception-
ally favorable conditions. Compliance
shall be shown for sea level standard condi-
tions in still air and for the range of atmos-
pheric variables as selected by the applicant.
The performance as affected by engine
power, instead of being based on dry air,
shall be based on 80 percent relative humid-
ity or 0.7 Hg. vapor pressure whichever is
less.

(b) Each set of performance data re-
quired for a particular flight condition shall
be determined with the powerplant acces-
sories absorbing the normal amount of
power appropriate to that fight condition.

Note: The Administrator is authorized to establish
appropriate margins to be applied to the performance
data determined in accordance with this part for op-
erating variables not covered in the performance de-
termination; e.g., variations in pilet technique, engine
power, roter drag, rough air, ete.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

1111 Limiting height and speeds for safe
landing following power failure.

(a) Category A. If arange of heights ex-
ists at any speed, including zero, within
which it is not possible to make a safe land-
ing when the critical engine is. suddenly
made inoperative with takeoff power on
the operating engine(s), the range of heights
and its variation with forward speed shall be
established (see secs. 7.715 and 7.741(f)).

(b) Category B. If a range of heights ex-
ists at any speed, including zero, within
which it is not possible to make a safe land-
ing following complete power failure, the
range of heights and its variation with for-
ward speed shall be established (see secs.
7.715 and 7.741(f)).

(¢) Category B; optional requirements
for multiengined rotorcraft. Inlieu of com-
pliance with paragraph (b) of this section, a
multiengine rotoreraft that is certificated in

10

accordance with Transport Category A pow-
erplant installation requirements may, at
the option of the applicant, comply with par-
agraph (a) of this section.

Note: (See sec. 7.384(b).) Category B. rotorcraft
structure, controls, rotor mechanisms, and parts es-
senttial to a controlled landing are protected from
powerplant fires for at least 5 minutes.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr, 19, 1958, effective May 17, 1958.)

7112 Takeoff; general.

{a) Category A: The takeoff performance
shall be determined and scheduled in such a
manner that, in the event of one engine be-
coming inoperative at any instant after the
start of takeoff, it shall be possible for the
rotorcraft either to return to and stop safely
on the takeoff area, or to continue the take-
off, climbout, and attain a rotorcraft con-
figuration and airspeed at which compliance
with the climb requirement of section 7.115
(a){(2) iz met.

(b) The takeoff data required by sections
7.113, 7.114, and 7.115 (a) (1) and (a) (2}
shall be determined under the following
conditions.

(1) At all weights, altitudes, and tem-

peratures selected by the applicant, and
(2) With the operating engines not ex-
ceeding their approved limitations.

(¢) All takeoff data, when corrected,
shall assume a level takeoff surface, and
shall be determined on a smooth, dry, hard
surface, and in such a manner that reproduec-
tion of the performance does not require
either exceptional skill or alertness on the
part of the pilot or exceptionally favorable
conditions. (For wind and runway gradient
corrections see appropriate operating rules
of the regulations in this subchapter.)

(New Part 7, 21 F.R. 3743, June 2, 1936, effective
Aug. 1, 1936.)

7113 Category A; critical decision point.
The critical decision point shall be any com-
bination of height and speed as selected by
the applicant in demonstrating the takeoff
as defined in section 7.114. The method used
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to attain the critical decision point shall be
such as to avoid flicht within the critical
areas of the limiting height-speed envelope
as established im accordance with section
7.111(a).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug, 1, 1936.)

7114 Takeoff.

{(a) Category A. The takeoff flight path
and rejected takeoff path shall be estab-
lished. It shall be permissible to initiate the
takeoff in any manner provided the takeoff
surface is defined and adequate safeguards
are maintained to assure proper center of
gravity position and control pesition.

(1) The rejected takeoff path shall be
established with takeoff power on all en-
gines from the start of takeoff to the eritical
decision point, at which point it shall be as-
sumed that the critical engine becomes in-
operative, and the rotoreraft is brought to a
safe stop with the remaining engines operat-
ing within their approved limitations.

(2) The takeoff climbout path shall be
established with takeoff power on all en-
gines from the start of takeoff to the critical
decision point, at which point it shall be as-
sumed that the critical engine becomes in-
operative, With the remaining engines op-
erating within their approved limitations,
the rotorcraft shall be accelerated such that
the takeoff safety speed is reached by the
end of the rejected takeoff distance and the
climbout shall be accomplished at speeds
not less than the takeoff safety speed used
in meeting the rate of climb specified in sec-
tion 7.115(a) (1), and in such a manner that
the airspeed and configuration used in meet-
ing the climb requirement specified in sec-
tion 7.115(a)(2) are attained.

(3) The takeoff climbout and rejected
takeoff shall be accomplished in such a man-
ner as to provide a safe and smooth transi-
tion between all stages of the maneuver.

(b) Category B. The takeoff and climb-
out shall be established with the most un-
favorable center of gravity position. It
shall be permissible to initiate the takeoff in
any manner provided the takeoff surface is
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defined and adequate safeguards are main-
tained to assure proper center of gravity
position and control position and provided a
landing can be made safely at any point

" along the flight path in the case of an engine

{ailure (see see, 7.111(b)).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aung. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr. 19, 1958, effective May 17, 1958.)

7115 Climb; one-engine-inoperative.

(a) Category A. The following takeoff
and en roufe climb reguirements shall be
met by all Category A rotorcraft:

(1) Takeoff climb; gear extended. The
steady rate of climb without ground effect
shall not be less than 100 fpm for each
weight, altitude, and temperature condition
for which takeoff data are to be scheduled
with: .

(i) The critical engine inoperative and
the remaining engine(s) operating within
their approved limitations,

(ii) Center of gravity in the most un-
favorable position permitied for takeoff,

(iii) Landing gear extended,

{(iv) The takeoff safety speed as se-
lected by the applicant (see see, 7.114(a)(2)),
and

(v) Cowl flaps or other means of con-
trolling the engine-cooling air supply in the
position which provides adequate cooling af
the temperatures and altitudes for Whlch
certification is sought.

(2) Climb ol maximum cont:nuous
power. The steady rate of climb without
ground effect shall not be less than 150 fpm
for each weight, altitude, and temperature
condition for which takeoff data are to be
scheduled with:

(i) The critical engine inoperative
and the remaining engine(s) operating at
maximum continuous power,

(1i) Center of gravity in the most un-
favorable position permitted for takeoff,

(iii) Landing gear retracted, if re.
tractable,

(iv) The speed as selected by the ap-
plicant, and

11
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{(v) Cowl flaps or other means of con-
trolling the engine-¢ooling air supply in the
position which provides adequate cooling at
the temperatures and altitudes for which
certification is sought. -

(3) En route climb. The steady rate of
climb in feet per minute at any altitude at
which the rotorcraft is expected to operate,
and at any weight within the range of
weights to be specified in the airworthiness
certificate, shall be determined with:

(i) The critical engine inoperative,
and the remaining engine(s) operating at
the maximum continuous power available at
such altitude,

(ii) Center of gravity in the most un-
favorable position, :

(iii) The landing gear retracted, if
retractable,

(iv) The speed as selected by the ap-
plicant, and

(v) Cowl fiaps or other means of con-
trolling the engine-cooling air supply in the
position which provides adequate cooling at
the temperatures and altitudes for which
certification is sought.

(b) Category B. The following climb re-
quirements shall be applicable to Category
B rotorcraft:

(1) For all rotorcraft, the steady rate
of climb at the best rate-of-climb speed with
maximum continuous power on all engines
and landing gear retracted, if retractable,
shall be determined over the range of
weights, altitudes, and temperatures for
which certification is sought (see sec. 7.740).
For all rotorcraft except helicopters this
rate of climb shall provide a steady gradient
of climb under standard sea level conditions
of not less than 1: 6.

(2) For multiengine helicopters com-
plying with the optional requirement of sec.
tion 7.111(c), the steady rate of elimb or
descent shall be determined at the best rate-
of-climb or rate-of-descent speed with one
engine inoperative and the remaining en-
gine(s) operating at a maximum continuous
power.

12
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(3) For all helicopters, the steady angle
of glide shall be determined at the maximum
and minimum rate-of-descent speed in auto-
rotation at maximum weight at the optimum
forward speed.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-2, 23 F.R 2592,
Apr. 19, 1858, effective May 17, 1958.)

7116 Hovering or minimum operating
performance.

(a) Category A: The hovering perform-

ance shall be determined over the range of
weights, altitudes, and temperatures for
which takeoff data are scheduled with not
more than takeoff power om 2all engines,
landing gear extended, and at a height above
the ground consistent with the procedure
used in the establishment of takeoff and ac-
celerate-stop distance.

(b) Category B: Hovering performance
for helicopters shall be determined over the
range of weights, altitudes, and tempera-
tures for which certification is sought with
takeoff power on all engines, landing gear
extended, and inthe ground effect at a height
above the ground consistent with normal
takeoff procedures. At maximum weight,
under standard atmospheric conditions and
under the aforementioned conditions, the
hovering ceiling for helicopters shall not be
less than 4,000 feet.

{¢) For rotorcraft other than helicopters,
the steady rate of climb at the minimum
operating speed appropriate to the type with
takeoff power and landing gear extended
shall be determined over the range of
weights, altitudes, and temperatures for
which certification is sought.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aung. 1, 1956.)

7117 Landing; general.

{a) Category A: The landing performance
shall be determined and scheduled in such
a manner that, in the event of one engine
becoming inoperative. at any point in the
approach path, it shall be possible for the
rotorcraft to land and stop safely, and,
further, it shall be possible from a point in

fi?
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the approach path to climb out and attain
a rotorcraft configuration and airspeed at
which compliance with the climb require-
ment of section 7.115(a)(2) is met.

(b) The landing data required by section
7.118 shall be determined under the follow-
ing conditions:

(1) At all weights, altitudes, and tem-
peratures selected by the applicant, and

(2) With the operating engines not ex-
ceeding their approved limitations.

(¢) The approach and landing shall be
‘made in such a manner that its reproduction
does not require an exceptional degree of
skill on the part of the pilot-or exceptionally
favorable conditions.

(d) During the landing there shall be no
excessive vertical acceleration: and no tend-
ency to bounce, nose over, ground loop, por-
poise, or water loop. All landing data, when
corrected, shall assume a level landing sur-
face, and shall be determined on a smooth,
dry, hard surface. (For wind and runway
gradient corrections see appropriate operat-
ing rules of the regulations in this subchap-
ter.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7118 Landing.

(a) Category A; one engine inoperative.
The approach, balked landing, and landing
paths shall be established. The approach
and landing speeds shall be selected by the
applicant and be appropriate to the type of
rotorerafi being certificated. Such paths
shall be established in the following man-
ner:

(1) The approach and landing path
shall be established such as to avoid flight
within the critical areas of the limiting
height-speed envelope as established in ac-
cordance with section 7.111{a) or, alter-
natively, at the option of the applicant, an
envelope established in accordance with the
landing condition with one engine inoper-
ative.

(2) The balked-landing path shall be es-
tablished such that, from a height and speed
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combination in the approach path as selected
by the applicant, a safe climbout can be
made and speeds attained corresponding to
the speeds required in meeting the climb re-
quirements of section 7.115 (a)(1) and (a)
(2).

(3) The maneuvers specified in subpara-
graphs {1) and (2) of this paragraph shall
be accomplished in suchk a manner as to pro-
vide safe and smooth transition between each
stage.

(b) Category A; complete failure of all
power. It shall be possible to make a safe
landing on a prepared runway following
complete failure of all power during normal
cruising operating conditions (see sec. 7.743
(a){2)). The maximum permissible descent
speed in autorotation shall be determined.

{(¢) Category B; autorofative landing.
The horizontal distance required to land and
come to a complete stop (to a speed of ap-
proximately 3 mph for seaplanes or float
planes) from a point at a height of 50 feet
above the landing surface shall be deter-
mined. In making this determinration the
following shall apply:

(1) The approach speed or speeds in
the glide shall be appropriate to the type of
rotoreraft and shall be chosen by the appli-
cant.

(2) The approach and landing shall be
made with power off and shall be entered
from steady autorotation.

(d) Category B; Optional requirements
for multiengined rotorcraft certificated in
Transport Category B. In lieu of compli-
ance with the autorotative landing distance
requirements sgpecified in paragraph (c¢) of
this section, a multiengined rotorcraft that
complies with the powerplant installation
requirements for Category A may, at the op-
tion of the applicant, comply with para-

‘graphs (a) and (b) of this section, omitting

the climbout requirement specified in para-
graph (a)(2) of this section.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr, 19, 1958, effective May 17, 1958; Amdt. 7-3, 23
F.R. 3514, May 22, 1958, effective May 17, 1958.)
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Flight Characteristics

7120 General. _

{(a) The rotorcraft shall comply with the
requirements prescribed in sections 7.121
through 7.123 at all normally expected op-
erating altitudes, under all critical loading
conditions within the range of weight and
center of gravity, and for all speeds, power,
and rotor rpm conditions for which certifica-
tion is sought.

(b) It shall be possible to maintain a flight
condition and to make a smooth transition
from one fligcht condition to another without
requiring an exceptional degree of skill,
alertness, or strength on the part of the pilot,
and without danger of exceeding the limit
load factor under all conditions of operation
probable for the type, including those condi-
tions normally encountered in the event of
sudden powerplant failure. .
~ (¢) For night or instrument certification
the rotorcraft shall have such additional
flight charaeteristics as the Administrator
finds are required for safe operation under
these conditions.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,

Apr, 19, 1958, effective May 17, 1858; Amdt. T4, 24
F.R. 7074, Sept. 1, 1959, effective Oct. 1, 1959.)

7121 Conirollability.

{(a) The rotoreraft shall be safely con-
trollable and maneuverable during steady
flight and during the execution of any ma-
neuver appropriate to the type of rotorcrafi,
including takeoff, climb, level flight, turn,
glide, and power-on or power-off landings.

(b) The margin of Ilongitudinal and
lateral cyclic control shall allow satisfac-
tory pitching and rolling control at Vyz (see
sec. 7.711), with :

(1) Maximum weight,

(2) Critical center of gravity,
(3} Power on and power off, and
(4) Critical rotor rpm.

{¢) Compliance with paragraph (b) of this
section shall include a demonstration with a
power failure at ¥z or Vyg, whichever is less.

14
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(d) There shall be established a wind ve-
locity in which the rotorcraft ¢an bhe op-
erated without loss of conirol on or near the
ground at the critical center of gravity and
the critical rotor rpm in any maneuver ap-
propriate to the type of rotorcraft; e.g.,
crosswind takeoffs, sideward or rearward
flight. This wind velocity shall not be less
than 20 mph,

(e) Controllability after power failure
shall be demonstrated over the range of air-
speeds and altitudes for which certification
is sought, starting with maximum continu-
ous power at critical weight. In taking cor-
rective action, the time delay for all flight
conditions shall be based on the normal pilot
reaction time, except that for the cruise con-
dition the time delay shall not be less than
one second.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956; as amended by Amdt. 74, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1939.)

7.122 Trim. It shall be possible in steady
level flight at any speed appropriate to the
type of rotorcraft to trim the steady longi-
tudinal and lateral control forces to zZero.
The trim device shall not introduce any un-
desirable discontimuities in the force
gradients.

(New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7123 Stability.

(a) General. Itshall be possible to iy the
rotorcraft in normal maneuvers, inclading a
minimum of three takeoffs and landings, for
a continnous period of time appropriate to
the operational use of the particular type of
rotorcraft without the pilot experiencing
undue fatigue or sirain, In addition, the
rotoreraft shall comply with the require-
ments of paragraph (b) of this section.

(b) Static longitudinal stability. In the
following configurations the charaecteristics
of the longitudinal eycliec control shall be
such that, with constant throttle and collec-
tive pitch settings, a rearward displacement
of longitudinal control shall be necessary to
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obtain speeds below the specified trim speed,
and a forward displacement shall be neces-
sary fo obtain speeds above the specified trim
speed for the ranges of altitude and rotor
rpm for which certification is sought:

(1) Climb. At all speeds from 0.85Vy
to 1.2V 5, with:

(i) Critical weight and center of
gravity, '

(if) Maximum continuous power,

(iii) Landing gear retracted, and

(iv) Trim at best rate-of-climb speed
(Vy).

“(2) Cruise. At all speeds from 0.7Vy
or 0.7Vygs, whichever is less, to 1.1Vy or
1.1V yz, whichever is less, with:

(i) Critical weight and center of
gravity, o
(ii) Power for level flight at 0.9 ¥V or
0.9 V5, whichever is less,

(iii) Landing gear retracted, and

(iv) Trimmed at 09 Vg, or 0.9 Vyg
whichever is less.

(3) Autorotation. Throughout the
speed range for which certification is sought,
with :

(i) Critical weight and center -of
gravity,

(ii) Power off,

(iii) Landing gear both retracted, if
retractable, and extended, and

(iv) Trim at the speed for minimum
rate of descent.

(4) Hovering. In the case of helicop-
ters the stick position curve shall have a
stable slope between the maximum approved
rearward speed and a forward speed of 20
mph, with:

(i) Critical weight and center of grav-
ity, except for Category A helicopfers the
weight shall be that determined for hover-
ing. (See sec. 7.116{(a).)

(ii) Power required for hovering in
still air,

(iii) Landing gear retracted, and

(iv) Trim for hovering.

Note: 1t is considered acceptable for the stick po-
sition versus speed curve to have a negative slope
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within the speed range specified for each of the con-
ditions in subparagraphs (1) through (3) of this para-
graph, provided the negative stick displacement re-
quired is not greater than 10 percent of the total stick
travel. :

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr. 19, 1958, effective May 17, 1958; Amdt. 7-4, 24
F.R. 7074, Sept. 1, 1959, effective Oct. 1, 1959.)

Ground and Water Handling
Characteristics

7130 General. The rotorcraft shall be
demonstrated fo have satisfactory ground
and water handling characteristies. There
shall be no uncontrollable tendencies in any
operating condition reasonably expected for
the type.

(New Part 7, 21 F.R, 3743, June 2, 1956, effective
Ang. 1, 1956.)

7.131 Ground resonance. There shall be
no tendeney for the rotorcraft to oscillate
when the rotor is turning and the rotorcraft
is on the ground unless the Administrator
finds that such tendencies are not dangerous.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-2, 23 F.R. 2392,
Apr. 19, 1958, effective May 17, 1958.)

7132 Spray characteristics. For rotor-
craft equipped with floats, the spray charac-
teristics during taxiing, takeoff, and land-
ing shall be such as not to obscure the vision
of the pilot nor produce damage to the
rotors, propellers, or other parts of the
rotorcraft.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Miscellaneous Flight Requirements

7.140 Flutter and vibration. All parts of
the rotorecraft shall be demonstrated to be
free from flutter and excessive vibration
under all speed and power conditions appro-
priate to the operation of the type of rotor-
eraft. (See also secs. 7.203(f) and 7.711.)

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)
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Subpart C—Structure

General

7.200 Loads.
(a) Strength regquirements of this sub-

part are specified in ferms of limit and ulti-

mate loads. Unless otherwise stated, the
specified loads shall be considered as limit
loads. In determining compliance with
these requirements the provisions set forth
in paragraphs (b} through (e) of this section
shall apply.

(b) The factor of safety shall be 1.5 unless
otherwise specified, and shall apply to the
external and inertia loads, unless its applica-
tion to the resulting internal stresses is more
conservative,

(¢) Unless otherwise provided, the speci-
fied air, ground, and water loads shall be
placed in equilibrium with inertia forces,
considering all items of mass in the rotox-
craft.

(d) Allloadsshall be distributed in a man-
ner closely approximating or conservatively
representing actual conditions.

(e) If deflections under load significantly
change the distribution of external or in-
ternal loads, the redistribution shall be
taken into account.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.201 Strengih and deformation.

(a) The structure shall be ecapable of sup-
porting limit loads without suffering detri-
mental permanent deformations.

{(b) At all.loads up te limit loads the de-
formation shall not be such as to inferfere
with safe operation of the rotorcraft.

(¢) The structure shall be capable of sup-
porting ultimate loads without failure. It
shall support the load during a statie test for
at least 3 seconds, unless proof of strength is
demonstrated by dynamic tests simulating
actual conditions of load application.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.202 Proof of structure.

{a) Proof of compliance of the sfructure
with the strength and deformation require-
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ments of section 7.201 shall be made for all
critical loading conditions.

{b) Proof of compliance by means of
structural analysis shall be acceptable only
when the structure conforms to types for
which experience has shown such metihods to
be reliable. In all other cases substantiat-
ing tests shall be required.

(¢) In all cases certain portions of the
structure shall be tested as specified in sec-
tion 7.203.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7203 Structural and dynamic tests. At
least the following structural tests shall be
conducted te show compliance with the
strength criteria:

(a) Dynamic and endurance tests of ro-
tors and rotor drives, including controls (see
sec. 7.405).

{b) Control surface and system limit load
tests (see sec. 7.323).

{c¢) Control system operation tests (see
sec. 7.324).

(d) Flight stress measurements (see secs.
7.221, 7.250, and 7.251).

(e) Landing gear shock absorption tests
(see sec, 7.332).

(f) Such additional tests as may be found
necessary by the Administrator to substan-
tiate new and unusual features of the design.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956; as amended by Amdt, 74, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1939.) i

7.204 Design limitations. The following
values shall be established by the applicant
for purposes of showing compliance with the
structural requirements specified in this sub-
part:

(a) Maximum and minimum design
weights.

(b} Power-on and power-off main rotor
rpm ranges (see secs. 7.103 and 7.713
through 7.714(b}),

{(¢) Maximum forward speeds for the
power-on and power-off main rotor rpm
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ranges established in accordance with para-
graph (b) of this section (see see. 7.713),

(d) Maximum rearward and sideward
flight speeds,

{e) Extreme positions of rotorcraft cen-
ter of gravity to be used in conjunction with
the limitations of paragraphs (b), (¢), and
(d) of this section,

(f) Rotational speed ratios between the
powerplant and all connected rotating com-
ponents, and

(g) Positive and negative limit maneuver-
ing load factors.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Flight loads

7.210 General. Flight load requirements
shall be complied with at all weights from
the design minimum weight to the design
maximum weight, with any practicable dis-
tribution of disposable load within pre-
seribed operating limitations stated in the
Rotoreraft Flight Manual (see sec. 7.741).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.211 Flight load factor. The flight load
factor shall be assumed to act normal to the
longitudinal axis of the rotorcrafi, and shall
be equal in magnitude and shall be opposite
in direction to the rotorcraft inertia load
factor at the center of gravity.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.212 Maneuvering conditions. The ro-
torcraft structure shall be designed for a
positive maneuvering limit load factor of 3.5
and a negative maneuvering limit load fac-
tor of 1.0, except that lesser values shall be
allowed if the applicant shows by analytical
study and flight demonstrations that the
probability of exceeding the values selected
is extremely remote. Where such lesser val-
ues of maneuvering load factor are selected,
the values selected shall be appropriate to
each design weight condition between design
minimum and design maximum values. In
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no case shall the limit load factors be less
than 2.0 positive and 0.5 negative, Air loads
shall be assumed to be applied at the cen-
ter(s) of the rotor hub(s) and at any auxil-
iary lifting surface(s) and to act in such
directions with distributions of load among
the rotor(s) and auxiliary lifting surface(s)
as necessary to represent all critical maneu-
vering motions of the rotorcraft applicable
to the particular type, including flight at the
maximum design rotor tip speed ratio under
power-on and power-off conditions.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.) ‘

7213 Gust conditions. The rotorcraft
structure shall be designed to withstand the
loading due to vertical and horizontal gusts
of 30 fps in velocity in conjunction with the
critical rotorcraft airspeeds, including
hovering. _

(New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7214 Yawing conditions. 'The rotor-
craft shall be designed for loads resulting
from conditions specified in this section.
Unbalanced aerodynamic moments about the
center of gravity shall be reacted in a ra-
tional or a conservative manner considering
the principal masses furnishing the reacting
inertia forces. With the maximum main
rotor speed and at a forward speed up to
Vyp or Vg, whichever is less, the following
maneuver shall be considered:

(a) With the rotorcraft in unaccelerated
flight at zero yaw, it shall be assumed that
the ecockpit directional control is suddenly
displaced to the maximam deflection as lim-
ited by the control stops or by maximum
pilot effort. _

(b) With the directional control deflected
as in paragraph (a) of this section, it shall
be assumed that the rotorcraft yaws to a re-
sulting sideslip angle.

(c) With the rotorcraft yawned to the
static sideslip angle corresponding with the
directional control deflection specified in
paragraph (a) of this section, it shall be as-
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sumed that the directional control is sud-
denly returned to neutral,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Control Surface and System Loads

7.220 General. The structure of all aux-
ilHary rotors (antitorgque and control), fixed
or movable stabilizing and control surfaces,
and all systems operating any flight controls
shall be designed to comply with the provi-
sions of sections 7.221 through 7.226.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7221 Auxiliary rotor assemblies. Auxil-
iary rotor assemblies shall be tested in ac-
cordance with the provisions of section 7.405
for rotor drives.
rotor assemblies with detachable blades
shall be substantiated for centrifugal loads
resulting from the maximum design rotor
rpm. In the case of auxiliary rotors with
highly stressed metal components, the vibra-
tion stresses shall be determined in flight,
and it shall be demonstrated that these
stresses do not exceed safe values for contin-
uous operation.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aung. 1, 1956.)

7.222 Auxiliary rotor attachment struc-
ture. Theaitachment structure for the aux-
iliary rotors shall be designed to withstand
a limit load equal to the maximum loads in
the structure occurring under the flight and
landing conditions.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.223 Tail rotor guard. When a tail rotor
is provided on a rotorcraft, it shall not be
possible for the tail rotor to contact the land-
ing medium during a normal landing. If a
tail rotor guard is provided which will con-
tact the landing medium during landings
and thus prevent tail rotor contact, suitable
design loads for the guard shall be estab-
lished, and the guard and its supporting
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structure shall be designed to withstand the
established loads.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7224 Stabilizing and control surfaces.
Stabilizing and control surfaces shall be de-
gigned to withstand the critical loading from
maneuvers or from combined maneuver and
gust. In no case shall the limit load be less
than 15 pounds per square foot or a load due
to Cy=0.55 at the maximum design speed.
The load distribution shall simulate closely
the actual pressure distribution conditions.

(New Part 7, 21 F.R. 3743, June 2, 1936, effective
Ang. 1, 1956.)

7.225 Primary control systems; general,
Longitudinal, lateral, vertical (collective
pitch), and directional control systems shall
be designed to the minimum requirements
set forth in paragraphs (a) and (b) of this
section, ‘ '

(a) [All1] control systems, including their
supporting structure, shall be designed
to withstand the loads resulting from
the limit pilot-applied forces as set forth
in subparagraphs (1) through (3) of this
paragraph, or the maximum loads which
can be obtained in normal operation of the
rotorcraft, including any single power boost
system failure (see sec. 7.328), whichever is
greater. Where it can be shown that the
system design or the normal operating loads
are such that a portion of the system cannot
react the specified pilot-applied forces of
subparagraphs (1) through (3) of this para-
graph, that portion of the system shall be
designed to withstand the maximum loads
which can be obtained in normal operation
of the rotorcraft. The minimum design
loads shall in any case be sufficient to pro-
vide a rugged system for service use, includ-
ing consideration of fatigue, jamming,
ground gusts, control inertia, and friction
loads, In the absence of a rational analysis,
the design loads resulting from 0.60 of the
specified pilot-applied forces shall be consid-
ered as acceptable minimum design loads.
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(1) Foot-type controls—130 pounds.

{(2) Stick-type controls—100 pounds fore
and aft—67 pounds laterally.

(3) Wheel-type controls—100 pounds
fore and aft—53D inch-pounds couple at the
rim of the control wheel (where D is wheel
diameter, inches).

" {b) The reaction to the applied loads shall
be provided as follows:
"~ (1) By the control stops only,

(2) By the control locks ¢nly,

(3) By the irreversible mechanism only
(with the irreversible mechanism locked and
with the control surface in all crifical posi-
tions for the affected portions of the system
within its limit of motion), '

(4) By the attachment of the control
system to the rotor blade pitch control horn
only (with the control in all critical posi-
tions for the affected portions of the system
within the limits of its motion), and

(5) By the attachment of the control
system to the control surface horn (with the
control in all critical positions for the af-
fected portions of the system within the
limits of its motion).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1958; as amended by Amdt, 7—4, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1959 ; Amdt. 7-5, 27 F.R.
2999, Mar. 30, 1962, effective May 3, 1962.)

[7.226 Dual primary flight control sys-
fems. If a dual primary flight conirol sys-
tem is provided, the system shall be designed
for conditions when the pilots operate the
controls in opposition and in conjunction.
Individual pilot loads equal to 75 percent of
those obtained in accordance with section
7.225 shall be applicable.]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1936 ; as amended by Amdt. 7T-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

Landing Loads

7.230 General.
- (a) Loads and equilibrium. The limit
loads obtained in the landing conditions
shall be considered as external loads which
would occur in a rotorcraft structure if it

were acting as a rigid body. In each of the
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conditions the external loads shall be placed
in equilibrium with the linear and angular
inertia loads in a rational or conservative
manner. In applying the specified condi-
tions the provisions of paragraphs (b)
through (e) of this section shall be complied
with.

(b) Center of gravity positions. The
critical center of gravity positions within
the certification limits shall be selected so
that the maximum design loads in each of
the landing gear elements are obtained.

(¢) Design weight. The design weight
used in the landing conditions shall not be
less than the maximum weight of the rotor-
craft. It shall be acceptable to assume a
rotor lift, equal to two-thirds the design
maximum weight, to exist throughout the
landing impaect and to act through the center
of gravity of the rotorcraft. Higher values
of rotor lift shall be acceptable if substan-
tiated by tests and/or data which are ap-
plicable to the particular rotoreraft.

{(d) Load factor. The structure shall be
designed for a Iimit load factor selected by
the applicant, of not less than the value of
the limit inertia load factor substantiated
in accordance with the provisions of section
7.332, except in conditions in which other
values of load factors are prescribed.

(e) Landing gear position. The tires shall
be assumed to be in their static position, and
the shock absorbers shall be assumed to be
in the most critical position, unless other-
wise prescribed. '

(f) Landing gear arrangement. The pro-
visions of sections 7.231 through 7.236 shall
be applicable to landing gear arrangements
where two wheels are located aft and one or
more wheels are located forward of the cen-
ter of gravity.

(New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7231 Level landing conditions.

{a) Under loading conditions prescribed
in paragraphs (b) -and (c¢) of this section,
the rotorcraft shall be assumed to be in the
following two level landing attitudes:
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(1) All wheels contacting the ground
simultaneousiy, and

{(2) The aft wheels contacting the
ground with the forward wheel(s) being just
clear of the ground. '

(b) The following two level landing load-
ing conditions shall be considered. Where
the forward portion of the landing gear has
two wheels, the total load applied to the for-
ward wheels shall be divided between the
two wheels in a 40: 60 proportion.

(1) Vertical loads shall be applied in
accordance with the provisions of section
7.230.

(2} The vertical loads specified in sub-
paragraph (1) of this paragraph shall be
combined with a drag load at each wheel
The drag loads shall not be less than 25
percent of the respective vertical loads. For
the attitude prescribed in paragraph (a)(1)
of this section the resulting pitching moment
shall be assumed resisted by the forward
gear, while for the attitude prescribed in
paragraph (a)(2) of this section the result-
ing pitching moment shall be assumed re-
sisted by angular inertia forces.

(¢) Drag components simulating the
forces required to accelerate the wheel roli-
ing assembly up to the specified ground
speed shall be combined with the vertical
reactions existing at the instant of peak drag
loads. The ground speed for determination
of the spin-up loads shall be assumed equal
to 75 percent of the optimum forward flight
speed for minimum rate of descentin autoro-
tative flight. The vertical loads under this
loading condition shall be in accordance with
the provisions of section 7.230(d). It shall
be acceptable to apply this condition only to
the landing gear and the attaching strue-
ture.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.232 Nose-up landing condition. Thero-
torcraft shall be assumed in the maximum
nose-up attitude permitting clearance of the
ground by all parts of the rotorcraft. The

20
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ground loads shall be applied perpendicu-
Iarly to the ground.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. i, 1956.)

7.233 One-wheel landing condition. The
rotoreraft shall be assumed in the level at-
titude to contact the ground on one of the
wheels located aft of the center of gravity.
The vertical load shall be the same as that
obtained on the one side in the condition spe-
cified in section 7.221(b)(1}. The unbal-
anced external loads shall be reacted by the
inertia of the rotorcraft.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.234 Lateral-drift landing condition.

{a) The rotorcraft shall be assumed in the
level landing attitude. Side Ioads shall be
cembined with one-half the maximum
ground reactions obtained in the level land-
ing conditions of section 7.231(b)(1). These
loads shall be applied at the ground contact
point, unless the landing gear is of the full-
swiveling type in which case the loads shall
be applied at the center of the axle. The
conditions set forth in paragraphs (b) and
{c) of this section shall be considered.

{(b) Only the wheels aft of the center of
gravity shall be assumed to contact the
ground. Side loads equal to 0.8 of the ver-
tical reaction acting inward {(on one side)
and 0.6 of the vertical reaction acting out-
ward (on the other side) shall be combined
with the vertical loads specified in paragraph
(a) of this section.

(¢) The forward and aft wheels shall be
assumed to contact the ground simul-
taneously. Side loads on the wheels aft of
the center of gravity shall be applied in aec-
cordance with paragraph (b) of this section.
A side load at the forward gear equal to 0.8
of the vertical reaction shall be combined
with the vertical load specified in paragraph
{a) of this section.

{New Part 7, 21 E.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) :

7.235 Brake roll conditions. The rotor-
craft attitndes shall be assumed to be the



CAM 7

same as those prescribed for the level land-
ing conditions in section 7.231(a), with the
shock absorbers deflected to their static po-
sition. The limit vertical load shall be
based upon a load factor of 1.33 when the ro-
torcraft attitude is as specified in section
7.231(a)(1); the limit vertical load factor
may be reduced to 1.0 when the attitude is as
specified in section 7.231(a){2). A drag load
equal to the vertical load multiplied by a
coefficient of friction of 0.8 shall be applied
at the ground contact point of each wheel
equipped with brakes, except that the drag
Ieoad need not exceed the maximum value
based on limiting brake torque.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956; as amended by Amdt. T4, 24 F.R, 7074,
Sept. 1, 1939, effective Oct. 1, 1959.)

7.236 Taxiing condition. The rotorcraft
and its landing gear shall be designed for
loads which occur when the rotorcraft is
taxied over the roughest ground which it is
reasonable to expect in normal operation.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.240 - Ski landing conditions. The struc-
ture of a rotorcraft equipped with skis shall
be designed in compliance with the loading
conditions set forth in paragraphs (a)
through (c¢) of this section:

(a) Upload conditions.

(1) A vertical load of Pn and a horizon-
tal load of Pn/4 shall be applied simulta-
neously at the pedestal bearings, P being the
maximum static weight on each ski when the
rotorcraft is loaded to the maximum design
weight. The limit load factor n shall be
determined in accordance with section 7.230
(d).

(2) A vertical load equal to 1.33 P shall
be applied at the pedestal bearings. (For P
see subparagraph (1) of this paragraph.)

(b} Side load condition. A side load of
0.35 Pn shall be applied in a horizontal plane
perpendicular to the center line of the rotor-
craft at the pedestal bearing. (For Pand n
see paragraph (a)(1) of this section.)

(¢) Torque load condition. A torque load
equal to 1.33 P (ft.-1b.) shall be applied to

ROTORCRAFT AIRWORTHINESS; TRANSPORT CATEGORIES

7.246

the ski about the vertical axis through the
center line of the pedestal bearings. (For P
see paragraph (a) (1) of this section.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.245 Float landing conditions. The
structure of a rotoreraft equipped with
floats shall be designed in compliance with
the loading conditions set forth in para-
graphs (a) and (b) of this section:

(a) Up load conditions.

(1) With the rotorcraft assumed in the
static level attitude a load shall be applied
so that the resultant water reaction passes
vertically through the center of gravity of
the rotorcraft. The limit load factor shall
be determined in accordance with section
7.230(d) or shall be assumed to be the same
as the load factor determined for the ground
type landing gear.

(2) The vertical load prescribed in sub-
paragraph (1) of this paragraph shall be ap-
plied together with an aft component equal
to 0.25 the vertical component.

(b) Side load condifion. The vertical
load in this condition equal to 0.75 the verti-
cal load prescribed in paragraph (a) (1) of
this section, divided equally between the
floats, shall be applied together with a side
component. The total side component shall
be equal to 0.25 the total vertical load in this
condition and shall be applied to one float
only.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7246 Tailwheel type landing gear ground
loading conditions. The structure of a rotor-
craft equipped with landing gears arranged
such that two wheels are located for-
ward and one wheel is located aft of the
center of gravity shall be assumed to be sub-
jected to the loading conditions in accord-
ance with paragraphs (a) through (h) of
this section:

(a) Level landing on forward gear only.
The rotorcraft shall be assumed to be in the
level landing attitude with only the forward
wheels contacting the ground.
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(1) Vertical loads shall be applied in
accordance with provisions of see, 7.230.

{2) The vertical loads specified in sub-
paragraph (1) of this paragraph shall be
combined with a drag load at each wheel
axle of not less than 25 percent of the respec-
tive vertical load.

(3) In the conditions of subparagraphs
(1) and (2) of this paragraph, unbalanced
pitching moments shall be assumed resisted
by angular inertia forces.

(b)Y Level landings; all wheels contacting
simultaneously. The rotorcraft shall be as-
sumed to be in the level landing attitude
with all wheels contacting the ground simul-
taneously,

(1) Vertical loads shall be applied in
accordance with the provisions of sec. 7.230.

(2) The vertical loads specified in sub- -

paragraph (1) of this paragraph shall be
combined with a drag load at each wheel
axle of not less than 25 percent of the respec-
tive vertical load. Unbalanced pitching
moments shall be assumed resisted by an-
gular inertia forces.

(¢) Nose-up landing condition. The
rotoreraft shall be assumed to contact the
ground on the rear wheel only at the maxi-
mum nose-up attitude to be expected under
all operational landing conditions including
landings in autorotation. The conditions of
this paragraph need not be applied if it can
be demonstirated that the probability of
landing with initial contact omn the rear
wheel is extremely remote. In determining
the applicable ground loads, it shall be ac-
ceptable to use a rational method to account
for the distance between the direction of the
rear wheel ground reactions and the rotor-
craft c.g.

(1) Vertical loads shall be applied in
accordance with the provisions of section
7.230. _

(2) The vertical loads specified in sub-
paragraph (1) of this paragraph shall be
combined with a drag load at the wheel axle
of not less than 25 percent of the vertical
load.
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{d) One-wheel landing condition. The
rotorcraft shall be assumed in the level at-
titude to contact the ground on one of the
wheels located forward of the c.g. The ver-
tical load shali be the same as that obtained
on the one side in the condition specified in
paragraph (a)(1) of this section. TUnbal-
anced momentis shall be assumed resisted by
angular inertia forces. _

(e) Side load landing condition. The ro-
torcraft shall be assumed in the landing at-
titudes of paragraphs (a) and (b) of this
section. Side loads in combination with
one-half the maximum vertical ground reac-
tions obtained in the landing conditions of
paragraphs (a)(1) and (b)(1) of this section
shall be applied at each wheel. The magni-
tude of the side loads on the forward wheels
in each case shall be 0.8 of the vertical reac-
tion (on one side) acting inward and 0.6 of
the vertical reaction (on the other side) act-
ing outward. The magnitude of the side
load on the rear wheel shall be equal to 0.8
of the vertical reaction. These loads shall
be applied at the ground contact point, un-
less the landing gear is of the full-swiveling
type in which case the loads shall be applied
at the center of the axie. When a lock,
steering device, or shimmy damper is pro-
vided, the swiveled wheel shall also be as-
sumed to be in the trailing position with the
side load acting at the ground contact point.

(f) Braked roll condition. Therotorcraft
attitudes shall be assumed to be the same as
those prescribed in paragraphs (a) and (b)
of this section with the shock absorbers de-
flected to their static position. The limit
vertical load shall be based upon a load fac-
tor of 1.33 when the rotorcraft attitude is as
specified in paragraph (b).of this section;
the limit load factor may be reduced to 1.0
when the attitude is as specified in para-
graph (a) of this section. A drag load equal
to the vertical load multiplied by a coefficient
of friction of 0.8 shall be applied at the
ground contact point of each wheel equipped
with brakes, except that the drag load need
not exceed the maximum value based on
limiting brake torque.
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(g) Rear wheel turning condition. The
rotorcraft shall be asssumed to be in the
static ground attitude with the shock ab-
sorbers and tires deflected to their static
position. A vertical ground reaction equal te
the static load on the rear wheel in combhi-
nation with a side component of equal mag-
nitude shall be assumed. When a swivel is
provided, the rear wheel shall be assumed to
be swiveled 90 degrees to the rotoreraft
longitudinal axis with the resultant load
passing through the axle. When a lock, steer-
ing device, or shimmy damper is provided,
the rear wheel shall be assumed to be in the
trailing position with the side load acting at
the ground contact point.

(h) Taxiing condition. The rotorcraft
and its landing gear shall be designed for
loads which occur when the rotoreraft is
taxied over the roughest ground which it is
reasonable to expect in normal operation.

(Added by Amdt. 7-4, 24 F.R. 7074, Sept. 1, 1959,
effective Oct. 1, 1959.) '

Main Component Requirements

7.250 Main rotor structure., The require-
ments of paragraphs (a) through (g) of this
section shall apply to the main rotor assem-
blies including hubs and blades.

(a) The hubs, blades, blade attachments,
and blade controls which are subject to al-
ternating stresses shall be designed to with-
stand the repeated loading conditions likely
to occur within the established service life
forsuch parts. The stresses of critical parts
shall be determined in flight in all attitudes
appropriate to the type of rotorcraft
throughout the ranges of limitations pre-
scribed in section 7.204. The service life of
such parts shall be established by the ap-
plicant on the basis of fatigue tests or other
methods found acceptable to the Adminis-
trator. : -

(b) The main rotor structure shall be de-
signed to withstand the critical flicht loads
prescribed in sections 7.210 through 7.214.

{c) The main rotor strueture shall be de-
signed to withstand the limit loads pre-

ROTORCRAFT AIRWORTHINESS; TRANSFORT CATEGORIES

7.251

scribed in sections 7.210 through 7.214 under
conditions of autorotation necessary for
normal operation.

{d) The rotor blades, hubs, and flapping
hinges shall be designed to withstand a load-
ing condition simulating the force of the
blade impact against its stop during opera-
tion on'the ground.

(e) The rotor assembly shall be designed
to withstand loadings simulating other criti-
cal conditions which might be encountered
in normal operation.

(f) The rotor assembly shall be designed
to withstand, at all rotational speeds, includ-
ing zero, the maximum torque likely to be
transmitted thereto by the rotor drive in
both directions. If a torque limiting device
is provided in the transmission system, the
design limit torque need not be greater than
the torque defined by the limiting device, ex-
cept that in no case shall the design limit
torque be less than the limit torque specified
in section 7.251(¢). The design torque shall
be distributed to the rotor blades in a ra-
tional manner.

(g) The rotor assembly shall be designed
to withstand the maximum torque likely to
be transmitted thereto from sudden applica-
tions of the rotor brake if provided. The de-
sign torque shall be equally distributed
among the rotor blades.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.251 Fuselage and rotor pylon structure.
The requirements of paragraphs (a) through
(e) of this section shall apply to the fuselage
and rotor pylon structure.

(a) The structure shall be designed to
withstand the critical loads prescribed in
sections 7.210 through 7.214. The balancing
air loads and inertia loads occurring under
the accelerated flight conditions as well as
the thrust from auxiliary rofors and the
torque reaction of the rotor drive systems
shall be considered.

(b) The structure shall be designed te
withstand the applicable ground loads pre-
seribed in sections 7.230 through 7.245.
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{¢) The engine mount and adjacent fuse-
lage structure shall be designed to with-
stand loads occurring in the rotorcraft
under the accelerated flight and landing
conditions, including the effects of engine
torque loads. In the case of engines having
5 or more cylinders, the limit torque shall be
obtained by multiplying the mean torque as
defined by the power conditions in sections
7.1{2)(3) by a factor of 1.33. For 4-, 3-, and
2-cylinder engines, the factors shall be 2, 3,
and 4, respectively. When a gas turbine
powerplant is used, the limit torque shall be
obtained by multiplying the mean torque for
maximum continuous power by a factor of
1.25.

{d) The structure shall be designed fo
withstand the loads prescribed in sections
7.250 (d) and (g). _

(e) Those parts of the ‘basic structure
which are directly subjected to alternating
stresses and the sudden failure of which
would threaten the structural integrity of
the rotorcraft shall be designed to withstand
the repeated loading conditions likely to
occur within the established service life for
such parts. The stresses of critical parts
shall be determined in flight in all attitudes
appropriate to the {ype of rotorcraft
throughout the ranges of limitations pre-
scribed in section 7.204. The service life of
such parts shall be established by the appli-
cant on the basis of fatigue tests or other
methods found acceptable to the Adminis-
trator.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 19568.)

7.252 Auxiliary lifting surfaces. The re-
quirements of paragraphs (a) through (c¢) of
this section shall apply to the auxiliary lift-
ing surfaces.

(a) The structure shall be designed to
withstand the critical flight loads prescribed
in sections 7.210 through 7.214.

(b) The structare shall be designed to
withstand the applicable ground loads of
sections 7.230 through 7.245.
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(c) The structure shall be designed to
withstand loadings simulating other eritical
conditions which might be encountered in
normal operations.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Emergency Landing Conditions

7.260 General. The requirements of par-
agraphs (a) through (¢) of this section deal
with emergency conditions of landing on
land or water in which the safety of the oc-
cupants is considered, although it is ac-
cepted that parts of the rotorcraft may be
damaged.

{a) The structure shall be designed fo
give every reasonable probability that all of
the occupants, if they make proper use of the
seats, belts, and other provisions made in the
design (see see. 7.355), will escape serious
injury in the event of a minor crash landing
(with wheels up if the rotorcraft is equipped
with retractable landing gear) in which the
occupants experience the following ultimate
inertia forces relative to the surrounding
structure: _

(1) Upward 1.5¢ (downward 4.0g).
(2) Forward 4.0g.
(3) Sideward 2.0g.

(b) The use of a lesger value of the down-
ward inerfia force specified in paragraph
{a) of this section shall be acceptable if it is
shown that the rotoreraft structure can ahb-
sorb the landing loads corresponding with
the design maximum weight and an ultimate
descent velocity of 5 fps without exceeding
the value chosen.

(¢) The inertia forces specified in para-
graph (a) of this section shall be applied to
all items of mass which would be apt to in-
jure the passengers or crew if such items be-
came loose in the event of a minor crash land-
ing, and the supporting structure shall be
designed to restrain these items.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.261 Fuel tank protection. When fuel
tanks are located within the fuselage and be-
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low the passenger floor level in an area where
there is a likelihood of tank rupture from
ground impact in the emergency landing con-
dition (see sec. 7.260), the fuselage structure
in the area of such fuel tanks shall be de-
signed to resist the crash impact and protect
the fuel tanks from rupture.

Subpart D—Design

General

7300 Seope. The rotoreraft shall not in-
corporate design features or details which
experience has shown to be hazardous or un-
reliable. The suitability of all questionable
design details or parts shall be established
by tests.

{New Part 7, 21 F.R. 3743, June 2, 1936, effective
Aug. 1, 1936.)

7.301 Materials. The suitability and
durability of all materials used in the rotor-
craft structure shall be established on the
basis of experience or tests and shall con-
form to approved specifications which will
insure their having the strength and other
properties assumed in the design data.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aung. 1, 1956.)

7.302 Fabrication methods. The methods
of fabrication employed in constructing the
rotorcraft structure shall be such as to pro-
duce a consistently sound structure. When
a fabrication process such as gluing, spot
welding, or heat treating requires close con-
trol to attain this objective, the process shall
be performed in accordance with the ap-
proved process specification.

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

7303 Standard fastenings. All bolis,
pins, screws, and rivets used in the structure
shall be of an approved type. The use of an

approved locking device or method is re-
quired for all such bolts, pins, and screws,
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Note: Fuselage keels whose design and structural
strength are such as to resist crash impacts associated
with the emergency landing conditions of section 7.260
without extreme distortion which might tend to rup-
ture the fuel tank may be considered to comply with
the requirements of this section.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

and Construction

Self-locking nuts shall not be used on bolts
which are subject to rotation in operation.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7304 Protection.

(a) All members of the structure shall be
suitably protected against deterioration or
loss of strength in service due to weathering,
corrosion, abrasion, or other causes.

(b) Provision for ventilation and drainage
of all parts of the structure shall be made
where necessary for protection.

(¢) In rotorcraff equipped with floats,
special precautions shall be taken against
corrosion from salt water, particularly
where parts made from different metals are
in close proximity.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1856.)

7.305 Inspection provisions. Means shall
be provided to permit the close examination
of those parts of the rotorcraft which require
periodic inspection, adjustment for proper
alignment and functioning, and lubrication
of moving parts.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 19586.)

7.306 Material strength properties and
design values,

(a) Maiterial strength properties shall be
based on a sufficient number of tests of ma-
terial conforming to specifications to estab-
lish design values on a statistical basis.

{b) The design values shall be so chosen
that the probability of any structure being
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understrength because of material varia-
tions is extremely remote.

[(¢) Values contained in MIL-HDBXK-5,
MIL-HDBEK-17 Part I, ANC-17 Part II,
ANC-18, MIL-HDBEK-23 Part I, and ANC-
23 Part II shall be used unless shown to be
inapplicable in a particular case.

[Note: MIL-HDBEK-5, “Strength of Metal Aircraft
Elements”; MIL-HDBK-17, “Plastics for Flight Ve-
hicles, Part I—Reinforced Plastics™; ANC-17, “Plastics
for Aircraft, Part II—Transparent Glazing Materials”;
ANC-18, “Design of Wood Aireraft Structures”, MIL-
HDBK-23, “Composite Construetion for Flight Ve-
hicles, Part I—Fabrication Inspection Durability and
Repair”; and ANC-23, “Sandwich Construction for
Aireraft, Part IT—Material Properties and Design
Criteria”, are published by the Department of Defense
and the Federal Aviation Agency and may be obtained
from the Superintendent of Documents, Government
Printing Office, Washington 25, D.C.]

(d) The strength, detail design, and fabri-
cation of the structure shall be such as to
minimize the probability of disastrous fa-
tigue failure.

Note: Points of stress concentration are one of the
main sources of fatigue failure.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

7.307 Special factors.

{a) General. Where there is uncertainty
concerning the actual strength of a particu-
lar part of the structure, or where the
strength is likely to deteriorate in service
prior to normal replacement of the part, or
where the strength is subject to appreciable
variability due to uncertainties in manufac-
turing processes and inspection methods, the
factor of safety prescribed in section 7.200
{b) shall be multiplied by a special factor of
a value such as to make the probahility of
the part being understrength from these
causes extremely remote. The special fac-
tors set forth in paragraphs (b) through (d)
of this section shall be acceptable for this
purpose.

E(b) Casting factors. For structural cast-
ings, the factor of safety prescribed in sec-
tion 7.200 shall be multiplied by the casting
factors specified in subparagraphs (1) and
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(2) of this paragraph. The prescribed tests
and inspections shall be in addition to those
necessary to establish foundry quality con-
trol. Castings shall be inspected in accord-
ance with approved specifications.

[(1) Each casting, the failure of which
would preclude continued safe flicht and
landing of the rotorcraft or which would re-
sult in serious injury to occupants, shall
have a casting factor of at least 1.25 and shall
receive 100 percent inspection by visual, ra-
diographie, and magnetic particle or pene-
trant inspection methods or approved equiv-
alent nondestructive inspection methods.
Where such castings have a casting factor
less than 150, 3 sample castings shall be
static tested. The test castings shall comply
with the strength requirements of section
7.201 at an ultimate load corresponding with
a casting factor of 1.25 and shall comply
with the deformation requirements at a foad
equal to 1.15 times limit load.

[Note: Examples of castings to whick this subpara-
graph applies are: structural attachment fittings;
parts of flight control systems; control surface hinges
and balance weight attachments; seat, berth, safety
belt, and fuel and oil tank supports and attachments;
cabin pressure valves.

[(2) For structural castings other than
those specified in subparagraph (1} of this
paragraph, the casting factors and inspee-
tions shall be in accordance with the follow-
ing table except that it shall be acceptable to
reduce the percentage of castings inspected
by nonvisual metheds when an approved
quality control procedure is established.
For castings procured to a specification
which guarantees the mechanical properties
of the material in the casiings and provides
for demonstration of these properties by test
of coupons cut from castings on a sampling
basis, it shall be acceptable to use a casting
factor of 1.0. The inspection requirements
for such castings shall be in accordance with
those specified in the following table for cast-
ing factors of 1.25 to 1.50, and the testing re-
gquirements shall be in accordance with sub-
paragraph (1) of this paragraph.
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Casting factor Inspections
2.0 or greater ... .-——-- 100 percent visual. | .
Less than 2.0 greater | 100 percent visual, and magnetic particle or
than 1.5. penetrant or equivalent nondestructive
inspection methods.

125 to 160 .. oo 100 percent vismal, magnetic particle or
penetrant, and radiographic, or approved
equivelent mnondestructive inspection
methods.

[(3) Castings which are pressure tested as
parts of a hydraulic or other fluid system
shall not be required te comply with the pro-
visions of this section unless such castings
support rotorcraft structural loads.

[ (4) The casting factor need not exceed 1.25
with regard to bearing stresses regardless of
the method of inspection empioyed. A cast-
ing factor need not be employed with respect
to the bearing surface of a part if the bearing
factor used (see paragraph {¢) o¢f this sec-
tion) is greater than the casting factor.]

(¢) Bearing factors.

(1) Bearing factors of sufficient magni-
tude shall be used to provide for the effects
of normal relative motion between parts and
in joints with clearance (free fit) which are
subject to pounding or vibration.

(2) A bearing factor need not be em-
ployed on a part if another special factor
prescribed in this section is of greater mag-
nitudethan the bearing factor.

(d) Fitting factors.

(1) A fitting factor of at least 1.15 shall
be used on all fittings the strength of which
is not proven by limit and ultimate load tests
in which the actual stress conditions are
simulated in the fitting and the surrounding
structure. This factor shall apply to all por-
tions of the fitting, the means of attachment,
and the bearing on the members joined.

(2) In the case of integral fittings the
part shall be treated as a fitting up to the
point where the section properties become
typical of the member.

(3) The fitting factor need not be em-
ployed where a type of joint made in accord-
ance with approved practices is based on
comprehensive test data; e.g., continuous
Jjoints in metal plating, welded joints, and
searf joints in wood.

(4) A fitting factor need not be employed
with respect to the bearing surface of a part
if the bearing factor used {(see paragraph (e¢)
of this section) is of greater magnitude than
the fitting factor.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1062, effective May 3, 1962.)

Main Rotor

7310 Main rotor blades; pressure venting
and drainage. Internal pressure venting of
the main rotor blades shall be provided.
Drain holes shall be provided and, in addi-
tion, the blades shall be designed to preclude
the possibility of water becoming trapped in
any section of the blade,

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7311 Stops. The rotor blades shall be
provided with stops, as required for the par-
ticular design, to limit the travel of the
blades about their various hinges. Provision
shall be made to keep the blades from hitting
the droop stops except during the starting
and stopping of the rotor.

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

7312 Rotor and blade balance. Rotors
and blades shall be mass-balanced to the
degree necessary to prevent excessive vibra-
tions and to safeguard against flutter at all
speeds up to the maximum forward speed.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1936.) ‘

7313 Rotor blade clearance. Clearance
shall be provided between the main rotor and
all other parts of the rotorcraft to prevent
the blades from striking any part of the
rotorcraft during any operating condition.

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

Control Systems

7320 (General. All controls and control
systems shall operate with ease, smoothness,
and positiveness appropriate to their fune-
tion. The elements of the fligcht control sys-
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tem shall be desighed or shall be distinc-
tively and permanently marked to minimize
the possibility of incorrect assembly which
could result in the malfunctioning of the
control system. (See also sees. 7.350 and
7.353.)

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 74, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1959.)

7.321 Control system stops.

(a) All control systems shall be provided
with stops which positively limit the range
of motion of the pilot’s controls.

(b) Control system siops shall be so lo-
cated in the system that wear, slackness, or
take-up adjustments will not affect appreci-
ably the range of travel.

{¢) Control system stops shall be capable
of withstanding the loads corresponding
with the design conditions for the control
system.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7322 Control locks. If a device is pro-
vided for locking the control system while
the rotorcraft is on the ground or water, the
provisions of paragraphs (a) and (b) of this
section shall apply.

(a) The device shall either automatically
disengage when the pilot operates the con-
trols in a normal manner, or it shall limit
the operatiom of the rotorcraft in such a
manner that the pilot receives unmistakable
warning while on the ground prior to
takeoff. ’

(b) Means shall be provided to preclude
the possibility of the lock becoming engaged
during flight.

(New Part 7, 21 F.R. 3743, June 2, 1936, effective
Aug. 1, 1956.)

7.323 Static fests. Tests shall be con-
ducted on control systems to show compli-
ance with limit load requirements in accord-
ance with the provisions of paragraphs (a)
through (c) of this section.

(2) The direction of the test loads shall
be such as to produce the most severe load-
ing in the control system.
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(b) The tests shall include all fittings,
pulleys, and brackets used in attaching the
control system to the main structure.

(¢) Analyses or individual load tests shall
be conducted to demonstrate compliance
with the special factor requirements for con-
trol system joints subjected to angular mo-
tion. (Seesecs.7.307 and 7.325.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7324 Operation fests. An operation test
shall be conducted for each control system
by operating the controls from the pilot
compartment with the entire system loaded
to correspond with loads specified for the
control system. In this test there shall be
no jamming, excessive friction, or excessive
deflection.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7325 Control system details; general.
All details of control systems shall be de-
siened and installed to prevent jamming,
chafing, and interference from cargo, pas-
sengers, and loose objects. Precautionary
means shall be provided in the cockpit to
prevent the entry of foreign objecis into
places where they would jam the control
systems. Provisions shall be made to pre-
vent the slapping of cables or tubes against
other parts of the rotorcraft. The following
detailed requirements shall be applicable
with respect to cable systems and joints:

(a) Cable systems.

(1) Cables, cable fittings, turnbuckles,
splices, and pulleys shall be of an acceptable
type.

{2) The design of cable systems shall
preclude any hazardous change in cable ten-
sion throughout the range of travel under
operating conditions and temperature
variations.

(3) Cables smaller than !4 inch diam-
eter shall not be used in the primary control
system.
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(4) Pulley types and sizes shall corre-
spond to the cables with which they are used.
The pulley-cable combinations and strength
values specified in [MIL-HDBK-5] shall be
used unless shown to be inapplicable for a
particular installation.

(5) All pulleys shall be provided with
closely fitted guards to prevent the cables
being displaced or fouled.

(6) Pulleys shall lie in the plane pass-
ing through the cable within such limits that
the cable does not rub against the pulley
flange.

(7) Fairleads shall be so installed that
they do not cause a change in cable direc-
tion of more than 3°.

(8} Clevis pins (excluding those not sub-
ject to load or motion) retained only by
cotter pins shall not be used in the control
system,

(9) Turnbuckles attached to parts hav-
ing angular motion shall be installed to pre-
vent positively any binding throughout the
range of travel.

(10) Provision for visual inspection
shall be made at all fairleads, pulleys, termi-
nals, and turnbuckles.

(b) Joints.

(1) Control system joints subjected to
angular motion in push-pull systems, except-
ing ball and roller bearing systems, shall in-
corporate a special factor of not less than
3.33 with respect to the ultimate bearing
strength of the softest material used as a
bearing.

(2) It shall be acceptable to reduce the
factor specified in subparagraph (1) of this
paragraph to a value of 2.0 for joints in cable
contro] systems.

(3) The manufacturer’s statie, non-
Brinell rating of ball and roller bearings
shall not be exceeded.

(New Part 7, 21 PR, 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt, 7-5, 27 F.R. 20049,
Mar. 30, 1962, effective May 3, 1962.)

7.326 Spring devices.
any spring device used in the control system
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shall be established by tests simulating
service conditions, unless it is demonstrated
that failure of the spring will not cause
Rutter or unsafe flight characteristies.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.327 Autorotative conirol mechanism.
The main rotor blade pitch control mecha-
nism shall be arranged to permit rapid entry
into autorotative flight in the event of power
failure.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Auvg. 1, 1956.)

7.328 Power boost and power-operated
control systems. When a power hboost or
power-operated control system is used, an
alternate system shall be immediately
available, such that the rotorcraft can be
flown and landed safely in the event of any
single failure in the power portion of the
system or in the event of failure of all en-
gines. Such alternate system may be a du-
plicate power portion or a manually oper-
ated mechanical system. The power portion
shall include the power source (e.g., hy-
draulic pumps), and such items as valves,
lines, and actuators. The failure of mechan-
ical parts (such as piston rods and links),
and the jamming of power cylinders need not
be considered if failure or jamming is con-
sidered to be extremely remote.

(New Part 7, 21 F.R. 3748, June 2, 1956, effective

Aug. 1, 1956 ; as amended by Amdt. 7-4, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1959.)

Landing Gear

7.330 General. The requirements of sec-
tions 7.331 through 7.338 shall apply to the
complete landing gear,

{New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7331 Shock absorbers,

(a) The shock absorbing elements for the
main, nose, and rear wheel units shall be
substantiated by the tests specified in sec-
tion 7.332,
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(b) The shock absorbing ability of the
Ianding gear in taxiing shall be demon-
strated by taxiing tests (see sec. 7.236).

(New -Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1936.) :

7.332 Shock absorption tests.  Drop tests
shall be conducted in accordance with para-
graphs (2) and (b) of this section to substan-
tiate the landing limit inertia load factor
(see sec. 7.230(d) and to demonstrate the re-
serve energy absorption capacity of the
landing gear. The drop tests shall be con-
ducted with the complete rotorcraft or on
units consisting of wheel, tire, and shock ab-
sorber in their proper relation. o

(a) Limit drop test. The drop height in
the limit drop test shall be 13 inches meas-
ured from the lowest point of the landing
gear to the ground. A lesser drop height
shall be permissible if it results in a drop
test contact velocity found by the Adminis-
trator to be equal to the greatest probable
sinking speed of the rotorcraft at ground
contact in power-off landings likely to be
made in normal operation of the rotorcraft.
In no case shall the drop height be less than
8 inches. If rotor lift is considered (see sec.
7.230(¢)), it shall be introduced in the drop
test by the use of appropriate energy absorb-
ing devices or by the use of an effective mass.
The attitude in which the landing gear unit
is tested shall be such as to simulate the
landing condition which is critical from the
standpoint of energy to be absorbed by the
particular unit.

Note: In lieu of more rational computations, the
following may be employed when use is made of an

effective mass: :
+—-L)d

_ h
where:
W.=the effective weight to be used in the drop fest

(pounds).

W =W, for main gear units (pounds), equal to the
static reaction on the particular unit with the
rotercraft in the most critical attitude; a
rational method may be used in computing
the main gear static reaction, taking into
consideration the distance between the direc-
tion of the main wheel reaction and the air-
craft center of gravity.
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W—=Wj for nose wheel units (pounds), equal to the
vertical component of the ground reaction
which would exist at the nose wheel, assum-
ing the mass of the rotorcraft acting at the
center of gravity and exerting a force of 1.0g
downward and 0.25¢ forward.

[W =W for tailwheel units (pounds) equal to which-
ever of the following is eritical:
L) The static weight on the tailwheel with
the rotoreraft resting on all wheels, or
L[{2) The vertical component of the ground
reaction which would occur at the tailwheel
agsuming the mass of the rotorcraft acting at
the center of gravity and exerting a force of 1g
downward with the rotorcraft in the maximum
nose-up attitude considered in the nose-up
landing conditions. (See sec. 7.246 (b) and
())]1

h=specified free drop height (inches).

L=ratio of assumed rotor lift to the rotorcraft
weight.

d=deflection under impact of the tire (at the ap-
proved inflation pressure) plus the vertical
component of the axle travel relative to the
drop mass (inches).

(b) Reserve energy absorption drop fest.
The reserve energy absorption capacity shall
be demonstrated by a drop test in which the
drop height is equal to 1.5 times the drop
height preseribed in paragraph (a) of this.
section, and the rotor lift is assumed to be
not greater than 1.5 times the rotor lift used
in the limit drop tests, except that the result-
ant inertia lecad factor need not exceed 1.5
times the limit inertia load factor deter-
mined in accordance with paragraph (a) of
this section. In this test the landing gear
shall not collapse.

Note: The effect of rotor lift may be considered in
a manner similar to that prescribed in paragraph (a)
of this section.

{New Part 7, 21 T.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 74, 24 F.R. 7074,
Sept. 1, 1939, effective Oct. 1, 1959; 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.) )

7333 Limit load factor delermination.
In determining the rotorcraft inertia load
factor “n” from the free drop tests specified
in section 7.332, the following formula shall

be used:
n= nf%% L;

where: .
ny==load factor during impact developed on the mass

used in the drop tests (i.e., the acceleration
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dv/dt in g’s recorded in the drop tests, plus
1.0). (See sec. 7.332(a) for explanation of
W, W, and L.)
(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7334 Retracting mechanism.

(a) General.

(1) The landing gear retracting mech-
anism, wheel well doors, and supporting
structure shall be designed for the Ioads oc-
curring in the flicht maneuvering conditions
when the gear is in the retracted position,
and for the combination of friction, inertia,
and air loads oecurring during retraction
and extension at any airspeed up to the
design maximum landing gear extended
speed.

(2) The landing gear, the retracting
mechanism, and the rotorcraft structure in-
cluding wheel well doors shall be designed
to withstand flight loads, including those in
yawed flight, occurring with the landing gear
in the extended position at any airspeed up
to the design maximum landing gear ex-
tended speed.

(b) Landing gear lock. A positive means
shall be provided for the purpose of main-
taining the landing gear in the extended
position.

(¢) Emergency operation. When other
than manual power for the operation of the
landing gear is employed, emergency means
for extending the landing gear shall be pro-
vided, so that the landing gear can be ex-
tended in the event of any reasonably prob-
able failure in the normal retraction system.
When an emergency system is installed, it
shall provide for the failure of any single
source of hydraulic, electric, or equivalent
energy supply.

(d) Operation test. Proper functioning of
the landing gear retracting mechanism shall
be demonstrated by operation fests.

(e} Position indicator. When a retract-
able landing gear is used, means shall be
provided for indicating to the pilot when the
gear is secured in the extended and in the
retracted positions.
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(f) Control. The location and operation
of the landing gear retraction control shall
be according to the provisions of section
7.353.

(New Part 7, 21 P.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 74, 24 FR. 7074,
Sept. 1, 1959, effective Oct. 1, 1959.)

7.335 Wheels. Landing gear wheels shall
be of an approved type. The maximum stat-
ic load rating of each wheel shall not be
less than the corresponding static ground
reaction under the maximum weight of the
rotorcraft and the critical center of gravity
position. The maximum limit load rating of
each wheel shall not be less than the maxi-
mum radial limit load determined in accord-
ance with the applicable ground load re-
gquirements of this part.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.336 Brakes. A braking device shall be
installed, controllable by the pilot and
usable during power-off Iandings, which is
adequate to insure;

(a) Counteraction of any normal unbal-
anced torque when starting or stopping the
rotor,

(b) Holding the rotorcraft parked on a 10°
slope on a dry, smooeth pavement.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.337 Tires,

(a) Landing gear tires shall be of a proper
fit on the rim of the wheel, and their ap-
proved rating shall be such that it is not ex-
ceeded under the following conditions:

(1) Rotorcraft weight equal to the maxi-
mum design weight.

(2) Load on each main wheel tire equal
to the corresponding static ground reaction
when considering the critical center of
gravity position. '

(3) Load on nose wheel tires (to be com-
pared with the dynamic rating established
for such tires) equal to the reaction obtained
at the nose wheel assuming the mass of the
rotoreraft concentrated at the most critieal
center of gravity and exerting a force of
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1.0g downward and 0.25g forward, the reac-
tions being distributed to the nose and main
wheels by the principles of statics with the
drag reaction at the ground applied only at
those wheels which have brakes.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.338 Skis.

(a) Landing gear skis shall have load rat-
ings appropriate to the limit loads defer-
mined in accordance with the applicable
ground load requirements of this part (see
sec. 7.240).

(b) A stabilizing means shall be provided
to maintain the ski in an appropriate position
during flight and shall have sufficient
strength to withstand the maximum aerody-
namic and inertia loads to which the ski is
subjected.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

[Hulls and Floats]

7.340 Buoyancy.

{a) Main floats shall have a buoyancy in
excess of that required to support the maxi-
mum weight of the rotorcraft in fresh water
as follows:

(I) 50 percent in the case of single
floats;

{2) 60 percent in the case of multiple
floats.

(b) Main floats shall contain at least 5 wa-
tertight compartments of approximately
equal volume. ‘

[(c) If a rotorcraft, constructed with a
hull and auxiliary ffoats, is to be approved
for both taking off from and alighting on
water, the hull and auxiliary fioats shall be
divided into watertight compartments so
that, with any single compartment flooded,
the buoyaney of the hull and auxiliary floats
(and wheel tires if used) will provide a suoffi-
cient margin of positive stability to minimize
capsizing, (See sec. 7.741(e).)]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Awng. 1, 1956 ; as amended by Amdt. 7-5, 27 KR, 2999,
Mar. 30, 1962, effective May 3, 1962.)
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7341 Float strength. Floats shall be de-
signed for the conditions set forth in para-
graphs (a) and (b) of this section:

(a) Bag type floats. Bag type fMoats
shall withstand the maximum pressure dif-
ferential which might be developed at the
maximum altitude for which certification
with floats is sought. In addition, the floats
shall withstand the vertical loads preseribed
by section T7.245(a) distributed along the
length of the bag over three-quarters of the
projected bag area.

(b) Rigid floats. Rigid type floats shall
withstand the vertical, horizontal, and side
loads prescribed in section 7.245. An appro-
priate load distribution under critical condi-
tions shall be used.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Persomnel and Cargo Accommodations

7350 Pilot compartment; general.

{(a) The arrangement of the pilot com-
partment and its appurtenances shall pro-
vide safety and assurance that the pilot will
be able to perform all of his duties and oper-
ate the controls in the correct manner with-
out unreasonable concentration and fatigue.

{b) When provision is made for a second
pilot, the rotorcraft shall be controllable
with equal safety from both seats.

(¢) The pilot compartment shall be con-
structed to prevent leakage likely to be dis-
tracting to the crew or harmful to the
structure when flying in rain or snow.

(d) Vibration and noise characteristics of
cockpit appurtenances shall not interfere
with the safe operation of the rotoreraft.

{e) A passageway between the pilot com-
partment and the passenger compartment
shall be provided. Suitable means shall be
provided to prevent passengers from enter-
ing the pilot compariment without permis-
sion.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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7.351 Pilot compariment vision,
{a) Nonprecipitation conditions,

(1) The pilot compartment shall be ar-
ranged to afford the pilot(s) a sufficiently
extensive, clear, and undistorted view for the
safe operation of the rotorcraft.

{2) It shall be demonstrated during the
‘day and, where appropriate, during the night
by flight tests that the pilof compartment is
free of glare and reflection which would tend
to interfere with the pilots’ vision,

{(b) Precipitation conditions.

(1) Means shall be provided so that the
pilot(s) is afforded a sufficiently extensive
view to permit safe operation under the fol-
lowing conditions:

(i) Inheavyrain at forward speeds up
to Vy and '

(ii) In the most severe icing condition
in which operation of the rotorcraft is
approved.

(2) In addition to the means provided in
subparagraph (1) of this paragraph, the
pilot shall be provided with a window which
is openable under the conditions prescribed
in subparagraph (i) of this paragraph and
which provides the view preseribed in that
subparagraph.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.352 Pilot windshield and windows. All
glass panes shall be of a nonsplintering
safety type.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aung. 1, 1956.)

7353 Controls.

{(a) All cockpit controls shall be located to
provide convenience in operation and in a
manner tending to prevent confusion and in-
advertent operation. (See also see, 7.737.)

{b) The controls shall be so loeated and
arranged with respect to the pilots’ seats
that there exists full and unrestricted move-
ment of each control without interference
from either the cockpit structure or the
pilots’ elothing when seated. This shall be
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demonstrated for individuals ranging from
572’ to 6’ 0’ in height.

 (New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.354 Doors.

(a) Closed cabins shall be provided with
at least one adequate and easily accessible
external door.

(b) No passenger door shall be so located
with respect to the rotor discs as to endanger
persons using the door when appropriate op-
erating instructions are employed.

(¢) Mecans shall be provided for locking
crew and external passenger doors and for
safeguarding against their opening in flight
either inadvertently by persons or as a re-
sult of mechanical failure, It shall be pos-
sible fo open external doors from either the
inside or the outside of the cabin while the
rotoreraft is on the ground. The means of
opening shall be simple and obvious and
shall be so arranged and marked that it can
be readily located and operated.

(d) Reasonable provisions shall be made
to prevent the jamming of any external door
as a result of fuselage deformation in a
minor crash,

{e) Means shall be provided for a direct
visual inspection of the locking mechanism
by crewmembers to ascertain whether all
external doors, including passenger, crew,
service, and cargo doors are fully locked. In
addition, visual means shall be provided to
signal to appropriate crewmembers that all
normally used external doors are closed and
in the fully locked position.

(f) For outwardly opening external doors
usable by persons for entrance or egress, an
auxiliary safety latching device shall be pro-
vided which will prevent the door from com-
ing open in the event of difficulties with the
primary latching mechanism. If the door
will not meet the requirements of paragraph
(c) of this section with the auxiliary safety
latching device in place, then suitable operat-
ing procedures shall be established to insure
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that the device shall not be in place during
takeoff or landing.

{New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7.355 Seats and safely belts.

(a) General. At all stations designated
as occupiable during takeoff and landing,
the seats, belts, harnesses (if used) and ad-
jacent parts of the rotorcraft shall be such
that a person making proper use of these fa-
cilities will not suffer serious injury in the
emergency landing conditions as a resuit of
inertia forces specified in section 7.260.
Seats shall be of an approved type (see also
sec. 7.643 concerning safety belts).

(b) Arrangement.

(1) Passengers and crew shall be af-
forded protection from head injuries by one
of the following means:

(i) Safety belt and shoulder harness
which will prevent the head from contacting
any injurious object;

(ii) Safety belt and elimination of all
injurious objects within striking radius of
the head; or ‘

(iii) Safety belt and a cushioned rest
which will support the arms, shoulders,
head, and spine,.

(2) For arrangements which de not pro-
vide a firm handhoid on seat backs, hand
grips or rails shall be provided along aisles
o enable passengers or crewmembers to
steady themselves while using the aisles in
moderately rough air.

(3) All projecting objects which would
cause injury to persons seated or moving
about the rotoreraft in normal flight shall be
padded.

(¢) Strength. All seats and their sup-
porting structure shall be designed for an
occupant weight of 170 pounds with due ac-
count taken of the maximum load factors,
inertia forces, and reactions between occu-
pant, seat, and safety belt or harness cor-
responding with all relevant flight and
ground load conditions, including the emer-
gency landing conditions preseribed in seec-
tion 7.260. In addition, the following shall
apply:
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(1) Pilot seats shall be designed for the
reactions resulting from the application of
pilot forces to the fligh{ conirols as pre-
scribed in section 7.225.

(2) In determining the strength of the
geat attachments to the structure and the
safety belt or shoulder harness (if installed)
attachments to the seat or structure, the
inertia forces specified in section 7.260(a)
shall be multiplied by a factor of 1.33.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7356 Cargo and baggage compartments.
(See also sec. 7.382.)

{a) Each cargo and baggage compariment
shall be designed for the placarded maxi-
mum weight of contents and the critical load
distributions at the appropriate maximum
load factors corresponding with all specified
flight and ground load conditions, excluding
the emergency landing conditions of section
7.260.

{(b) Provision shall be made {o prevent the
contents in the compartments from becom-
ing a hazard by shifting under the loads
specified in paragraph (a) of this section.

(c) Provision shall be made to protect the
passengers and crew from injury by the con-
tents of any compariment when the ultimate
inertia force acting forward is 4g.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) _

7.357. Emergency evacuation. Crew and
passenger areas shall be provided with emer-
gency evacuation means to permit rapid
egress in the event of crash landings,
whether with the landing gear extended or
retracted, taking into account the possibility
of the rotorcraft being on fire. Passenger
entrance, crew, and service doors shall be
considered as emergency exits if they meet
the applicable requirements of this section.

(a) Flight crew emergency exits. Flight
crew emergency exits shall be located in the
flight crew area on both sides of the rotor-
craft or as a top hatch to provide for rapid
evacunation. Such exitsshall not be required
on small rotoreraft where the Administrator
finds that the proximity of passenger emer-
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gency exits to the Hight erew area renders
them convenient and readily accessible to
the flight erew.

(b) Passenger emergency exits; type and
location. The types of exits and their loca-
tion shall be as follows:

(1) Type 1. A rectangular opening of
not less than 24 inches wide by 48 inches
high, with corner radii not greater than 4
inches, located in the passenger area in the
side of the fuselage at floor level and as far
away as practicable from areas which might
become potential fire hazards after a crash.

(2) Type I1. Same as Type I (subpara-
graph (1) of this paragraph) except that the
opening is not less than 20 inches wide by 44
inches high.

{(3) Type HIl. A rectangular opening
of not less than 20 inches wide by 36 inches
high, with corner radii not greater than 4
inches, located in the passenger area in the
side of the fuselage and as far away as prac-
ticable from areas which might become po-
tential fire hazards after a erash.

- (4) Type IV, A rectangular opening of
not less than 19 inches wide by 26 inches
high, with corner radii not greater than 4
inches, located in the side of the fuselage
with a step-up inside the rotorcraft of not
more than 29 inches. h

Note: Larger openings than those specified in par-
agraph (b) of this section will be acceptable, whether
or not of reetangular shape, provided the specified rec-
tangular openings can be inscribed therein, and fur-
ther provided that the base of the opening affords a
flat surface not less than the width specified.

(e} Passenger emergency exits; number
required. Emergency exits of the type and
located as prescribed in paragraph (b) of
this section shall be accessible to the passen-
gers, and shall be provided in accordance
with the following table:

Emergency exiis required
i . on each side of fuselage
Fassenger seating capacity

Type | Type | Type | Type
1 n Iv
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In addition to the number of exits required
for the side of the fuselage, openings shall
be provided in other parts of the fuselage
(top, bottom, or ends) so that, in the event
of a crash landing in which the fuselage
comes to rest on its side, emergency exits
shall be available for egress. When it can
be satisfactorily demonstrated that the con-
figuration of the rotoreraft is such that the
probability of the rotorcraft rolling over and
coming to rest on the side of the fuselage
after a crash landing is extremely remote,
it shall be acceptable to provide emergency
exits in the side of the fuselage only.
{(d) Emergency exit arrangement.

(1) Emergency exits shall consist of
movable doors or hatches in the external
walls of the fuselage and shall provide an
unobstructed opening to the outside.

(2) All emergency exits shall be open-
able from the inside and from the outside.

(3) The means of opening emergency
exits shall be simple and obvious and shall
not require exceptional effort of a person
opening them.

(4) Means shall be provided for locking
each emergency exit and for safeguarding
against opening in flight either inadvertently
by persons or as a result of mechanical
failure. :

- {b) Provision shall be made to minimize
the possibility of jamming of emergency
exits as a result of fuselage deformation in
a minor crash landing.

(6) For all emergency exits other than
Type IV located above a2 wing (see paragraph
(b) of this section) which are more than 6
feet from the ground with the rotoreraft on
the ground and the landing gear extended,
acceptable means shall be provided to assist
the occupants in descending to the ground.

{7) The proper functioning of emer-
gency exit installations shall be demon-
strated by test.

(e) Emergency exit marking.

(1} All emergency exits, their means of
access, and their means of opening shall be
marked conspicuously. The identity and
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location of emergency exits shall be recog-
nizable from a distance equal to the width
of the cabin. The location of the emergeney
exit operating handle and the instructions
for opening shall be marked on or adjacent
to the emergency exit and shall be readable
from a distance of 30 inches.

{2) A source or sources of light, with
an energy supply independent of the main
lighting system, shall be installfed to illu-
minate all emergency exit markings. Such
lights shall be designed to function auto-
matically in a crash landing and shall also
be operable manually.

(3) All emergency exits and their means
of opening shall be marked on the outside
of the rotoreraft for guidance of rescue
personnel.

(f) Emergency exit access. Passageways
between individual compartments of the pas-
senger area and passageways leading to
Type I and Type II emergency exits {see
paragraph (b) of this section) shall be un-
obstructed and shall be not less than 20
inches wide. Adjacent to emergency exits
where assisting means are required by para-
graph (d)(6) of this section, there shall be
sufficient additional space to allow a crew-
member to assist in the evacuation of pas-
sengers without reduction in the unob-
structed width of the passageway to such
exit.

E(g) Width of main aisle. The main pas-
senger aisle width at any point between seats
shall not be less than the values in the fol-
lowing table:

Minimum msain passer-
ger aisle width

Passenger seating capacity
Less than | 25 inches
25 inches | and more
from floor | from floor

Inches
12

Mol .. .. 12 20
20 OF HAOP€ . - oo o e mmmnm 15 20]

Inches
18

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)
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7.358 Ventilation.

(a) All passenger and crew compartments
shall be ventilated and crew compartments
shall be provided with a sufficient amount of
fresh air to enable crewmembers to pexrform
their duties without undue discomfort or
fatigue.

Note: A fresh air supply of 10 cubic feet per min-
ute is considered a minimum for each crewmember,

{b) Crew and passenger compartment air
shall be free from harmful or hazardous
concentrations of gases or vapors. The con-
centration of carbon monoxide shall not ex-
ceed 1 part in 20,000 parts of air under
conditions of forward flight. For other con-
figurations of operation, suitable operating
restrietions shall be provided if the carbon
monoxide conceniration exceeds this value.

(¢) Provisions shall be made to insure the
conditions prescribed in paragraph (b) of
this section in the event of reasonably prob-
able failures of the ventilating, heating, or
other systems and equipment.

Note; Examples of acceptable provisions include

secondary isolation, integral protective devices, and
crew warning and shutoff provisions for equipment the

_ malfunctioning of which could introduce harmful or

hazardous gnantities of smoke or gases.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.359 Heaters. Combustion heaters shall
be of an approved type and shall comply
with the fire protection requirements of sec-
tion 7.383. Engine exhaust heaters shall
comply with the provisions of section 7.467
{c) and (d).

New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Fire Prevention

7.380 General. Compliance shall be
shown with the fire prevention requirements
of sections 7.381 through 7.385. Additional
fire prevention requirements are prescribed
in Subpart E, Powerplant Installation, and
Subpart F, Equipment.

(a) Hand fire extinguishers. Hand fire
extinguishers shall be of an approved type.
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The types and quantities of extinguishing
agents shall be appropriate for the type of
fires likely to occur in the compartments
where the extinguishers are intended for
use. Extinguishers intended for wuse in
personnel compartments shall be such
as to minimize the hazard of toxic gas
concentrations.

(b) Built-in fire extinguishers., Where a
built-in fire extinguishing system is required,
its capacity in relation to the compartment
volume and ventilation rate shall be suffi-
cient to combat any fire likely to occur in the
compartment. All built-in fire extinguish-
ing systems shall be so installed that any ex-
tinguishing agent likely to enter personnel
compartments will not be hazardous fo the
occupants and that any discharge of the ex-
tinguisher eannot result in structural dam-
age.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.381 Cabin interiors. All compartments
occupied or used by the crew or passengers
shall comply with the provisions of para-
graphs (a) through (f) of this section.

(2) The materials in no case shall be less
than flash-resistant.

(b) The wall and ceiling linings, the cov-
ering of all upholstery, floors, and furnish-
ings shall be flame-resistant.

(c) Compartments where smoking is to be
permitted shall be equipped with ash trays of
the self-contained type which are completely
removable. All other compartments shall
be placarded against smoking.

(d) All receptacles for used towels, paper,
and waste shall be of fire-resistant materials
and shall incorporate covers or other pro-
visions for containing possible fires.

(e) At least one hand fire extinguisher
shall be provided for use by the flight crew,

(f) Inaddition to the requirements of par-
agraph (e) of this section, at least the fol-
lowing number of hand fire extinguishers
conveniently located for use in passenger
compartmenis shall be provided according
to the passenger capacity of the rotorcraft:

Minimom
number of
Passenger capacity hﬂnd i}rE

b=

Tthrough 30, ..o ttmccnaac e
31 through 60. ..o o iiicriemarvmm————n

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.382 Cargo and baggage compartments.

(a) Cargo and baggage compartments
shall be consiructed of or completely lined
with fire-resistant material. Compartments
shall include no controls, wiring, lines, equip-
ment, or accessories, the damage or failure
of which would affect the safe operation of
the rotorcraft, unless such ifems are
shielded, isolated, or otherwise protected so
that they cannot be damaged by movement
of cargo in the compartment, and so that
any breakage or failure of such items will
not create a fire hazard. Design of inacces-
sible compariments and sealing of these
compartments shall be such as to contain
cargo compartment fires for a period of time
sufficient to permit landing and safe evacua-
tion of the occupants.

Note: For compariments having a volume not in
excess of 500 cubic feet, an airflow of not more than
1,500 cubic feet per hour is considered acceptable. For
larger compartments Jesser airflow may be applicable.

{(b) Cargo and baggage compartments
shall be designed or provided with detection
devices to insure detection of fires by a crew-
member while at his proper station, and fo
preclude the entrance of harmful quantities
of smoke, flame, etc., into crew or passenger
compartments.

{¢) If compartments are intended to be
accessible in flight, protective breathing -
equipment shall be available for the use of
the appropriate crewmember (see sec. 7.646).

(d) Compliance with the provisions of this
section which refer to fire detection and the
entry of hazardous quantities of smoke, ex-
tinguishing agents, or other noxious gases
into the crew and passenger compartments
shal] be demonstrated in flight.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1936.)
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7.383 Combustion heater fire protection.

(a) Combustion healer fire zones. The
following shall be considered as combustion
heater fire zones and shall be protected
against fire in accordance with the ap-
plicable provisions of sections 7.480 through
7.486 and section 7.489:

(1) Region surrounding the heater, if
such region contains any flammable fluid
system components inclading the heater fuel
gsystem which might be damaged by heater
malfunctioning or which, in case of leakage
or failare, might permit flammable fluids or
vapors to reach the heaters.

(2) That portion of the ventilating air
passage which surrounds the combustion
chamber, except that this area need not be
provided with an extinguishing system if the
passage is so constructed that it will contain
and withstand any fire which may oceur
within the passage without damage to other
rotorcraft components.

(b} Ventilating air ducis.

(1) Ventilating air duets which pass
through fire zones shall be of fireproof con-
struction.

(2) Unless isolation is provided by the
use of fireproof valves or other equivalently
effective” means, the ventilating air duct
downstream of the heater shall be of fire-
proof construction for a sufficient distance
to assure that any fire originating from
within the heater can be contained within
the duet.

(3) Portions of ventilating ducts pass-
ing through regions in the rotorcraft where
flammable fluid systems are located shall be
so0 constructed or isolated from such systems
that failure or malfunctioning of the flam-
mable fluid system components cannot intro-
duce flammable fluids or vapors into the ven-
tilating airstream.

(c) Combustion air ducts,

(1) Combustion air ducts shall be of
fireproof construction for a distance suffi-
cient to prevent damage from backfiring or
reverse flames propagation.
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(2) Combustion air ducts shall not com-
municate with the ventilating airstream un-
less it is demonsirated that flames from
backfires or reverse burning cannot enter the
ventilating airstream under any conditions
of ground or flight operation including con-
ditions of reverse flow or malfunctioning of
the heater or its associated components.

(3) Combustion air ducts shali not re-
strict prompt relief of backfires which can
cause heater failure due to pressures gener-

. ated within the heater.

(d) Heater conirols; general. Provisions
shall be made to prevent hazardous accumu-
lations of wafer or ice on or within any
heater control ecomponents, conirol system
tubing, or safety controls.

(e) Heater safety controls.

(1} In addition to the components pro—
vided for normal continuous control of air
temperature, airflow, and fuel flow, means
independent of such components shall be
provided with respect to each heater to shut
off automatically that heater’s ignition and
fuel supply at a point remote from the
heater when the heat exchanger temperature
or ventilating air temperature exceeds safe
limits or when either the combustion air-
flow or the ventilating airflow becomes in-
adequate for safe operation. The means
provided for this purpose for any individual
heater shall be independent of all compo-
nents serving other heaters, the heat output
of which is essential to the safe operation of
the rotorcraft. The means shall also be
such that the heater will remain off until
restarted by the crew. .

(2) Warning means shall be provided to
indicate to the crew when a heater, the heat
output of which is essential to the safe oper-
ation of the rotoreraft, has been shut off by
the operation of the automatic means pre-
scribed in subparagraph (1) of this para-
graph. .

(f) Air intakes. Combustion and ven-
tilating air intakes shall be so located that no
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flammable fluids or vapors can enter the
heater system wumnder any econditions of
ground or flight operation either during
normal operation or as a resunlt of malfune-
tioning, failure, or improper operation of
other rotorcraft components.

(g) Heater exhaust. Heater exhaust sys-
tems shall comply with the provisions of
section 7.467 (a) and (b).
following shall apply:

(1) Exhaust shrouds shall be sealed 50
that lammable fluids and hazardous quanti-
ties of vapors cannot reach the exhaust sys-
tems through joints.

(2) Exhaust systems shall nof restrict
the prompt relief of backfires which can
cause heater failure due to pressures gen-
erated within the heater,

(h) Heater fuel systems. Heater fuel
systems shall comply with all portions of the
powerplant fuel system requirements which
affect safe heater operation. In addition,
heater fuel system components within the
ventilating airstream shall be protecfed by
shrouds so that leakage from such compo-
nents cannot enter the ventilating airstream.

(i) Drains, Means shall be provided for
safe drainage of fue] accumulations which
might occur within the combustion chamber
or the heat exchanger. Portions of such
drains which operate at high temperatures
shall be protected in the same manner as
heater exhausts (see paragraph (g) of this
section), Drains shall be protected against
hazardous ice accumulations in flight and
during ground operation.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.384 Fire protecltion of structure, con-
trols, and other parts.

{a) Category A. All structure, controls,
rotor mechanism, and other parts essential
to controlled flight and landing of the rotoxr-
craft which would be affected by powerplant
fires shall be of fireproof construction.

ROTORCRAFT AIRWORTHINESS,; TRANSPORT CATEGORIES
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7.392

{b) Category B. All structure, controls,
rotor mechanism, and other parts essential
to a controlled Iandmg of the rotorcraft
which would be affected by powerplant fires
either shall be of fireproof construction or
shall be otherwise protected, so that they can
perform their essential functions for at least
5 minutes under all foreseeable powerplant
fire conditions. {(See also secs. 7.480 and
7.483(a).)

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1958.)

7.385 Flammable Auid fire protection. In
areas of the rotorcraft where flammable
fluids or vapors might be liberated by leak-
age or failure in fluid systems, design pre-
cautions shall be taken to safeguard against
the ignition of such fluids or vapors due to
the operation of other equipment or to con-
trol any fire resulting from such ignition.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Miscellaneous

7.390 Leveling marks. Reference marks
shall be provided for use in leveling the
rotorcraft to facilitate weight and balance
determinations on the ground.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7391 Ballast provisions. Ballast provi-
sions shall be so designed and constructed
as to prevent the inadvertent shifting of the
ballast in flight. (See also sees. 7.105, 7.738
(a), and 7.741(¢).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ayg. 1, 1956.)

7392 Iece prolection. If certification for
flight im icing conditions is desired, the rotor-
craft shall be capable of operating safely in
the range of conditions applicable to the op-
erating limitations of the design.

(New Part 7, 21 F.R. 37438, June 2, 1956, effective
Aug. 1, 1956.)
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Subpart E—Powerplant Installation

General

7400 Scope and general design. The
powerplant installation shall be eonsidered
to include all components of the rotorcraft
which are necessary for its propulsion with
the exception of the structure of the main
and auxiliary rotors. It shall also be con-
sidered to include all components which af-
fect the control of the major propulsive
units or which affect their safety of opera-
tion between normal inspections or overhaul
periods. (See secs. 7.604 and 7.613 for in-
strument installation and marking.) The
general provisions of paragraphs (a)
through (d) of this section shall be
applicable. _
~ (a) Reciprocating engine installations
shall comply with the provisions of this sub-
part. Turbine engine installations shall
comply with sach of the provisions of this
subpart as are found applicable to the spe-
cific type of installation and such other re-
quirements as may be deemed necessary by
the Administrator.

(b) All components of the powerplant in-
stallation shall be constructed, arranged,
and installed in a manner which will assure
their continued safe operation between nor-
mal inspections or overhaul periods.

(¢) Accessibility shall be provided to per-
mit such inspection and maintenance as is
necessary to assure continued airworthiness,

(d) Electrical inferconnections shall be
provided to prevent the existence of differ-
ences of potential between major compo-
nents of the powerplant installation and
other portions of the rotorcraft.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7401 FEngines.

(a) Type certification. All engines shall
be type certificated in accordance with the
provisions of Part 13 of this subchapter.

{b) Category A; engine isolation. The
powerplants shall be arranged and isolated
each from the other to permit operation in
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at least one configuration in such a manner
that the failure or malfunetioning of any
engine, or the failure of any system of the
rotorcraft which can affect an engine, will
not prevent the continued safe operation of
the remaining engine(s) or require imme-
diate action by crewmembers for their con-
tinued safe operation.

(¢) Category A; control of engine roia-
tion. Means shall be provided for stopping
and restarting the rotation of any engine in-
dividually in flight. All components pro-
vided for this purpose which are located on
the engine side of the firewall and which
might be exposed to fire shall be of fire-re-
sistant construction unless more than one
means is available for this purpose and pro-
vided further that the duplicate controls are
so located that all are not likely to be dam-
aged at the same time in case of fire.

{(d) Catlegory A; engine cooling fan blade
protection. If an engine cooling fan is in-
stalled, means shall be provided to insure
that the occurrence of a fan blade failure will
not affect the operation of the remaining en-
gine(s) nor jeopardize the continued safe
operation of the rotoreraft.

(e¢) Category B; engine cooling fan blade
protection. If an engine cooling fan is in-
stalled, means shall be provided to protect
the rotoreraft and to permit a safe landing
in the event of a fan blade failure. Compli-
ance shall be shown with any one of the pro-
visions of subparagraphs (1) through (3) of
this paragraph.

(1) It shall be demonstrated that the
fan blades will be contained in the event of
failure;

{2) The fan issolocated thata fan blade
failure will not jeopardize the safety of the
rotorcraft or its occupants; or

(3) It shall be demonstrated that the
fan blade can withstand an ultimate load of
1.5 times the centrifugal force resulting from
engine rpm limited by either:

(i) The engine terminal rpm which
can oceur under unconirolled conditions, or
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(ii) An overspeed limiting device,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-2, 23 F.R. 2592,
Apr. 19, 1958, effective May 17, 19568.)

7402 Engine vibration. The engine shall
be installed to preclude harmful vibration of
any of the engine parts or of any of the com-
ponents of the rotorcraft. It shall be dem-
onstrated by means of a vibration investiga-
tion that the addition of the rotor and the
rotor drive system to the engine does not
result in modification of engine vibration
characteristics to the extent that the princi-
pal rotating portions of the engine are sub-
jected to excessive vibratory stresses.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Rotor Drive System

7403 Rotor drive system.

(a) General. The rotor drive system shall
be considered to include all parts necessary
to transmit power between the engine(s) and
the main and/or auxiliary rotor hubs. This
includes gear boxes, shafting, wuniversal
Jjoints, couplings, rotor brake assembly, over-
running and other clutches, supporting bear-
ings for shafting, and any attendant acces-
" sory pads or drives. Cooling fans which are
not certificated as part of the engine shall
also be considered a part of the rotor drive
system.

(b) Arrangement. :

{1) The rotor drive system of a multien-
gine rotorcraft shall be so arranged that all
rotors necessary for operation and control
of the rotoreraft will continue to be driven
by the remaining engine(s) in the event of
failure of any of the engines.

(2) Category B: On single-engine rotor-
craff the rotor drive system shall be so ar-
ranged that all rotors necessary for control
of the rotorcraft in autorotative flight will
continue to be driven by the main rotor(s)
after disengagement of the engine from the
main and auxiliary rotors.

(3) The rotor drive system shall incor-
porate a unit for each engine which will au-
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tomatieally disengage the engine from the
drive system in the event of a power failure
of the engine.

(4) If a torque limiting device is em-
ployed in the rotor drive system (see 7.250
(f)), such device shall be located to permit
continued control of the rotorcraft after the
device becomes operative.

{3) On rotoreraft employing rotors
which must be phased for intermeshing pur-
poses, the rotor drive system shall provide
constant and positive phase relationship un-
der all operating conditions. If a rotor de-
phasing device is incorporated, means shall
be provided to insure that the rotors are
locked in proper phase prior to operation.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7404 Rotor brakes. If a means is pro-
vided to control the rotation of the rotor
drive system independent of the engine, the
limitations on the use of such means shall be
specified, and the control for this means shall
be guarded to prevent inadvertent operation,

{(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug, 1, 1956.)

7405 Rotor drive system and conirol
mechanism Lests,

(a) Endurance tests.

(1) General. The rotor drive system
and rotor control mechanism shall be tested
for not less than 200 hours. The test shall be
conducted on the rotoreraft and the power
shall be absorbed by the actual rotors to be
installed. The endurance tests shall be
conducted in 10-hour test cycles composed of
the tests prescribed in subparagraphs (2)
through (10) of this paragraph. Compliance
with the endurance tests prescribed in this
paragraph will be accepted for helicopter
engine certification in lieu of the endurance
testing specified in Part 13 of this subchapter.
{The other phases of helicopter engine cer-
tification such as vibration, calibration,
defonation, operation, and engine inspection
will of course require compliance in accord-
ance with Part 13 of this subchapter.)
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(2) Takeoff power run. The takeoff
power run shall consist of 1 hour of alter-
nate runs of 5 minutfes at takeoff power and
speed, and 5 minutes at as low an engine idle
speed as practicable. The engine shall be
declutched from the rotor drive system and
the rotor brake, if furnished and so intended,
shall be applied during the first minute of
the idle run. ' During the remaining 4 min-
utes of the idle run, the clutch shall be en-
gaged so that the engine drives the rotors
at the minimum practical r.p.m. Accelera-
tion of the engine and the rotor drive system
shall be accomplished at the maximum rate.
When declutching the engine, it shall be de-
celerated at a rate sufficiently rapid to per-
mit the operation of the overrunning clutch.
In the absence of a takeoff rating, maximum
continuous power and speed shall be sub-
stituted for takeoff power and speed.

(3) Maximum continuous run. Three
hours of continuous operation at maximum
continuous power and speed as follows:

(i} During the run, the main rotor con-
irols shall be operated at a minimum of 15
times each hour through the main rotor pitch
positions of full vertical thrust, maximum
forward thrust component, maximum aft
thrust component, maximum left thrust com-
ponent, and maximum right thrust compo-
nent, except that the control movements
need not produce loads or blade flapping
motion exceeding the maximum loads or mo-
tions encountered in flight.

(ii) The directional controls shall be
operated at a minimum of 15 times each hour
through the control extremes of maximum
right turning torque, neutral torque as re-
quired by the power applied to the main
rotor, and maximum left turning torque.

(iii) Each control position shall be
held at maximum for at least 10 seconds and
the rate of change of control position shall
be at least as rapid as for normal operation.

(4) 90 percent maximum continuous run.
One hour of continuous operation at 90 per-
cent maximum continuous power at maxi-
mum continuous speed.
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(5) 80 percent maximum continuous run.
One hour of continuous operation at 80 pex-
cent maximum continuous power and speed.

(6) 60 percent maximum continuous run.
Two hours of continuous operation at 60 per-
cent maximum continuous power at mini-
mum desired cruising speed or at 90 percent
maximum continuous speed, whichever speed
is lower.

() Engine malfunctioning run. 1t
shall be determined whether malfunctioning
of such components as the engine fuel or
ignifion systems or unequal power output
from the various engines can result in dy-
namic conditions which might be detrimental
to the drive system. If so, a suitable number
of hours of operation shall be accomplished
under such conditions, one hour of which
shall be in¢luded in each eycle, and the re-
maining hours accomplished at the con-
clusion of the 20 cycles. If no detrimental
condition results, an additional hour of
operation as prescribed in subparagraph (2)
of this paragraph shall be substituted.

(8) Overspeed run. One hour of con-
tinuous operation at 110 percent maximum
continuous speed at maximum continuous
power. In the event that the engine(s) in-
stalled are limited by the manufacturer to
an overspeed of less than 110 percent of
maximum continuous speed for the periods
required, the speed employed shall be the
highest speed permissible with the engine(s)
involved.

(9) Rotfor control positions. 'Whenever
the rotor controls are not being cycled dur-
ing the tie-down tests, the rotor shall be op-
erated to produce each of the maximum
thrust positions for the percentages of test
time as follows, except that the control po-
sitions need not produce loads or blade
flapping motion exeeeding the maximum
loads or motions encountered in flight, using
the procedures of subparagraph (3) of this
paragraph:

(i) Full vertical thrust, 2¢ percent.
(ii) Forward thrust component, 50
percent.
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(iii) Right
percent.
(iv) Left thrust component, 10 per-

thrust component, 10

cent.

{(v) Aft thrust component, 10 percent.
(10) Clutch and brake engagements. A
total of at least 400 clutch and brake engage-
ments including the engagements of para-
graph (a)(2) of this section shall be made
during the takeoff power runs and, as neces-
sary, at each change of power and speed
throughout the test. In each clutch engage-
ment, the shaft on the driven side of the
clutch shall be accelerated from rest. The
clutch engagements shall be accomplished at
the speed and by the method prescribed in
the operations manual. During decelera-
tion after each clutch engagement, the en-
gine(s) shall be stopped rapidly enough to
allow the engine(s) to be automatically dis-
engaged from the rotor(s) and/or rofor-
drive(s). If a rotor brake is installed for
the purpose of stopping the rotor, the clutch,
during brake engagements, shall be disen-
gaged above 40 percent maximum continuous
rotor speed and the rotor(s) allowed to de-
celerate to 40 percent maximum continuous
rotor speed at which time the rotor brake
shall be applied. If the clutch design does
not permit stopping the rotor(s) with the
engine running, or if no cluteh is provided,
the engine shall be stopped before each ap-
plication of the rotor brake, and then
immediately restarted after the rotors have

stopped,
{b) Overspeed test. After completion of

the 200-hour tie-down test and without inter-

vening major disassembly, the rotor drive
system shall be subjected to 50 overspeed
runs, each 30+3 seconds in duration at 120
percent maximum continuous speed. Over-
speed runs shall be alternated with stabiliz-
ing runs of 1 to 5 minutes duration each at
from 60 to 80 percent maximum continuous
speed. Acceleration and deceleration shall
be accomplished in a period not longer than
10 seconds, and the time for changing speeds
shall not be deducted from the specified time
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for the overspeed rums. Overspeed runs
should be made with the rotor(s) in the flat-
test pitch at which smooth operation can be
obtained. In the event that the engine(s)
installed is limited by the engine manufac-
turer to an overspeed of less than 120 percent
of maximum continuous speed for the pe-
riods required, the speed employed shall be
the highest speed permissible with the en-
gine(s) involved.

(¢) Critical component reliability tests.
Components within the rotor drive system,
the failure of which will result in an uncon-
trolled landing, components essential to the
phasing of the rofors on multirofor rotor-
craft, or as a driving link for essential
control of rotors in autorotation, and com-
ponents common to more than one engine on
multiengine rotoreraft, shall be designed to
have a level of safety equivalent to the main
rotors. Components which are affected by
flight maneuvering and gust loads shall be
additionally investigated for the same flight
conditions as the main rotor(s). The serv-
ice life of such parts shall be determined by

" fatigue tests or by other methods found ac-

ceptable by the Administrator.

(d) Special tests. Rotor drive systems de-
signed to operate at two or more gear ratios
shall be subjected to special testing and du-
rations found necessary by the Administra-
tor to substantiate the airworthiness of the
rotor drive system.

(New Part 7, 21 P.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2089,
Mar. 30, 1962, effective May 3, 1962.)

7406 Additional tests. Such additional
dynamic, endurance, and operational tests
or vibratory investigations shall be con-
ducted as are found necessary by the Admin-
istrator to substantiate the airworthiness of
the rotor drive mechanism,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7407 Critical shafting speeds. An inves-
tigation shall be made to defermine that the
critical speeds of all shafting lie outside the
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range of permissible engine speeds under
idling, power-on, and autorotative condi-
tions. If critical vibration conditions (per-
sisteni or momentary) are found in the en-
tire range of operations from and including
clutch engagement to maximum overspeed,
either during acceleration or deceleration, it
shall be demonstrated in the rotorcraft that
suach vibration is within safe limits. Such
demonstration may be made during the en-
durance testing (see sec. 7.405(a)), in which
case the test schedule may be altered to in-
clude the critical vibratory conditions in lieu
of equivalent time in appropriate portions of
the endurance test procedure.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7408 Shafting joints. All wuniversal
joints, slip joints, and other shafting joints
shall have provision for lubrication, unless
it is demonstrated that lack of Iubrication
will have no adverse effect on the operation
of the rotoreraft.

(New Part 7, 21 F.R. 3743, Jume 2, 1956, effective
Aug. 1, 1956.)

Fuel System Operation and
Arrangement

7416 General.

(a) The fuel system shall be constructed
and arranged in such a manner as to assure
a flow of fuel to each engine at a rate and
pressure which have been established for
proper enigine functioning under ail normal
conditions, including all maneuvers for
which the rotoreraft is intended. (For fuel
system instruments see sec. 7.604.)

(b) The fuel system shall be so arranged
that no one engine or fuel pump can draw
fuel from more than one tank at 2 time un-
less means are provided to prevent intro-
ducing airinto the system.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7411 Fuel system independence.

() Category A. The design of the fuel
system shall comply with the requirements
of section 7.401(b). Unless other provisions
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are made in compliance with this require-
ment, the fuel system shall be arranged to
permit the supply of fuel to each engine
through a system independent of any portion
of a system supplying fuel to any other
engine,

{b) Category B. The design of the fuel
system for multiengine rotoreraft shall be
arranged to permit supplying fuel to each
engine through a system independent of all
portions of systems supplying fuel to the
other engines, except that separzte fuel
tanks need not be provided for each engine.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

[7.413 Fuel flow.

[(a) The fuel system shall provide not
less than 100 percent of the fuel flow re-
quired by the engines when the rotoreraft is
operated under all intended operating con-
ditions and maneuvers.

[(b) In determining compliance with the
provisions of paragraph (a) of this section,
the provisions of subparagraphs (1) through
(4) of this paragraph shall apply.

[(1) Fuel shall be delivered to the engine
at a pressure within the limits specified in
the engine type certificate.

[{(2) The quantity of fuel in the tank be-
ing considered shall not exceed the sum of
the amount established as the unusable fuel
supply for that tank, as determined in ac-
cordance with the provisions of section 7.416,
and whatever minimum guantity of fuel it
may be necessary to add for the purpose of
determining compliance.

[(3) Such main pumps shall be used as
are necessary for each operating condition
and airplane attitude for which compliance
is determined and, in addition, for each main
pump so used, the appropriate emergency
pump shall be substituted. (See sec. 7.430
(b).)

[(4) If a fuel flowmeter is provided, op-
eration of the meter shall be blocked in de-
termining compliance with this section and
the fuel shall flow through the meter or its

bypass.
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[(¢) X£anengine can be supplied with fuel
from more than one tank, the fuel system
shall feed promptly when the fuel supply
becomes low in one tank and another tank
is turned on.]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2099,
Mar. 30, 1962, effective May 3, 1962.)

[7416 Unusable fuel supply. The unus-
able fuel supply shall be selected by the ap-
plicant and shall be established for each
tank as not less than the quantity at which
the first evidence of malfunctioning occurs
under the most adverse condition from the
standpoint of fuel feed during all intended
operations and flight maneuvers involving
use of that tank.]

{New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

7417 Fuel system hot weather operation.

{a) The fuel system shall be so arranged
as to minimize the possibility of the forma-
tion of vapor in the system under all normal
conditions of operation. Rotorcraft with
suction lift fuel systems or systems which
have features likely to produce vapor shall
be demonstrated to be free from vapor lock
when using fuel at a temperature of 110° F,
under critical operating conditions,

(b) Category A: To prove satisfactory hot
weather operation the rotorcraft shall be
climbed from the altitude of the airport
chosen by the applicant to an altitude of
5,000 feet above the terrain, or to the altitude
at which the rotorcraft is expected to op-
erate, whichever is greater. There shall be
no evidence of vapor lock or other malfune-
tioning. The elimb test shall be conducted
under the following conditions:

(1) All engines shall operate at maxi-
mum continuous power, except that takeoff
power shall be used at the beginning of the
demonstration for the maximum time inter-
val for which takeoff power is approved for
use on the rotorcraft.

(2) The weight shall be with full fuel
tanks, minimum crew, and only such ballast
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as is required to maintain the center of
gravity within allowable limits.

{3) The speed of climb shall be the speed
for best rate of climb under the condi-
tions of the test.

(4) The fuel temperature shall be not
less than 116° F. at the beginning of the
demonstration.

(¢} Category A: The test prescribed in
paragraph (b) of this section shall be per-
formed either in flight or on the ground
closely simulating flight conditions. If a
flicht test is performed in weather suffi-
ciently cold to interfere with the proper
conduct of the test, the fuel tank surfaces,
fuel lines, and other fuel system parts sub-
jected to cooling action from cold air shall
be insulated to simulate, insofar as practi-
cable, Might in hot weather.

(New Part 7, 21 F.R. 8748, June 2. 1956, effective
Aug. 1, 1956.)

7418 Flow betiween interconnected tanks.

(a) Where tank outlets are interconnected
and permit flow through the interconnection
due to gravity or flight accelerations, it shall
not be possible for fuel to flow between tanks
in quantities sufficient to cause an overflow
of fuel from the tank vent when the rotor-
craft is operated in any sustained flight
condition.

(b) If it is possible to pump fuel from one
tank to another in flight, the design of the
Fuael tank vents and the fuel transfer system
shall be such that structural damage to
tanks will not occur in the event of over-
filling. In addition, means shall be provided
to warn the crew before overflow through the
vents gceurs.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Fuel Tank Construection and Installation

7420 General.

(a) Fuel tanks shall be capable of with-
standing without failure all vibration, in-
ertia, fluid, and structural loads to which
they may be subjected in operation.
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(b) Fuel tanks and their installation shall
be designed or protecied so as to retain the
fuel supply without leakage when the rotor-
craft is subjected to the emergency landing
conditions specified under section 7.260.

(¢) Flexible fuel tank liners shall be of
an approved type or shall be shown to be
suitable for the particular application.

(d) Integral type fuel tanks shall be pro-
vided with facilities for inspection and re-
pair of the tank interior.

(New Part 7, 21 I.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7421 Fuel tank tests.

(a) Fuel tanks shall be capable of with-
standing the following pressure tests with-
out failure or leakage. It shall be aecept-
able to apply the pressures in a manner sim-
‘ulating the actual pressure distribution in
service (where thisis practicable).

(1) Conventional metal tanks, non-
metallic tanks the walls of whick are not
supported by the rotorcrafi structure, and
integral tanks shall be submitted to a pres-
sure of 3.5 psi unless the pressure developed
during the maximum limit acceleration or
emergency deceleration (see sec. 7.260) of the
rotorcraft with a full tank exceeds this
value, in which ease a hydrostatic head, or
equivalent fest, shall be applied to duplicate
the acceleration loads insofar as possible,
except that the pressure need not exceed 3.5
psi on surfaces not exposed to the accelera-
tion loading.

(2) Nonmetallic tanks the walls of
which are supported by the rotorcraft struc-
ture shall be submifted to the following
tests:

(i) A pressure test of at least 2.0 psi.
The test may be conducted on the tank alone
in conjunction with the test specified in sub-
division (ii) of this subparagraph.

(ii) A pressure test, with the tank
mounted in the rotorcraft structure, eguiv-
alent te the load developed by the reaction
of the contents, when the tanks are full, dur-
ing the maximum Iimit acceleration or
emergency deceleration (see sec. 7.260) of the
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rotorcraft, except that the pressure need not
exceed 2.0 psi on the surfaces not exposed to
the acceleration loading.

(b) Tanks with large unsupported or un-
stiffened flat areas or other design or con-
struction features the failure or deformation
of which could cause fuel leakage shall be
capable of withstanding the following test,
or other equivalent test, without leakage or
failure:

{1) The complete tank assembly to-
gether with its supports shall be subjected
to a vibration test when mounted in a man-
ner simulating the actual installation.

(2) The tank assembly shall be vibrated
for 25 hours while filled two-thirds full of
water or any suitable fluid. The amplitude
of vibration shall not be less than one
thirty-second of an inch, unless otherwise
substantiated.

(3) The freguency of vibration shall be
90 percent of the maximum eontinuous rated
speed of the engine unless some other fre-
quency within the normal operating range
of speeds of the engine or rotor system is
more critical, in which case the latter speed
shall be employed and the time of test shall
be adjusted to accomplish the same number
of vibration cycles. ‘

{(4) During the test, the tank assembly
shall be rocked at the rate of 16 to 20 com-
plete cyeles per minute through an angle of
15° on either side of the horizontal (30° to-
tal) about the most critical axis for 25
hours. If motion about more than one axis
is likely to be eritical, the tank shall be
rocked about each axis for 1214 hours.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7422 Fuel tank installation.

(a) The method of support for fuel tanks
shall not permit harmful concentrations of
loads, resulting from the weight of the fuel
in the tank, on unsupported tank surfaces.
The following shall be applicable:

(1) Pads shall be provided, if necessary,
to prevent chafing between the tank and its
supports.
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(2) Materials employed for padding
shall be nonabsorbent or shall be treated to
prevent the absorption of fluids.

(8) If flexible tank liners are employed
they shall be so supported that the liner is
not required to withstand fluid loads.

(1) Interior surfaces of tank compart-
ments shall be smooth and free of projec-
tions which could cause wear of the liner,
unless provisions are made for protection of
the liner at such points or unless the con-
struction of the liner itself provides such
protection.

(b) Spaces adjacent to the surfaces of
the tank shall be ventilated consistent with
the size of the compartment to avoid ac-
cumulation of fuel or fumes in these spaces
due to minor leakage. If the tank is in a
sealed compartment, it shall be acceptable
10 limit the ventilation to that provided by
drain holes of sufficient size and disposition
to prevent clogging and to prevent excessive
pressure resulting from altitude changes.
If flexible tank liners are installed, the de-
sigh of the venting arrangement for the
spaces between the liner and its container
shall take into consideration the need for
maintaining proper relationship to tank vent
pressures for all expected flight conditions.

(¢) Location of fuel tanks shall comply
with the provisions of section 7.481 (b).

(d) No portion of rotorcraft skin which
lies immediately adjacent to a major air
egress opening from the engine compartment
shall act as the wall of an integral tank.

(e) Fuel tanks shall be isolated from per-
sonnel compartments by means of fumeproof
and fuelproof enclosures.

{f) Fuel tanks located in close proximity
to personnel compartments, engines, or com-
bustion heaters shall be so designed or pro-
tected and installed as to assure that they
will retain their contents in accidents of a
severity which will produce the decelerations
specified in section 7.260.

(New Part"!, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7423, Fuel tank expansion space. Fuel
tanks shall be provided with an expansion
space of not less than 2 percent of the tank
capacity. It shall not be possible to fill the
fuel tank expansion space inadvertently
when the rotorcraft is in the normal ground
attitude.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7424 Fuel tank sump.

{(a) Each fuel tank shall be provided with
a sump having a capacity of not less than
either 0.10 percent of the fank capacity or
one-sixteenth of a gallon, whichever is
greater. '

{b) The fuel tank sump capacity specified
in paragraph (a) of this section shall be
effective with the rotoreraft in all normal
flight and ground attitudes, and shall be lo-
cated so that the sump contents cannot be
drawn out through the tank outlet opening.
The fuel tank shall be constructed to permit
drainage of any hazardous quantity of water
from all portions of the tank to the sump
when the rotorcraft isin the ground attitude.

(¢} Fuel tank sumps shall be provided
with an accessible and easily operable drain
to permit complete drainage of the sump on
the ground. The drain shall discharge clear
of all portions of the rotoreraft and shall
be provided with means for positive locking
of the drain in the closed position, either
manuaally or automatically.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7425 Fuel tank filler connection.

{a) The design of fuel tank filler connec-
tions shall be such as to prevent the entrance
of fuel into the fuel tank compartment or
to any other portion of the rotorcraft other
than the tank itself. The fuel tank filler
shall be marked as prescribed in section
7.738 (b) (1).

(b) Recessed fuel tank filler connections
which can retain any appreciable quantity
of fuel shall incorporate a drain, and the
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drain shall discharge clear of all portions
of the rotoreraft.

(¢) The fuel tank filler cap shall provide
a fuel-tight seal under the pressure expected
to be encountered in normal operation.

(d) Category A: Fuel tank filler caps or
filler cap covers shall incorporate features
which provide a warning indieation when
caps are not fully locked or seated on the
filler connection.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7426 Fuel tank venis and carburetor va-
por vents.

(a) Fuel tanks shall be vented from the
top portion of the expansion space in such
a manner that venting of the tank is effective
under all normal flight conditions. The fol-
Yowing shall be applicable:

(1) The vents shall be arranged to avoid
stoppage by dirt or ice formation.

(2) The vent arrangement shall be con-
structed to preclude the possibility of siphon-
ing fuel during normal operation.

{3) The venting capacity and vent pres-
sure levels shall be appropriate for the tank
installation so as fo maintain acceptable
differences of pressure between the interior
and exterior of the tank during normal flight
operation, during maximum rate of ascent
and descent, and, if applicable, during re-
fueling and defueling.

{4) Air spaces of tanks with intercon-
nected outlets shall also be interconnected.

(5) There shall be no points in the vent
line where moisture could accumulate with
the rotorcraft in either the ground or the
level flight attitude unless drainage is pro-
vided.

{(6) Vents and drainage shall not fer-
minate at points where the discharge of fuel
from the vent outlet would constitute a fire
hazard or from which fumes eould enter per-
sonnel compartments. )

(b) Carburetors which are provided with
vapor elimination connections shall be pro-
vided with a vent line to lead vapors back to
one of the fuel tanks. The vents shall com-
ply with the following:
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(1) Provisions shall be incorporated in
the vent system to avoid stoppage by ice.

(2) If more than one fuel tank is pro-
vided and it is necessary to use the tanks in
a definite sequence, the vapor vent return
line shall lead back to the fuel tank used for
takeoff and landing.

{(New Part 7, 21 F.R. 38743, June 2, 1956, effective
Ang. 1, 1958,

7427 Fuel tank outlet. A fuel strainer of
8 to 16 meshes per inch shall be provided
either for the fuel tank outlet or for the
booster pump. Strainers shall comply with
the following:

{(a) The clear area of the fuel tank outlet
strainer shall not be less than 5 times the
area of the fuel tank outlet line.

(b} The diameter of the strainer shall not
be less than the diameter of the fuel tank
outlet.

{c) Finger strainersshall be accessible for
inspection and cleaning.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7428 Pressure refueling and fueling pro-
visions below fuel level in the tank. Fueling
connections located below the fuel level in
a tank shall be provided with means to pre-
vent the escape of hazardous quantities of
fuel from the tank in the event of malfunc-
tioning of the fuel entry valve. For sysitems
intended for pressure refueling, in addition
to the normal means provided in the rotor-
craft for limiting the tank content, 2 means
shall be installed to prevent damage to the
tank in case of failure of the normal means.

{(New Part 7, 21 F.R. 3743, June 2, 1856, effective
Aug. 1, 1956.)

Fuel System Components

[7.430 Fuel pumps.

[(a) Main pumps.

[(1) Any fuel pump which is required for
proper engine operation or to meet the fuel
system requirements of this subpart, except
for the provisions of paragraph (b) of this
section, shall he considered a main pump.
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[(2) Provision shall be made to permit

~ the bypass of all positive displacement fuel

pumps except fuel injection pumps approved
as part of the engine.

[Noie: The phrase “fuel injection pump” means a
pump which supplies the proper flow and pressure
conditions for fuel injection when such injection is
not accomplished in a carburetor. Fuel injection is a
special form of carburetion: the charging of air or gas
with volatile carbon compounds. It is either an inter-
mittent charging of air by discrete metered quantities
of fuel such as oceurs in a Diesel cylinder or it is a
continuous charging of air by fuel, the fuel flow being
proportioned to the airflow through the engine. Ex-
amples of ¢continuous injection are injections inte the
supercharger section of a reciprocating engine or into
the combustion chambers of a turbine engine,

[(b) Emergency pumps. Pumps shall be
provided to permit supplying all engines
with fuel immediately after the failure of
any one main fuel pump except fuel injec-
tion pumps approved as part of the engine.]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956 ; as amended by Amdt, 7-5, 27 F.R. 2099,
Mar, 50, 1962, effective May 3, 1962.)

7431 Fuel pumpinstallation.

(a) Provision shall be made to maintain
the fuel pressure at the inlet to the carbu-
retor within the range of limits established
for proper engine operation.

(b} When necessary for the maintenance
of the proper fuel delivery pressure, a con-
nection shall be provided to transmit the
carburetor air intake static pressure to the
proper fuel pump relief valve connection,
In such cases, to avoid erroneous fuel pres-
sure readings, the gauge balance lines shall
be independently connected to the carbu-
retor inlet pressure.

(¢) The installation of fuel pumps having
seals or diaphragms which may be suscep-
tible to leakage shall incorporate provisions
for draining away leaking fuel. Drain lines
shall terminate at points where discharge of
fuel will not create a fire hazard.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7432 Fuel system lines and fittings.

{a) Fuel lines shall be installed and sup-
ported to prevent excessive vibration and to

withstand loads due to fuel pressure, valve
actuation, and accelerated flight conditions.

(b) Fuel lines which are connected to com-
ponents of the roftorcraft between which rel-
ative motion could exist shall incorporate
provisions for flexibility.

{c) Flexible connections in fuel lines
which may be under pressure or. subjected
to axial loading shall employ flexible hose
assemblies rather than hose clamp connec-
tions,

(d) Flexible hose shall be of an approved
type suitable for the application.

(e). Flexible hoses which might be ad-
versely affected by exposure to high tempera-
tures shall not be employed in locations
where excessive temperatures will exist dur-

ing operation or after engine shutdown.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) :

7.433 Fuel lines and fittings in designated
fire zones. Fuel lines and fittings in all des-
ignated fire zones (see sec. 7.480) shall com-
ply with the provisions of section 7.483.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7434. Fuel valves. In addition to the re-
guirements of section 7.482 for shutoff means,
all fuel valves shall be provided with posi-
tive stops or suitable index provisions in the
“on” and “off” positions, and they shall be
supported so that loads resulting from their
operation or from accelerated flight condi-
tions are not transmitted to the lines at-
tached to the valve.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)

7435. Fuel strainer.

(a) A strainer incorporating a sediment
trap and drain shall be provided in the fuel
system between the fuel tanks and the engine
and shall be installed in an acecessible loca-
tion.

(b) The strainer shall provide the neces-
sary degree of protection for the fuel pumps,
fuel contrels, and the engine against dirt,
sediment, and other foreign matfer which
might be present in the fuel. The screen or
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straining element shall be able to be easily
cleaned. ‘

(¢) The strainer shall be mounted in a
manner not to cause its weight to be sup-
ported by the connecting lines or by the inlet
or outlet connections of the strainer itself.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

[7.436 Fuel system drains. Drainage of
the fue! system shall be accomplished by
fuel straineyr drains and other drains as pro-
vided in section 7.424. The drains shall dis-
charge clear of all portions of the rotoreraft
and shall incorporate means for positive
locking of the drain in the closed position,
either manually or automatically.]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

7437 Fuel quantity indicator. The fuel
gquantity indicators (see secs. 7.604(e) and

7613(b)) shall be installed to clearly indi-

cate to the flight crew the quantity of fuel
in each tank in flight. When two or more
tanks are closely interconected by a gravity
feed system and vented, and it is impossible
to feed from each tank separately, only one
fuel quantity indicater need be installed.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Oil System

7440 General.

(a) Each engine shall be provided with an
independent oil system capable of supplying
the engine with an appropriate quantity of
oil at a temperature not exceeding the max-
imum which has been established as safe for
continnous operation. The oil system for
components of the rotor drive system which
require continuous lubrication shall be in-
dependent of the lubrication systems of the
engines to whatever extent is necessary to
assure the ability to operate with any engine
inoperative and to assure the ability to au-
torotate safely. (For oil system instru-
ments see sees. 7.604 and 7.735.)
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(b) The usable oil capacity shall not be
less than the product of the endurance of the
rotorcraft under critical operating condi-
tions and the maximum permissible oil con-
sumption of the engine under the same con-
ditions to which product 2 suitable margin
shall be added to assure adegquate circula-
tion and cooling of the oil system. Inlieu of
a rational analysis of rotorcraft endurance
and oil consumption, the total usable oil
capacity of 1 gallon for each 40 gallons of
usable fuel capacity, by volume, shall be
considered acceptable for reciprocating en-
gine installations. ,

(¢} Oil-fuel ratios lower than those pre-
scribed in paragraph (b) of this section shall
be acceptable if substantiated by data on the
actual oil consumption of the engine.

(d) The ability of the engine and rotor
drive system oil cooling provisions to main-
tain the oil temperature at or below the
maximum established value shall be demon-
strated in accordance with pertinent provi-
sions of sections 7.450 through 7.455.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7441 OQil tank construction. The follow-
ing requirements shall apply to the construe-
tion of the oil tank:

(a) Oil tank expansion space.

(1)} Oil tanks shall have an expansion
space of not less than either 10 percent of
the tank capacity or 0.5 gallon, whichever is
greater.

(2) Reserve oil tanks which have no di-
rect connection to any engine shall have an
expansion space which is not less than 2 per-
cent of the tank capacity.

(3) It shall not be possible to fill the oil
tank expansion space inadvertently when the
rotorcraft is in the normal ground attitude.

(b) Oil tank filler connection.

(1) Recessed oil tank filler connections
which can retain any appreciable quantity of
oil shall incorporate a drain, and the drain
shall discharge clear of all portions of the
rotoreraft.



CAM 7

(2) The oil tank filler cap shall provide
an oil-tight seal under the pressure expected
to be encountered in operation.

(3) Category A: 0il tank filler caps or
filler cap covers shall incorporate features
which provide a warning indication when
caps are not fully locked or seated on the
filler connection.

(4) The oil filler shall be marked as pre-
scribed in section 7.738 {b) (2).

(¢) Oil tank vent. )

(1) Oil tanks shall be vented from the
top portion of the expansion space in such a
manner that venting of the tank is effective
under 211 normal flight conditions.

(2) 0il tank vents shall be arranged so
that condensation of water vapor which
might freeze and obstruet the line cannot
accumulate at any point. (See also sec.
7.483 (c).)

(d) Oil tank outlet. Provision shall he
made either to prevent entrance into the tank
itself or into the tank outlet of any foreign
object which might obstruct the flow of oil
through the system. The oil tank outlet
shall not be enclosed by any screen or guard
which would reduce the flow of oil below a
safe value at any operating temperature con-
dition.

(e) Flexible oil tank liners. Flexible oil
tank liners shall be of an approved type or
shall be shown to be suitable for the par-
ticular application.

(New Part 7, 21 F.R. 3743, June 2, 1958, effective
Aug. 1, 1956.)

7442 Oil tank tests.

{(a) Oil tanks shall be capable of with-
standing without failure all vibration, in-
ertia, and fluid loads to which they would be
subjected in operation.

(b) The provisions of section 7.421 shall bhe
applicable to oil tanks, except that the test
pressure specified in section 7.421 (a) shall
be 5 psi.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 19586.)
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7443 Oil tank installation. The oil tank
installation shall comply with the provisions
of section 7.422, except that the location of
an engine oil tank in a designated fire zone
shall be acceptable if the tank and its sup-
ports are of fireproof construction to the ex-
tent that damage by fire to any nonfireproof
parts would not result in leakage or spillage
of oil.

(New Part 7, 21 T.\R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7444 Oil lines and fittings.

(a) General. The provisions of section
7432 shall be applicable to oil lines.

(b) Lines and fittings in designated fire
zones. Oil lines and fittings in all desig-
nated fire zones (see seec. 7.480) shall comply
with the provisions of section 7.483.

(¢) Breatherlines.

(1) Breather lines shall be arranged so
that condensation of water vapor which
might freeze and obstruct the line cannot
accumulate at any point.

{2) Breathers shall discharge in a loca-
tion which will not constitute a fire hazard
in case foaming occurs and in a manner so

‘that the emitted oil will not impinge upon

the pilots’ windshield.

(3) The breather shall not discharge in-
to the engine air induction system. (See also
sec. 7483 (c).)

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7445 Oil valves.

(a) The requirements of section 7.482 for
shutoff means shall be complied with. Clos-
ing of oil shutoff means shall not prevent
autorotation of the rotors.

(b) All oil valves shall be provided with
positive stops or suitable index provisions in
the “on” and “off” positions, and they shall be
supported so that loads resulting from their
operation or from accelerated flight condi-
tions are not transmitted to the lines at-
tached to the valves.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug, 1, 1956.)
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7446 Oil radiators.

(a) Oil radiators shall be capable of with-
standing without failure all vibration, in-
ertia, and oil pressure loads to which they
would be subjected in operation.

{b) Oil radiator air ducts shall be located
or so equipped that, in case of fire, lames
cannot impinge directly upon the radiator
with the airflow as it would exist either with
the engine operating or inoperative.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

[7447 Oil fillers. If the powerplant
installation incorporates an il filter
(strainer), the filter shall be constructed and
installed so that oil will continue to flow at
the normal rate through the remainder of
‘the system when the flow of oil through the
filter element is completely blocked.]

(New Part 7, 21 F.R. 3743, June 2, 19568, effective
Ang. 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

7448 Oil system drains. Accessible
drains shall be provided to permit safe drain-
age of the entire oil system and shall in-
corporate means for the positive locking of
the drain in the closed position, either man-
ually or automatically, (See also sec. 7.433
(c).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956,)

Cooling System

7450 General. The powerplant cooling
provisions shall be capable of maintaining
the temperatures of all powerplant compon-
ents, engine fluids, and the carburetor in-
take air within safe values under all condi-
tions of ground and flight operation. Cool-
ing provisions shall also be provided to main-
tain the fluids in any power transmission
within safe values under conditions of
ground and flight operations. (For cooling
system instruments see secs. 7.604 and 7.734.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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7451 Cooling tests.

{a) General. Complianee with the provi-
sions of section 7.450 shall be demonstrated
by flight tests in which the temperatures of
selected powerplant components, engine(s),
and transmission fluids are obtained under
critical ground, water, and flight operating
conditions., If the tests are conducted under
conditions which deviate from the maximum
anticipated air temperature (see paragraph
(b) of this section), the recorded power-
plant temperatures shall be correcied in
accordance with the provisions of para-
graphs (¢) and {d) of this section. The cor-
rected temperatures determined in this man-
ner shall not exceed the maximum estab-
lished safe values. The fuel used during the
cooling tests shall be of the minimum octane
number approved for the engine(s) involved,
and the mixture settings shall be those used
in normal operation. The test procedures
shall be as outlined in sections 7.452 through
7455..

{b) Maximum anticipated air tempera-
ture. The maximum anticipated air tem-
perature (hot-day condition) shall be 100°
F. at sea level, decreasing from this value at
the rate of 3.6° F. per thousand feet of alti-
tude above sea level until a temperature of
—67° F. is reached above which altitude the
temperature shall be constant at —67° F.

{c) Correction factor for cylinder head,
oil inlet, carburetor air, and engine and
transmission coolant outlet temperatures.
The cylinder head, oil inlet, carburetor air,
and engine coolant outlet temperatures shall
be corrected by adding the difference be-
tween the maximum anticipated air tempera-
ture and the temperature of the ambient air
at the time of the first occurrence of maxi-
mum head, oil, air, or coolant temperature
recorded during the cooling test, uniess a
more rational correction is shown fo be
applicable.

(d) Correction factor for cylinder barrel
temperatures. Cylinder barrel tempera-
tures shall be corrected by adding 0.7 of the
difference between the maximum anticipated
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air temperature and the temperature of the
ambient air at the time of the first occurrence
of the maximum cylinder barrel temperature
recorded during the cooling test, unless a
more rational correction is shown to be
applicable.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7452 Climb cooling test procedure.
Climb cooling tests shall be conducted on all
Category A rotorcraft in accordance with
paragraphs (a) through (d) of this section.
Such tests shall be condueted on all multi-
engine Category B rotorcraft that are cer-
tificated in accordance with the Transport
Category A powerplant installation require-
ments as well as with section 7.384(a) at the
steady rate of climb or descent established
in accordance with section 7.115(b)(2).

{a) The climb or descent cooling test shall
be conducfed with the engine inoperative

- which produces the most adverse cooling
conditions for the engine(s) and powerplant
components remaining in operation.

{(b) All remaining engine(s) shall be op-
erated at their maximum centinuous power
or at full throttle when above the critical
altitude,

{c) After stabilizing temperatures in
flight, the climb shall be started at or below
the lower of the altitudes specified in sub-
paragraphs (1) and (2) of this paragraph and
shail be continued until at least 5 minutes
after the occurrence of the highest tempera-
ture recorded, or until the maximum altitude
is reached for which certification is desired.
For Category B rotorcraft which do not have
a positive rate of climb, the descent shall
start at the all-engine-critical altitude and
terminate at the higher of the altitudes spe-
cified in subparagraphs (3) and (4) of this
paragraph:

(1) 1,000 feet below the engine critical
altitude,

(2) 1,000 feet below the maximum alti-
tude at which the rate of climb is equal to
150 fpm,

(3) Thealtitude at which level flight can
be maintained with one engine operative, or
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{4) Sealevel.

(d) The climb or descent shall be con-
ducted at an airspeed selected to represent
a normal operational practice for the con-
fizuration being tested. However, if it is
determined that characteristics of the cool-
ing provisions make them sensitive to rotor-
craft speed, the most critical airspeed shall
be used, but need not exceed the speeds es-
tablished in accordance with section 7.115
(a) () or (b) (2). It shall be acceptable to
conduct the climb cooling test in conjunction
with the takeoff cooling test of seetion 7.453.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7453 Category A; takeoff cooling test
procedure. A takeoff cooling test shall be
conducted to demonstrate cooling during
takeoff and during subsequent climb with
one engine inoperative, The following pro-
cedure shall be applicable:

{(a) The takeoff cooling test shall be com-
menced by stabilizing temperatures while
hovering in ground effect with all engines
operating at necessary power, with the ap-
propriate cowl flap and shutter settings, and
at the maximum weight for which certifica-
tion is.sought.

(b) After all temperatures have stabi-
lized, the climb shall be started at the lowest
practicable altitude and shall be conducted
with one engine inoperative.

(¢) The remaining engines shall be oper-
ated at takeoff rpm and power (or at full
throttle when above the takeoff critical alti-
tude) for the same time interval as takeoff
power is used during determination of the
takeoff flight path (see sec. 7.114(a)).

(d) At the end of the time interval pre-
scribed in paragraph (c¢) of this section the
power shall be reduced to the maximum con-
tinuous power and the climb continued until
at least 5 minutes after the occurrence of the
highest temperature recorded.

(¢) The speeds shall be those used during
determination of the takeoff flicht path
(seesec.7.114(a)).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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7454 Category B; cooling test procedure.
Cooling tests shall be conducted on all Cate-
gory B rotoreraft in accordance with para-
graphs (a) through (e) of this section (see
sec. 7.452 for climb cooling tests where
applicable).

(a) The cooling test shall be commenced
by stabilizing temperatures while hovering
in ground effeet with necessary power and
appropriate cowl flaps and shutter settings
and at the maximum weight for which cer-
tifieation is sought.

(b) After all temperatures have stabi-
lized, the climb shall be started at the lowest
practicable altitude with takeoff power.

(¢) Takeoff power shall be used for the
same time interval as takeoff power is used
during determination of the takeoff flight
path (see sec.7.114 (b)).

(d) At the end of the time interval pre-
scribed in paragraph (¢) of this section the
power shall be reduced to the maximum con-
tinuous power and the ¢limb continued until
at least 5 minutes after the occurrence of
the highest temperature recorded.

(e) The cooling test shall be conducted at
an airspeed corresponding to normal opera-
_ tional practice for the configuration being
tested. However, if it is determined that
characteristics of the cooling provisions
make them sensitive to rotorcraft speed, the
most critical airspeed shall be used, but need
not exceed the best rate-of-climb speed with
maximum continuous power.

(New Part 7, 21 F.R. 3743, "June 2, 1956, effective
Aug. 1, 1956.)

7455 Hovering cooling test procedures.
Hovering cooling tests shall be conducted as
follows:

{a) At maximum certificated weight or at
the highest weight at which the rotoreraft
is capable of hovering, if less than maximum
certificated weight, at sea level using the
power required to hover but notf exceeding
maximum continuous power, in the ground

effect with still wind until at Ieast 5 minutes -

after the occurrence of the highest tempera-
ture recorded.
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{b) With all engines operating at maxi-
mum continuous power, the rotorcraft at
maximum certificated weight, and the alti-
tude resulting in zero rate of climb for this
configuration until at least 5 minutes after
the oceurrence of the highest temperature
recorded.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Agg. 1, 1956.)

Induction and Exhaust Systems

7460 General.

(a) The engine air induction system shall
permit supplying the proper guantity of air
to the engine under all conditions of opera-
tion.

{(b) The induction system shall provide air
for proper fuel metering and mixture dis-
tribution with the induction system valves in
any position.

(¢) Air intakes shall not open either with-
in the engine accessory section or other areas
of the powerplant comparitment where
emergence of backfire flame would consti-
tute a fire hazard.

(d) Each engine shall be provided with an
alternate air source,

(e) Alternate air intakes shall be so lo-
cated as to preclude the entrance of rain, ice,
or any other foreign matter.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7461 Induction system deicing and anti-
icing provisions.

(a) General. The engine air induction
system shall incorporate means for the pre-
vention and elimination of ice accumulations,

(b) Heat rise. Unless it is demonstrated
that other means will accomplish the intent
of paragraph (a) of this section, compliance
with the following heat-rise provisions shall
be demonstrated in air free of visible mois-
ture at a temperature of 30° F.:

(1) Rotorcraft equipped with sea level
engines employing conventional venturi ecar-
buretors shall have a preheater capable of
providing a heat rise of 90° F, when the en-
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sines are operating at 60 percent of their
maximum continuous power.

(2) Rotorcraft equipped with sea level
engines employing carburetors which em-
body features tending to reduce the possi-
bility of ice formation shall have a preheater
capable of providing a heat rise of 70° F.
when the engines are operating at 60 percent
of their maximum continuous power.

(3) Rotorcraft eqguipped with altitude
engines employing conventional venturi
carburetors shall have a preheater capable
of providing a heat rise of 120° F. when the
engines are operating at 60 percent of their
maximum continuous power.

(4) Rotorcraft equipped with altitude
engines employing carburetors which em-
body features tending to reduce the possi-
bility of ice formation shall have a preheater
capable of providing a heat rise of 100° F,
when the engines are operating at 60 percent
of their maximum continuous power.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)

7462 Carburetor air preheater design.
Carburetor air preheater shall incorporate
the following provisions:

(a) Means shall be provided fo assure ven-
filation of the preheater when the engine is
being operated with cold air.

(b) The preheater shall be constructed to
permit inspection of exhaust manifold parts
which it surrounds and also to permit inspec-
tion of critical portions of the preheater
itself.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7463 Induction system ducts. Induction
system ducts shall incorporate the following
provisions:

(a) Induction system ducts ahead of the
first stage of the supercharger shall be pro-
vided with drains te prevent hazardous ae-
caumulations of fuel and moisture in the
ground attitude. The drains shall not dis-
charge in locations which might cause a fire
hazard.

(b) Sufficient strength shall be incorpo-
rated in the ducts to prevent induction sys-
tem failures resulting from normal backfire
conditions.

(¢) Ducts which are connected to com-
ponents of the rotorcraft between which rel-
ative motion could exist shall incorporate
provisions for flexibility.

(d) Induction system ducts within any
fire zone for which a fire-extinguishing sys-
tem is required shall be of fire-resistant
construction.

‘Note: Fireproof ducts are required in instances in
which the duct may pass through a firewall,

(New Part 7, 21 F.R. 3743, June 2, 1958, effective
Aug. 1, 1956.)

7464 Induction system screens. if indue-
tion system screens are employed, they shall
comply with the following provisions:

(a) Screens shall be located upstream
from the carburetor. ‘

(b) Sereens shall not be located in por-
tions of the induction system which con-
stitute the only passage through which air
can reach the engine, unless the screen is so
located that it can be deiced by heated air.

{c¢) Deicing of induction system screens
by means of alcohol alone in lieu of heated
air shall not be acceptable.

(d) It shall not be possible for fuel fo
impinge upon the screens.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7465 Carburetor air cooling. Installa-
tions employiﬁg two-stage superchargers
shall be provided with means to maintain the
air temperature at the inlet to the carburetor
at or below the maximum established value.
Demonstration of compliance with this pro-
vision shall be accomplished in accordance
with section 7.451.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7466 Inter-coolers and after-coolers. In-
ter-coolers and after-coolers shall be capable
of withstanding without failure all vibration,
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inertia, and air pressure loads to which they
would be subjected in operation.

{New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7467 Exhaust system and installation
components.

(a) General.

(1) The exhaust system shall be con-
structed and arranged to assure the safe
disposal of exhaust gases without the exist-
ence of a fire hazard or carbon monoxide
contamination of air in personnel compart-
ments.

(2) Unless appropriate precautions are
taken, exhaust system parts shali not be lo-
cated in hazardous proximity to portioms of
any system carrying flammable fluids or va-
pors nor shall they be located under portions
of such systems where the latter could be
subject to leakage. _

(3) All rotorcraft components upon
which hot exhaust gases might impinge, or
which could be subjected to high tempera-
tures due to proximity fe exhaust system
parts, shall be constructed of fireproof ma-
terial. All exhaust system components shall
be separated by means of fireproof shields
from adjacent portions of the rotoreraft
which are outside the engine compartment.

{(4) Exhaust gases shall not discharge
in a manner to cause a fire hazard with re-
spect to any flammable fluid vent or drain.

(5) Exhaust gases shall not discharge
at a location which will cause a glare seri-
ously affecting pilet visibility at night.

(6) All exhaust system components shall
be ventilated to prevent the existence of
points of excessively high temperature.

(7) Exhaust shrouds shall be ventilated
or insulated to avoid during normal opera-
tion a temperature sufficiently high fo ignite
any flammable fluids or vapors external to
the shrouds.

(b) Exhaust piping.
{1) Exhaust piping shall be constructed
of material resistant to heat and corrosion,
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and shall incorporate provisions to prevent
failure due to expansion when heated to oper-
ating temperatures.

(2) Exhaust pipes shall be supported to
withstand all vibration and inertia loads to
which they would be subjected in operation.

{3) Portions of the exhaust piping which
are connected to components between which
relative motion could exist shall incorporate
provisions for flexibility.

(¢) Exhaust heat exchangers.

(1) Exhaust heat exchangers shall be
construeted and installed to assure their
ability to withstand without failure all vi-
bration, inertia, and other loads to which
they would be subjected in operation.

(2) Exhaust heat exchangers shall be
constructed of materials which are suitable
for continued operation at high temperatures
and which are resistant to corrosion due to
elements contained in exhaust gases.

(3) Provision shall be made for the in-
spection of all critical portions of exhaust
heat exchangers.

{4) Exhaust heat exchangers shall in-
corporate cooling provisions wherever they
are subject to contact with exhaust gases.

(5) Exhaust heat exchangers or muffs
shall incorporate no stagnant areas or liguid
traps which would inerease the possibility of
ignition of lammable fluids or vapers which
might be present in case of failure or mal-
functioning of components carrying flam-
mable fluids.

(@) Exhaust heating of ventilating air.
If an exhaust heat exchanger is used for
heating ventilating air used by personnel,
a secondary heat exchanger shall be provided
between the primary exhaust gas heat ex-
changer and the ventilating air system, un-
less it is demonstrated that other means used
preclude harmful contamination of the ven-
tilating air.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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Powerplant Controls and Accessories

7470 Powerplant conitrols; general. The
provisions of section 7.353 shall be applicable
to all powerplant controls with respect to
location and arrangement, and the provisions
of section 7.737 shall be applicable to all
powerplant controls with respect to marking.
All flexible powerplant contrels shall be of
an approved type. In addition, all power-
plant controls shall comply with the follow-
ing:

(a) Controls shall be so located that they
cannot be inadvertently operated by person-
nel entering, leaving, or making normal
movements in the cockpit.

{(b) Controls shall maintain any set posi-
tion without constant attention by flight per-
sonnel. They shall not creep due to control
loads or vibration.

{¢) Controls shall have strength and ri-
gidity to withstand operating loads without
failure and without excessive deflection.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956,)

7471 Throttle and A. D. 1. system controls,

(a) A separate throttle control shall be
provided for each engine, Throttle controls

shall be grouped and arranged to permit-

separate control of each engine and alseo si-
mulianeous control of all engines in such a
manner that proper synchronization of the
power of all engines can be readily achieved.

{b) Throttle controls shall afferd a posi-
tive and immediately responsive means of
controlling the engines.

{c) If an anfidetonant injection system is
provided, the control shall be incorporated in
the throttle controls, except that a separate
control may be provided for the antidet-
onant injection pump,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7472 Ignition switches. Ignition switches
shall provide control for each ignition cir-
cuit on each engine. Means shall be pro-
vided for quickly shutting off all ignition by
the grouping of switches or by providing a
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master ignition control. If a master ignition
control is provided, a guard shall be incor-
porated to prevent inadvertent operation of
the control. :

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7473 Mixture controls.

(a) If mixture controls are provided, a sep-
arate control shall be provided for each en-
gine. The mixture controls shall be grouped
and arranged to permit separate control of
each engine and also simultaneous control of
all engines.

(b} Any intermediate position of the mix-
ture controls which corresponds with a
normal operating setting shall be provided
with a means of identification by feel and by
vision. '

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7474, Carburetfor air preheat conirols.
Separate .carburetor air preheat controls
shall be provided to regulate the temperature
of the carburetor air for each engine.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) :

7475 Supercharger controls. Super-
charger controls shall be accessible to the
pilots, except where a separate flight engi-
neer station with a eontrol panel is provided,
in which case they shall be accessible to the
flight engineer,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.476 Rotor brake controls. It shall be
physically impossible to apply inadvertently
the rotor brake in flight. A means shall be
provided to warn the crew if the rotor brake
has not been completely released prior to
takeoff.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7477 Powerplant accessories.

(a) Engine mounted accessories shall be
of a type approved for installation on the
engine involved, and shall utilize the provi-
sions made on the engine for mounting.
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{b) Items of electrical equipment subject
to arcing or sparking shall be installed in
such a way as to minimize the possibility of
their igniting flammable fluids or vapors
which might be present.

(¢) If continued rotation of an engine-
driven cabin sapercharger or any remote
accessory driven by the engine will constitute
a hazard in case malfunctioning -oecurs,
means shall be provided to prevent hazard-
ous rotation of such accessory without in-
terfering with the continued operation of
the engine. (See also sec. 7.358(¢).)

Note: Hazardous rotation may involve considera-

tion of mechanical damage or sustained air flows
which may be dangerous under certain conditions.

(New Part 7, 21 F.R. 3748, .Tune 2, 1956, effective
Aug. 1, 1956.)

7478 Engineignition systems.

(a) Battery ignition systems shall be sup-
plemented with a generator which is auto-
matically made available as an alternate
source of elecirical energy to permit contin-
ued engine operation in the event of the de-
pletion of any battery.

(b) The capacity of batteries and genera-
tors shall be sufficient to meet the simuitane-
ous demands of the engine ignition system
and the greatest demands of any rotorcrafi
electrical system components which draw
electrical energy from the same source.

(1) The design of the engine ignition
system shall take into consideration the con-
dition of an inoperative generator and the
condition of a completely depleted battery
when the generator is running at its normal
operating speed.

{2) If only one battery is provided, the
design of the engine ignition system shall
take into consideration the condition in
which the battery is completely depleted and
the generator is operating at idling speed.

(3) Portions of magneto ground wires
for separate ignition circuits which lie on
the engine side of the firewall shall be in-
stalled, located, or protected so as to mini-
mize the possibility of simultaneous failure
of two or more wires as a result of mechan-
ical damage, electrical faults, etc.
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{(4) Ground wires for any engine shall
not be routed through fire zones, except those
associated with the engine which the wires
serve, unless those portions of the wires
which are located in such fire Zones are fire-
proof or are protected against the possibility
of damage by fire in a manner to render them
fireproof. (See sec. 7472 for ignition
switches.)

(5) Ignition circuits shall be electrically
independent of al]l other electrical circuits
except circuits used for analyzing the opera-
tion of the ignition system.

(¢) Means shall be provided to warn flight
personnel if malfunctioning of any part of
the electrical system is causing the continu-
ous discharging of a battery which is neces-
sary for engine ignition. {(See sec. 7472 for
ignition switches.)

{New Part 7, 21 FR 3743, June 2, 1956, effective
Aug, 1, 1956.)

Powerplant Fire Protection

7480 Designated fire zones.
(a) Designated fire zones shall comprlse
the following regions: (See also sec, 7.385.)

(1) Engine power section,

(2) Engine accessory section,

(3) Complete powerplant compartments
in which no isolation is provided between the
engine power section and the engine acces-
sory section,

(4) Auxiliary power unit compartments,
and

(5) Fuel-burning heaters and other com-
bustion equipment installations as defined
by section 7.383.

(b) Designated fire zones shall be pro-
tected from fire by compliance with sections
7.481 through 7.489.

Note: For Category B rotorcraft, the powerplant
fire protection provisions are intended to insure that
the main and auxiliary rotors and controls remain op-
erable, that the essential roforeraft structure remains
intact, and that the passengers and crew are otherwise
protected for a period of at least 5 minutes after the
start of an engine fire to permit a controlled autorota-
tive landing.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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7481 Flammable uids.

{a) No tanks or reservoirs which are a part
of a system confaining flanmable fluids or
gases shall be located in designated fire
zones, except where the fluid contained, the
design of the system, the materials used in
the tank and its supports, the shutoff means,
all connections, lines, and controls are such
as to provide an equally high degree of
safety.

(b) Fuel tanks shall be isolated from the
engines by a firewall or shroud. Not less
than one-half inch of clear airspace shall be
provided between any tank or reservoir and
a firewall or shroud isolating a designated
fire zone, unless other equivalent means are
used to protect against heat {ransfer from
the fire zone to the flammable fluid.

(¢) If absorbent materials are located in
proximity to flammable fluid system com-
ponents which might be subject to leakage,
such materials shall be covered or treated to
prevent the absorption of hazardous quanti-
ties of fluids.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7482 Shutoff means.

(a) Means shall be provided for shutting
off or otherwise preventing hazardous quan-
tities of fuel, oil, deicer, and other flam-
mable fluids from flowing into, within, or
through any designated fire Zone specified in
section 7.480(a), except that means need not
be provided to shut off flow in lines forming
an integral part of an engine. Closing any
fuel shutoff valve for any engine shall not
affect more than the selected engine,

(1) Category A. It shall be shown that
no hazardous quantity of flammable fluid
could drain into any designated fire zone
after shutting off has been accomplished.
Closing the fuel shutoff valve for any engine
shall not make any of the fuel supply un-
available to the remaining engines.

(2) Category B. In installations using
engines of less than 500 cubic inches displace-
ment, shutoff means need not be provided
for engine oil systems.

{b) Operation of the shutoff means shall
not interfere with the subsequent emergency
operation of other equipment, such as de-
clutching the engine from the rotor drive.

(¢) The shutoff meansshall be located out-
side of designated fire zomes, unless an
equally high degree of safety is otherwise
provided (see sec. 7.481).

(d) Provision shall be made to guard
against inadvertent operation of the shutoff
means, and to make it possible for the crew
to reopen the shutoff means in flight after it
has once been closed.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1958.)

7483 Lines and fittings.

(a) All lines and fittings carrying flam-

mable fluids in areas subject to engine fire
conditions shall be fire resistant, except as
otherwise provided in this section. If flexible
hose is used, the assembly of hose and end
fittings shall be of an approved type. The
provisions of this paragraph shall not apply
to those lines and fittings which form an
integral part of the engine. '
_ (b) Vent and drain lines and their fittings
shall be subject to the provisions of para-
graph (a) of this section unless a failure of
such line or fitting will not result in, or add
{0, a fire hazard.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956; as amended by Amdt. 7-4, 24 F.R. 7074,
Sept. 1, 1959, effective QOet. 1, 1959.)

7484 Fire-extinguishing systems.
{(a) General.

(1) Fire-extinguishing systems shall be
provided to serve all designated fire zones
except that such systems need not be pro-
vided on Category B rotorcraft employing
engines of 1,500 cubic inches or less displace-
ment.

(2) On multiengine rotorcraft, the fire-
extinguishing system, the quantity of extin-
euishing agent, and the rate of discharge
shall be such as to provide two adequate dis-
charges. It shall be possible to direct both
discharges to any main engine installation.
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Individual “one-shot” systems shall be ae-
ceptable in the case of auxiliary power units,
fuel-burning heaters, and other combustion
equipment. On single-engine rotorcraft, the
quantity of extinguishing agent and the rate
of discharge shall be such as {o provide one
adequate discharge for the engine compart-
ment.

(3) The fire-extinguishing system for a
powerplant shall be capable of protecting
simultaneously all zones of the powerplant
compartment for which protection is pro-
vided.

(b) Fire-extinguishing agents.

(1) Extinguishing agents employed
shall be methyl bromide, carbon dioxide, or
any other agent which has been shown to
provide equivalent extinguishing action.

(2) If methyl bromide, carbon dioxide,
or any other toxic extinguishing agent is em-
ployed, provision shall be made to prevent the
entrance of harmful concentrations of fluid
or fluid vapors into any personnel compart-
ment either due to leakage during normal op-
eration of the rotorcraft or as a result of
discharging the fire extinguisher on the
ground or in flight even though a defect may
exist in the extinguishing system. Compli-
ance with this requirement shall be demeon-
strated by appropriate tests.

(3) If a methyl bromide system is pro-
vided, the containers shall be charged with a
dry agent and shall be sealed by the fire ex-
tinguisher manufactarer or by any other
party employing appropriate recharging
equipment.

(¢) Extinguishing agent container pres-
sure relief. Extinguishing agent eontainers
shall be provided with a pressure relief to
prevent bursting of the container due to ex-
cessive internal pressures. The following
provisions shall apply:

{1) The discharge line from the relief
connection shall terminate outside the rotor-
eraft in a location convenient for inspection
on the ground.

(2) An indicator shall be provided at the
discharge end of the line to previde a visnal
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indication when the confainer has dis-
charged.

(d) Extinguishing agenl coniainer com-
partment temperature. Under all conditions
in which the rotorcraft is intended for op-
eration, the temperature range of the extin-
guishing agent containers shall be main-
tained to assure that the pressure in the con-
tainers can neither fall below the minimum
necessary to provide an adequate rate of ex-
tinguishing agent discharge nor rise above
a safe limit so that the system will not be
prematnrely discharged.

{e) Fire-extinguishing system materials.
Materials in the fire-extinguishing system
shall not react chemically with the extin-
guishing agent so as to constitute a hazard.
All components of the fire-extingnishing sys-
tems located in engine compartments shall be
constructed of fireproof materials.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.485 Fire-detector systems. Quick-act-
ing fire deteetors of an approved type shall
be provided in all designated fire zones, ex-
cept on Category B rotoreraft employing
engines of 900 cubic inches or less displace-
ment. The fire detectors shall be sufficient
in number and location to assure prompt
detection of firein such zones. Fire detectors
shall eomply with the following provisions:

(a) Fire detectors shall be constructed
and installed to assure their ability to resist
without failure all vibratiom, inertia, and
other loads to which they would be subjected
in operation.

(b) Fire detectors shall be unaffected by
exposure to oil, water, or other fluids or
fumes which might be present.

{¢) Means shall be provided to permit the
crew to check in flight the functioning of the
electrical eircuit associated with the fire-
detector system.

(d) Wiring and other components of the
fire-detector systems which are located in
engine compartments shall be of fire-resist-
ant construction,
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(e) Detector system components for any
fire zone shall not pass through other fire
zones, unless they are protected against the
possibility of false warnings resulting from
fires in zones through which they pass. This
requirement shall not be applicable with re-
spect to zones which are simultaneously pro-
tected by the same detector and extinguish-
ing systems,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7486 Firewalls. Engines shall be iso-
jated from personnel compartments hy
means of firewalls, shrouds, or other equiv-
alent means, They shall be similarly iso-
lated from the structure, controls, rotor
mechanism, and other parts essential to con-
trolled flight and landing of the rotorecraft,
unless such parts are protected in accord-
ance with the provisions of section 7.384. AH
auxiliary power units, fuel-burring heaters,
and other combustion equipment which are
intended for operation in flight shall be iso-
lated from the remainder of the rotorcraft
by means of firewalls, shrouds, or other
equivalent means. In complying with the
provisions of this section, account shall be
talkken of the probable path of a fire as af-
fected by the airflow in normal flight and in
autorotation. The following shall apply:

(a) Firewalls and shrouds shall be con-
structed in such a manner that no hazardous
guantity of air, fluids, or flame can pass from
the engine compartment to other portions of
the rotorcraft,

(b) All openings in the firewall or shroud
shall be sealed with close-fitting fireproof
grommets, bushings, or firewall fittings.

(¢) Firewalls and shrouds shall be con-
structed of fireproof material and shall be
protected against corrosion.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7487 Cowling.

(a) Cowling or engine compartment cov-
ering shall be constructed and supported so
as to make it capable of resisting all vibra-
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tion, inertia, and air loads to which it would
be subjected in operation.

{b) Cowling shall have drainage and ven-
tilation provisions as prescribed in section
7.489,

{c) On rotorcraft equipped with a dia-
phragm [to isolate the engine power sec-
tion from the engine accessory section], the
parts of the accessory section cowling which
might be subject to flame in the event of a
fire in the engine power section of the power-
plant shall be constructed of fireproof mate-
rial and shall comply with the provisions of
section 7.486.

(d) Those portions of the cowling or en-
gine compartment covering which would be
subjected to high temperatures due to their
proximity to exhaust system parts or ex-
haust gas impingement shall be constructed
of fireproof material.

(e) Category A: The rotorcraft shall be
s0 designed and constructed that fire origi-
nating in any fire zone cannot enter, either
through openings or by burning through ex-
ternal skin, inte any other zone or region
where such fire would create additional haz-
ards. If the rotorcraftis provided with a re-
tractable landing gear, this provision shall
apply with the landing gear retracted. Fire-
proof materials shall be used for all skin
areas which might be subjected to flame in
the event of a fire originating in the engine
power or accessory sections,

(New Part 7, 21 F.R. 3743, June 2, 1956, effective .

Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2909,
Mar. 30, 1962, effective May 3, 1962.)

7489 Drainage and ventilation of fire
zones.

{(a) Complete drainage of all portions of
designated fire zones shall be provided to
minimize the hazards resulting from failure
or malfunctioning of components containing
flammable fluids. The drainage provisions
shall be effective under conditions expected
to prevail when drainage is needed and shall
be so arranged that the discharged fluid will
not cause an additional fire hazard.
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(b) All designated fire zones shall be ven-
tilated to prevent the accumulation of flam-
mable vapors. Ventilation openings shall
not be placed in locations which would per-
mit the entrance of lammable fluids, vapors,
or flame from other zones. The ventilation
provisions shall be so arranged that the dis-
charged vapors will not cause an additional
fire hazard.
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(¢} Category A: Except with respect fo
the engine power section of the powerplant
compartment, provision shall be made to per-
mit the crew to shut off sources of forced
ventilation in any fire zZone, unless the
amount of extinguishing agent and rate of
discharge are based on maximum airflow
through the zone.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Subpart F—Equipment

General

7.600 Scope. The required basic equip-
ment as prescribed in this subpart is the min-
imum which shall be installed in the rotor-
craft for certification. Such additional
equipment as is necessary for a specific type
of operation is prescribed in the operating
rules of the regulations in this subchapter.

_{New Part 7, 21 F.R. 3748, June 2, 1956, effective
Aug. 1, 1956.)

7.601 Functional and installational re-
quirements, Each item of eguipment in-
stalled in a rotorcraft shall be:

(a) Of a type and design appropriate to
perform its intended function;

(b) Labeled as to its identification, func-
tion, or operational limitations, or any com-
bination of these, whichever is applicable;

{c) Installed in accordance with specified
limitations of the equipment ; and

(d) Demonstrated to function properly in
the rotorcraft.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)

7.602 Required basic equipment. The
equipment listed in sections 7.603 through
7.605 shall be the required basic equipment.
(See sec. 7.600.) :

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) '

7.603 Flight and navigational insiru-
ments. (See sec. 7.612 for installation re-
quirements,)

(a) Airspeed indicating system.
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(b) Altimeter (sensitive).

(¢) Clock (sweep-second).

{(d) Free-air temperature indieator.

(e} Gyroscopic bank and pitch indicator
(non-tumbling type).

(f) Gyroscopic rate-of-turn
(with bank indicator).

{g) Gyroscopic direction indicator.

{h) Magnetic direction indicator.

(i) Rate-of - climb indicator
speed).

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

indicator

(vertical

7.604 Powerplant instruments. (See sec.
7.613 for installation requirements.)

(a) Carburetor air temperature indicator
for each engine.

{(b) Cylinder head temperature indicator
for each air-cooled engine, or coolant fem-
perature indicator for each liquid-cooled
engine,

{¢) Category A: An individual fuel pres-
sure indicator for each engine and either an
independent warning device for each engine
or a master warning device for all engines
with means for isolating the individual warn-
ing circuit from the master warning device.

(d) Category B: An individual fuel pres-
sure indicator for each engine.

(e) Fuel quantity indicator for each fuel
tank. (Seesec, 7.437.)

E(f) A warning device to indicate low fuel
in each fank if an engine can be supplied
with fuel from more than one tank. The fuel
in any tank shall be considered to be low if
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a five-minute usable fuel supply remains
when the rotorcraft is in the most adverse
condition, from the standpoint of fuel feed
from that tank, whether or not that condi-
tion can be sustained for five minutes.]

(g) Manifold pressure indicator for each
engine, if altitude engines are used.

(h) Category A: An individual oil pres-
sure indicator for each engine and either an
independent warning device for each engine
or a master warning device for all engines
with means for isolating the individual warn-
ing circuit from the master warning device.

(i) Category B: An individual oil pressure
indicator for each engine.

(j) Oil pressure warning device for each
pressure-lubricated gear box to indicate
when the oil pressure falls below a safe
value,

(k) Oil quantity indicator for each oil
tank and each rotor drive gear box, if lubri-
cant is self-contained. (See sec. 7.613(d).)

(1) Oil temperature indicator for each
engine.

[(m) Oil temperature warning device to
indicate when the oil temperature exceeds a
safe value in each main rotor drive gearbox,
including those gearboxes essential to rotor
phasing, having an oil system independent
of the engine oil system.]

(n) Tachometer for each engine., (These
tachometers may be combined in a single
instrument with that required by paragraph
(o) of this section, except that such an in-
strument shall indicate rotor rpm during
autorotation.)

(0) Tachometer(s) to indicate rotor rpm
of the main rotor(s), or for each main rotor,
the speed of which can vary appreciably with
respect to another main rotor.

{(p) Category A: Fire-warning indicators.
(See sec. 7.485.)

{q) Category B: Fire-warning indicators
when fire detection is required. (See sec.
7.485.) '

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug, 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)
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7.605 Miscellaneous equipment. There
shall be installed s

(a) Approved seats for all occupants.
{See sec. 7.355.)

(b) Approved individual safety belts for
all occupants. (See sec. 7.643.)

{(¢) Master switch arrangement for elec-
trical circuits other than ignition. (See see.

-7.622(¢c).)

(d) Source(s) of electrical energy. (See
sec. 7.620.)

{e) Electrical protective devices. (See
sec.7.624.)
(f) Hand fire extinguishers. (See secs.

| 7.380(a) and 7.381 (e) and (f).)

{g) Windshield wiper or equivalent for
each pilot station. (See see, 7.351(b).)

(h) Radio communication system {(two-
way.) '

(i) Ignition swiitch for each and all en-
gines. (Seesee.7.472.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.606. Equipment, systems, and installa-
tions.

(a) Functioning and reliability. All
equipment, systems, and installations, the
functioning of which is necessary in showing
compliance with the regulations in this sub-
chapter, shall be designed and installed to
insure that they will perform their intended
functions reliably under all reasonably fore-
seeable operating conditions. :

(b) Hazards. All equipment, systems, and
installations shall be designed to safeguard
against hazards to the rotorcraft in the event
of their malfunctioning or failure.

(¢) Category A; power supply. Where an
installation, the functioning of which is nec-
essary in showing compliance with the regu-
lations in this subchapter, requires a power
supply, such installation shall be considered
an essential load on the power supply, and
the power sources and the system shall be
capable of supplying the following power
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loads in probable operating combinations
and for probable durations: .

(1) All loads connecied to the system
with the system functioning normally.

{2) All essential loads after failure of
any one primne mover, power converter, or
energy storage device.

(3) All essential loads after failure of
any one engine on two- or three-engine rotor-
eraft, or after failare of any two engines on
rotorcraft with four or more engines.

(4) In determining the probable operat-
ing combinations and durations of essential
loads for the partial power failure conditions
preseribed in subparagraphs (2) and (3) of
this paragraph, it shall be permissible to as-
sume that the power loads are reduced in
accordance with a moniforing procedure
which is consistent with safety in the types of
operations authorized. If a particaular load
is not required to maintain controlled flight,
it need not be considered for the two-engine-
inoperative condition on rotorcraft with four
or more engines as prescribed in subpara-
graph (3) of this paragraph.

(New Part 7, 21 B.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Instruments: Imnstallation

7.610 General. The provisions of sections
7.611 through 7.613 shall apply to the instal-
lation of instruments in rotorcraft.

Note: It may be necessary to duplicate certain in-
struments at two or more crew stations to meet the
instrument visibility requirements prescribed in sec-
tion 7.611, or when required by the operating rules of
the regulations in this subchapter for reliability or
cross check purposes in particular types of operations.
In this case independent operating systems are re-
quired in accordance-with the provisions of section
7.612(f).

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7611 Arrangement and visibility of in-
strument installations.

(a) Flight, navigation, and powerplant in-
struments for use by each pilot shall be
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plainly visible to him from his station with
the minimum practicable deviation from his
normal position and line of vision when he
is looking out and forward along the flight
path.

(b) The required instruments consisting
of the airspeed indicator, gyroscopic direc-
tion indicator, gyroscopic bank and pitch in-
dicator, gyroscopic turn and bank indicator,
altimeter, rate-of-climb indicator, rotor
tachometer(s), and manifold pressure indi-
cator, shall be grouped and shall be centered
as nearly as praeticable about the vertical
plane of the pilot’s forward vision. Addi-
tional instruments considered of prime im-
portance to the safe operation of the rotor-
craft shall be included in the grouping.

(c) All other required powerplant instru-
ments shall be closely grouped on the instru-
ment panel.

(d) Identical powerplant instruments for
the several engines shall be located to
prevent any misleading impression as to the
engines to which they relate.

{e) Powerplant instruments vital to the
safe operation of the rotorcraft shall be
plainly visible to the appropriate crewmem-
bers,

(f) The vibration characteristies of the in-
strument panel shall be such as not to impair
seriously the accuracy of the instruments or
to damage them.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7612 Flight and navigational
ments,

{(a) Airspeed indicaling systems.

(1) Airspeed indicating instruments
shall be calibrated to indicate true airspeed
at sea level in the standard atmosphere with
a minimum practicable instrument calibra-
tion error when the corresponding pitot and
static pressures are applied to the instru-
ment.

(2) The airspeed indicating system
shall be calibrated to determine the system
error; i.e., the relation between IAS and

instru-
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CAS. This calibration shall be defermined
over an appropriate range of speeds:

(i) Inflight for the flight conditions of
climb, level flight, an autorotation; and,

(ii) In ground effect during the ac-
celerated takeoff run.

(3) Category A and Category B; multi-
‘engine rotorcraft. The airspeed error of the
installation, including the airspeed indica-
tor instrument calibration error, shall not
exceed 3 percent or 5 mph, whichever is
greater:

(i) Throughout the speed range in
level flight at forward speeds of 10 mph or
over, and '

(ii) Through the speed range in elimb
of 10 mph below the takeoff climbout safety
speed (see sec. 7.114(a)) to 10 mph above the
best rate-of-climb speed.

(4) Category B; single-engine rotor-
craft. Calibration of the airspeed indi-
cator shall be made in flight at all forward
speeds of 10 mph or over. The airspeed
error of the installation, including the air-
speed indicator instrument ealibration error,
shall not exceed 3 percent or 5 mph, which-
ever is greater, at any forward speed above
80 percent of the climbout speed.

{(5) The airspeed indicating system
shall be arranged insofar as practicable to
preclude malfunctioning or serious error
due to the entry of moisture, dirt, or other
substances.

{6) The airspeed indicating system
shall be provided with a heated pitot tube or
equivalent means of prevenfing malfunc-
tioning due to icing.

(b) Static air vent and pressure altimeter
systems.

(1) Allinstruments provided with static
air case connections shall be vented to the
outside atmosphere through an appropriate
piping system. _

(2) The vent(s) shall be so located on
the rotorcraft that its orifices will be least
affected by airflow variation, moisture, or
other foreign matter.
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(3) The installation shall be such that
the system will! be airtight, except for the
vent into the atmosphere.

(4) Pressure altimeters shall be of an
approved type and shall be calibrated to
indicate pressure altitude in standard at-
mosphere with a minimum practicable in-
strument calibration error when the corre-
sponding static pressures are applied to the
instrument.

(5) The design and installation of the
altimeter system shkall be such that the error
in indicated pressure altitude at sea level in
standard atmosphere, excluding instrument
calibration error, does not result in a reading
more than 30 feet high nor more than 30 feet
low in the level flight speed range 0 mph to
0.9 Vi )

(¢} Magnetic direction indicator.

(1) The magnetic direction indicator
shall be installed so that its accuracy will
not be excessively affected by the rotorcraft’s
vibration or magnetic fields of a permanent
or transient nature.

(2) After the magnetic direction indi-
cator has been compensated, the calibration
shall be such that the deviation in level flight
does not exceed =10° on any heading.

(3) A calibration placard shall be pro-
vided as specified in section 7.733.

(d) Automatic pilot system. If an auto-
matic pilot system is installed, it shall be of
an approved type, and the following shall be
applieable:

(1) The system shall be so designed that
the automatie pilot ean either:

(i) Be quickly and positively disen-
gaged by the human pilots to prevent it from
interfering with their control of the rotor-
craft, or ‘

(ii) Besufficiently overpowered by one
human pilet to enable him to control the
rotorcraft.

(2) A means shall be provided to indi-
cate readily fo the pilot the alignment of the
actuating device in relation to the control
system which it operates, except when auto-
matic synchronization is provided.
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(3) The manually operated control(s)
for the system’s operation shall be readily
accessible to the pilots.

(4) The antomatic pilot system shall be
of such design and so adjusted that, within
the range of adjustment available to the
human pilot, it cannot produce hazardous
loads on the rotoreraft or create hazardous
deviations in the flight path uander any con-
ditions of flight appropriate to its use either
during normal operation or in the event of
malfunctioning, assuming that corrective
action is initiated within a reasonable period
of time.

(e) Category A; instruments utilizing a
power supply. Each required flight instru-
ment utilizing a power supply shall be pro-
vided with two independent sources of power,
a means of selecting either power source, and
a means of indicating the adequacy of the
power being supplied to the instrument.
The installation and power supply system
shall be such that failure of any flight in-
strument connected to one source, or of the
energy supply from one source, or a fault
in any part of the power distribution system,
will not interfere with the proper supply of
energy from the other source. (See also secs.
7.606, 7.620, and 7.654.)

L(f) Duplicate instrument systems. If
duplicate flight instruments are required by
the operating parts of the Civil Air Regula-
tions (see note under section 7.610), the pro-
visions of subparagraphs (1) through (3) of
this paragraph shall apply:

[(1) The operating system for flight in-
struments used by the first pilot, which are
required to be duplicated at other flight crew
stations, shall be completely independent of
the operating system provided for other
flight crew stations.

[(2) Only the required flight instruments
and duplicates of required instruments pro-
vided for use of the first pilot shall be con-
nected to the operating system provided for
the first pilof.

[(3) When other than required instru-
ments and duplicates are connected to other
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than the first pilot’s operating system, pro-
vision shall be made to disconnect or isolate
in flight such other instruments.]

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang, 1, 1956; as amended by Amdt. 74, 24 F.R. 7074,

Sept. 1, 1959, effective Oct. 1, 1959 ; Amdt. 7-5, 27 F.R.
2099, Mar. 30, 1962, effective May 3, 1962.)

7.613 Powerplant instruments.
(a) Instrument lines.

(1) Powerplant instrument lines carry-
ing flammable fluids or gases under pressure
shall be provided with restricted orifices or
equivalent safety devices at the source of the

pressure to prevent the escape of excessive

fluid or gas in case of line failure.

(2) The provisions of sections 7432 and
7.433 shall be made applicahle to powerplant
instrument lines.

{b) Fuel quantity indicator. Means shall
be provided to indicate to the Aight erew the
quantity in gallons or equivalent units of
usable fuel in each tank during flight. The
following shall apply:

(1) Tanks, the outlets and airspaces of
which are interconnected, shzall be considered
as one tank for the purpose of providing
separate indicators.

(2) Exposed sight gauges shall be pro-
tected against damage.,

(3) Fuel qguantity indicators shall be
calibrated to read zero during level flight
when the quantity of fuel remaining in the
tank is equal to the unusuable fuel supply as
defined by section 7.416. (See see. 7.736.)

(¢) Fuel lowmeter system. When a flow-
meter system is installed, the metering com-
ponent shall inelude a means for by-passing
the fuel supply in the event that malfunc-
tioning of the metering component results in
a severe restriction to fuel flow,

(d) Oil quantity indicator. A stick gauge
or other equivalent means shall be provided
to indicate the quantity of oil in each tank
and in each transmission gear box. (See sec.
7.735.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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Electrical Systems and Equipment

7.620 General. The provisions of sectinns
7.621 through 7.626 shall apply to all electri-
cal systems and equipment (see also sec.
7.606).

(New Part 7, 21 F.R. 3743, June 2, 1956, eifective
Aug. 1, 1956.)

7621 FElectrical system capacity. The
required generating capacity and the number
and type of power sources shall be deter-
mined by an electrical load analysis and shall
comply with section 7.606.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)

7.622 Generating system.

(a) The generating system shall be con-
sidered to include electrical power sources,
main power busses, transmission cables, and
associated control, regulation, and protective
devices.

[(b) The generating system shall be de-
signed so that:

[(1) The power sources function properly
when independent and when connected in
combination;

[(2) The failure or malfunctioning of any
power source cannot create a hazard or im-
pair the ahility of the remaining sources to
supply essential loads;

[(8) The system voltage and fregquency
{as applicable) at the terminals of all essen-
tial load equipment can be maintained with-
in the limits for which the equipment is de-
signed, during any probable operating con-
dition;

[(4) System transients initiated by switch-
ing, fault clearing, or other causes, do not
rendez_' essential loads inoperative, and do
not introduce a smoke or fire hazard.]

{¢) Means accessible in flight to appropri-
ate crewmembers shall be provided for the
individual and collective disconnection of
electrical power sources from the main bus.

(d) Means shall be provided to indicate to
appropriate crewmembers those generating
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system quantities which are essential for the
safe operation of the system.

Note: The voltage and current supplied by each
generator are quantities considered essential.

{New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1562, effective May 3, 1962.)

7623 Distribution system.

(a) The distribution system shall be con-
sidered to include all distribution busses,
their associated feeders, and control and pro-
tective devices.

(b) Category A: Individual distribution
systems shall be designed to insure that es-
sential load circuits can be supplied in the
event of reasonably probable faults or open
circuits. _

(¢) Where two independent sources of
electrical power for particular equipment or
systems are required by the regulations in
this subchapter, their electrical energy sup-
ply shall be assured.

Note: Various means may be used fo assure a sup-
ply, such as duplicate electrical equipment, throw-

over switching, and maltichannel or loop circuits
separately routed.

{(New Part 7, 21 F.R, 3743, June 2, 1956, effective
Aug. 1, 1956.)

7624 Electrical protection.

(a) Automatic protective devices shall be
provided to minimize distress to the elec-
trical system and hazard to the rotorcraft in
the event of wiring faults or serious mal-
functioning of the system or connected
equipment. :

(b) Category A:In the generating system,
means shall be provided to automatically de-
energize and disconnect from the main bus
any power source which develops hazardous
overvoltage.

(c} All resettable type circuit protective
devices shall be so designed that, when an
overload or circuit fault exists, they will
open the circuit irrespective of the position of
the operating control.

[(d) If the ability to reset a circuit
breaker or to replace a fuse is essential to
safety in flight, such cireuit breaker or fuse
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shall be so located and identified that if can
be readily reset or replaced in flight.]

(e) Circuits for essential loads shall have
individual eircuit protection.

Note: This provision does not necessarily require
individual protection for each circnit in an essential
load system; e.g., each position light in the system.

(f) If fuses are used, there shall be pro-
vided spare fuses for use in flight equal to
at least 50 percent of the number of fuses of
each rating required for complete circuit
protection.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2099,
Mar. 30, 1962, effective May 3, 1962.)

7.625 Electrical equipment and installa-
tion.

(a) In showing compliance with section
7.606 (a) and (b) with respect to the elec-
trical system, equipment, and installation,
consideration shall be given to eritical en-
vironmental condifions.

Note: Critical environmental conditions may in-
clude temperature, pressure, humidity, ventilation, po-
sition, acceleration, vibration, and presence of detri-
mental substances.

(b) AIl electrical equipment, controls, and
wiring shall be so instalied that operation of
any one unit or system of units will not affect
adversely the simultaneous operation of any
other electrical unit or system of units essen-
tial to the safe operation of the rotoreraft.

(e¢) Cables shall be grouped, routed, and
spaced so that damage to essential circuits
will be minimized in the event of faults in
heavy current-carrying cables.

(d) Storage batteries shall be of such de-
sign and so installed that:

(1) Safe cell temperatures and pres-
sures are maintained during any probable
charging or discharging condition. No un-
controlled increase in cell temperature shall
result when the storage battery is recharged
(after previous complete discharge) at maxi-
mum regulated voltage, during a flight of
maximum duration, under the most adverse
cooling condition likely to occur in service.
Tests to demonstrate ecompliance with this
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regulation shall not be required if satisfac-

tory operating experience with similar bat-

teries and installations has shown that main-
taining safe cell temperatures and pressures
presents no problem.

(2) Explosive or toxic gases emitted by
the storage battery in normal operation, or
as the result of any probable malfunetion in
the charging system or the battery installa-
tion, shall not accumulate in hazardous
quantities within the rotorcraft.

(3) Corrosive fluids or gases which may
be emitted or spilled from the storage battery
shall not damage surrounding rotorcraft
structure or adjacent essential equipment.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. T4, 24 F.R, 7074,
Sept. 1, 1959, effective Oct. 1, 1959.)

7.626 Electrical system fire and smoke
protection. The design and installation of
all components of the electrical system shall
comply with the pertinent fire and smoke
protection provisions of sections 7.358(¢) and
7.385, All electrical cables, terminals, and
equipment which are necessary in emergency
procedures and which are located in desig-
nated fire zones shall be fire-resistant.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)

[7.627 Electrical system tests. When lab-
oratory tests of the electrical system are
conducted, they shall be performed on a
mock-up utilizing the same generating equip-
ment complement as in the rotorcraft. The
equipment shall simulate the electrical char-
acteristics of the distribution wiring and
connected loads to the extent necessary for
valid test results. Laboratory generator
drives shall simulate the actual prime mov-
ers on the rotorcraft with respect to their
reaction 1o generator loading, including
loading due to faults. When the conditions

of flight cannot be simulated adequately in

the laboratory or by ground tests on the
prototype rotoreraft, flight tests shall be
conducted.]

(Added by Amdt. 75, 27 F.R. 29099, Mar. 30, 1962,
effective May 3, 1962.)
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Lights

7.630 [Instrument lights.

(a) Instrument lights shall provide suffi-
cient illumination to make all instruments,
switches, etc., easily readable.

(b) Instrument lights shall be so installed
that their direct rays are shielded from the
pilot’s eyes and so that no objectionable re-
flections are visible to him. .

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

7631 Landing lights.

(a) When landing or hovering lights are
required, they shall be of an approved type.

(b) Landing lights shall be installed so
that there is no objectionable glare visible to
the pilot and so that the pilot is not adversely
affected by halation,

{¢) Landing lights shall be installed in a
location where they provide the necessary il-
lumination for night operatiom including
hovering and landing.

(d) A switch for each light shall be pro-
vided, except that where multiple lights are
installed at one location a single switch for
the multiple lights shall be acceptable.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.632 Position light system installation.

(a) General. In addition to this section,
the provisions of sections 7.633 through 7.635
shall be applicable to the position light sys-
tem as a whole. The position light system
shall include the items specified in para-
graphs (b) through (d) of this section.

(b) Forward position lights. Forward
position lights shall consist of a red and a
green light spaced laterally as far apart as
practicable and installed forward .on the
rotorcraft in such a location that, with the
rotoreraft in normal flying position, the red
light is displayed on the left side and the
green light is displayed on the right side.
The individual lights shall be of an approved
type. :

(¢) Rear position light. The rear position
light shall consist of a white light mounted
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on the rotorcraft as far aft as practicable.
The light shall be of an approved type.

(d) Light covers and color filters. Light
covers or color filters used shall be of flame-
resistant material and shall be constructed
s0 that they will not change color or shape or
suffer any appreciable loss of light trans-
mission during normal use.

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 7-1, 22 F.R. 1275,
Mar. 1, 1957, effective Apr. 1, 1957.)

7.633 Position light system dihedral
angles. The forward and rear position
lights as installed on the roforcraft shall
show unbroken light within dihedral angles
specified in paragraphs (a) through (c¢) of
this section.

{a) Dihedral angle L (left) shall be con-
sidered formed by two intersecting vertical
planes, one parallel to the longitudinal axis
of the rotoreraft and the other at 110° to the
left of the first, when looking forward along
the longitudinal axis.

(b) Dihedral angle R (right) shall be con-
sidered formed by two intersecting vertical
planes, one parallel to the longitudinal axis
of the rotorcraft and the other at 110° to the
right of the first, when looking forward
along the longitudinal axis.

{c) Dihedral angle 4 (aft) shall be con-
sidered formed by two intersecting vertical
planes making angles of 70° to the right and
70° to the left, respectively, looking aft along
the longitudinal axis, to' a vertical plane
passing through the longitudinal axis. '

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.634 Position light distribution and in-
tensities.

(a) General. The intensities prescribed
in this section are those to be provided by
new equipment with all light covers and
color filters in place. Intensities shall be
determined with the light source operating
at a steady value equal to the average lumi-
nous output of the light source at the normal
operating voltage of the rotorcrafi. The
light distribution and intensities of position
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lights shall comply with the provisions of
[paragraph (b)] of this section.

(b) Forward and rear position lights.
The light distribution and intensities of for-
ward and rear position lights shall be ex-
pressed in terms of minimum intensities in
the horizontal plane, minimum intensities in
any vertical plane, and maximum intensities
in overlapping beams within dihedral angles
L, R, and A, and shall comply with the pro-
visions of subparagraphs (1) through (3) of
this paragraph.

(1) Intensities in horizontal plane. The
intensities in the horizontal plane shall not
be less than the values given in figure 7-1.
(The horizontal plane is the plane contain-
ing the longitudinal axis of the rotorcraft
and is perpendicular to the plane of sym-
metry of the rotorcraft.)

{2) Intensities above and below horizon-
tal. The intensities in any vertical plane
shall not be less than the appropriate value
given in figure 7-2, where I is the minimum
intensity prescribed in figure 7-1 for the
corresponding angles in the horizontal
plane. (Vertical planes are planes perpen-
dicular to the horizontal plane.)

{3) Overlaps between adjacent signals.
The intensities in overlaps between adjacent
signals shall not exceed the values given in
figure 7-3, except that higher intensities in
the overlaps shall be acceptable with the use
of main beam intensities substantially
greater than the minima specified in figures
7-1 and 7-2 if the overlap intensities in rela-
tion to the main beam intensities are such as
not to affect adversely signal clarity.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-1, 22 F.R. 1275,
Mar. 1, 1957, effective Apr. 1, 1957; Amdt. 7-5, 27 F.R.
2999, Mar. 30, 1962, effective May 3, 1962.)

Angle from
right or left of

longitudinal | Intensity

nxis, meas- {candles}

Dihedral angle (light involved)

ured from
dead ahead
0° to 10° 40
Land R (forward red and green) . __________ 10° to  20° 30
. 20° to 110° 5
A{rear white) ... 110° io 180° 20

Figare 7-1— Minimum Intensities in the Horizontal Plane of Forward
and Rear Position Lights
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Angle above or below horizontal Intensity

15° to 20°__
20° to 30°_
30° 10 40° ~|lowE
40° to 90°_ L L I 05 13

Figure 7-2— Minimnm Intensities in any Vertical Plane of Forward and
Rear Position Lights

Maximuom intensity

Overlaps

Area A | Area B
{candles)| (candles)

Green in dihedral angle A.
Red in dihedralangle A _________ 5
Rear white in dihedralangle Lo ________________ 5
Rear white in dihedral angie R 3

o
P b ek s e ek

NOTE: Aresa A includes nll directions in the adjacent dihedral
angle which pass through the light source and which intersecet the
common, bounrdary plane at more than 10 degrees but less than 20
degrees. Area B includes all directions in the adjacent dihedral
angle which pass through the light source and which intersect the
cormmon boundary plane at more than 20 degrees.

Figure 7=-3—Maximom Intensities in Overlapping Beams of
Forward and Rear Position Lights

7.635 Color specifications. The colors of
the position lights shall have the Interna-
tional Commission on Illumination ¢chroma-
ticity coordinates as set forth in paragraphs
(a) through (c) of this section.

(a) Aviation red.

y is not greater than 0.335,
2 is not greater than 0.002;
(b) Aviation green,
Xx is not greater than 0.440—0.320y,
X is not greater than y—0.170,
vy isnot less than 0.390—0.170x;
(¢) Aviation white,
x is not less than 0.350,
x is not greater than 0.540,
y—y, is not numerically greater than
0.01,
Yy, being the y coordinate of the Planc-
kian radiator for which x,=x.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.636 Riding light.

(a) When a riding (anchor) light is re-
quired for a rotorcraft operated from water,
it shall be capable of showing a white light
for at least 2 miles at night under clear at-
mospheric conditions.
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(b) Riding lights shall be installed so that
they will show a maximum practicable un-
broken light when the rotorcraft is moored
or drifting on the water. Externally hung
lights shall be permitted.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7637 Anticollision light system. An
anticollision light system shall be installed
which shall consist of one or more approved
anticollision lights so located that the
emitted light will not be detrimental to the
crew’s vision and will not detract from the
congpicuity of the position lights. The sys-
tem shall comply with the provisions of
pargraphs (a) through (d) of this section.,

(a) Field of covernge. The system shall

consist of such lights as will afford coverage
of all vital areas around the rotoreraft with
due consideration to the physical configura-
tion and the flight characteristics of the
rotoreraft. In any case, the field of cover-
age shall extend in all directions within 30°
above and 30° below the horizontal plane of
the rotorcraft, except that a solid angle or
angles of obstructed visibility totaling not
more than [0.5] steradians shall be permis-
sible,

(b) Flashing characteristics. The ar-
rangement of the system, i.e., number of
light sources, beam width, speed of rotation,
ete., shall be such as to give an effective flash
frequency of not less than 40 and not more
than 100 cycles per minute. The effective
flash frequency shall be the frequency at
which the rotoreraft’s complete anticolli-
sion light system is observed from a dis-
tance, and shall apply to all sectors of light
including the overlaps which might exist
when the system consists of more than one
light source. In overlaps, flash frequencies
higher than 100 cycles per minute shall be
permissible, except that they shall not be
higher than 180 cycles per minute.

(c) Color. The color of the anticollision
lights shall be aviation red in accordance
with section 7.635(a).

(d) Light intensity. The minimum light
intensities in all vertical planes, measured
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with the red filter and expressed in terms
of “effective” intensities, shall be in accord-
ance with figure 7—-4. The following rela-
tion shall be assumed :

ts
I(t)dt
t

Ie=0-2+(752— t1);

where:
I, =effective intensity (candles).
I(f) =instantaneous intensity as a func-
tion of time,
t.—t,=flash time interval (seconds).
Note: Normally, the maximum value of effective
intensity is obtained when t. and t: are so chosen that

the effective intensity is equal to the instantazneous
intensity at t: and t.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. -1, 22 F.R. 1275,
Mar. 1, 1957, effective Apr. 1, 1957 ; Amdt. 7-5, 27 F.R.
2999, Mar. 30, 1962, effective May 3, 1962.)

Angle below | Effective
or above intensity
horizontal (candles)
plang
0° to 5° 100
' 8% te 10° 680
i 16° to 20° 20
I 20° to 30° o

Figure T~4— Minimum effective
intensities for anti-collision
lights.

Safety Equipment

7.640 General. Required safety equip-
ment which the crew is expected to operate
at a time of emergency such as flares and
automatic liferaft releases, shall be readily
accessible. (See also sec. 7.738(e).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1958.)

7.641. Flares. When parachute flares are
installed, they shall be of an approved type
and installed in accordance with section
7.642,

New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.642 Flare installation. .

(a) Parachute flares shall be releasable
from the pilot compartment and installed to
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minimize the [probability] of accidental
discharge.

(b) It shall be demonstrated in flight that
the flare installation is such that ejection
can be accomplished without hazard to the
rotoreraft and its oceupants.

{e) If recoil loads are involved in the ejec-
tion of the flares, the siructure of the rotor-
craft shall be designed to withstand such
loads.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. -5, 27 F.R. 2999,
Mar., 30, 1962, effective May 3, 1962.)

7.643 Safety belts. Safety belts shall be
of an approved type (see sec. 7.355(c){(2)).
‘When means are provided to indicate to the
passengers when seat belts should be fast-
ened, the device shall be so installed that it
can be operated from the seat of either the
pilot or copilot.

New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1,1956.)

7.644 FEmergency flotation and signaling
equipment. When emergency flotation and
signaling equipment is required by the opex-
ating rules of the regulations in this sub-
chapter, such equipment shall comply with
the provisions of paragraphs (a) through
(d) of this section.

(a) Liferafts. Liferafts shall be of an
approved type. Unless excess rafts of suffi-
cient capacity are provided, the buoyancy
and seating capacity beyond the rated ca-
pacity of the raffs shall be such as to ae-
commodate all occupants of the rotorcraft
in the event of a loss of one liferaft of the
largest rated capacity on board. Each life-
raft shall be equipped with a trailing line
and with a static line, the latter designed
to hold the raft near the rotorcraft but to
release it in case the rotorcraft becomes
totally submerged. Each raft shall contain
obvious markings of instruction on its opera-
tion.

{b) Liferaft equipment. Approved equip-
ment intended for survival shall be attached
to each liferaft and marked for identifica-
tion and method of operation.
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Note: The extent and type of survival equipment
will depend upon the route over which the rotoreraft
is operated.

(c) Long-range signaling device. An ap-
proved Iong-range signaling device shall be
provided for use in one of the liferafts.

(d) Life preservers. Life preservers shall
be of an approved type.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956; as amended by Amdt. 74, 24 F.R, 7074,
Sept. 1, 1959, effective Oct. 1, 1955.)

7.645 Stowage of safety equipment. Spe-
cial stowage provisions shall be made for all
prescribed safety equipment to be used in
emergencies. The stowage provisions shall
be such that the equipment is directly acces-
sible and its location is obvious. All safety
equipment shall be protected against inad-
vertent damage. The stowage provisions
shall be marked conspicuously to identify
the contents and to facilitate removal of the
equipment. In addition, the following shall
specifically apply:

{(a) Emergency exit means. The stowage
provisions for the emergency exit descent
device required by sectidn 7.357(d)(6) shall
be located at the exits which they are in-
tended to serve.

(b} Liferafts. Liferafts shall be stowed
near exits through which the rafts can be
launched during an unplanned ditching.
Rafts automatically or remotely released on
the outside of the rotorcraft shall be at-
tached to the rotorcraft by means of the
static line prescribed in section 7.644(a).

{c) Long-range signaling device. The
stowage provisions for the long-range signal-
ing device required by section 7.644(c) shall
be located near an exit to be available during
an unplanned ditching.

(d) Lifepreservers, Lifepreserversshall
be so located that they are within easy reach
of each occupant while seated.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.646 Oxygen equipment and supply.

{a) Protective breathing equipmeni.
When protective breathing equipment is re-
quired by the operating rules of the regula-
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tions in this subchapter, it shall be designed
to protect the flight crew from the effects of
smoke, carbon dioxide, and other harmful
gases while on flight deck duty. The pro-
tective breathing equipment and the neces-
sary supply of oxygen shall be in accord-
~ ance with the following provisions:

(1) The protective breathing equipment
shall inelude masks covering the eyes, nose,
and mouth, or only the nose and mouth
where accessory equipment is provided to
protect the eyes.

(2) A supply of protective oxygen per
crewmember shall be of 10 minutes duration
at a pressure altitude of 8,000 feet and a
respiratory minute volume of 30 liters per
minute BTPD.

Note: When a demand-type oxygen system is em-
ployed, a supply per crewmember of 200 liters of free
oxygen at 70° F. and 760 mm. Hg pressure is consid-
ered to be of 10 minutes duration at the prescribed alti-
tude and minute velume, BTPD refers to body tem-
perature conditiens; i.e., 37° C. at ambient pressure,

dry.

(Néew Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1856.)

Miscellaneous Eqguipment

7.650 Hydraulic systems; strength.

(a) Structural loads. All elements of the
hydraulic system shall be designed to with-
stand, without detrimental permament de-
formation, all structural loads whieh may be
imposed simultaneously with the maximum
hydraulic loads occurring in operation.

(b) Proof pressure tests. All elements of
the hydraulic system shall be tested to 2
proof pressure of 1.5 times the maximum
pressure to which the part will be subjected
in normal operation. In such test, no part
of the hydraulic system shall fail, malfune-
tion, or suffer detrimental deformation.

{c) Burst pressure sitrength. Individual
hydraulic system elements shall be designed
to withstand pressures which are sufficiently
increased over the pressures prescribed in
paragraph (b) ef this section to safeguard
against rupture under service conditions.
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Note: The following pressures, in terms of per-
centages of maximum operating pressures for particu-
lar elements, in most instances are sufficient to insure
against rupture in service: 250 percent in units under
oil pressure; 400 percent in units containing air and
eil under pressure and in lines, hoses, and fittings; and
300 percent in units of system subjected to back
pressure.

(I\'ew Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.651 Hydraulic systems; design. The
provisions of section 7.606 shall apply to
hydraulic systems and equipment.

{a) Pressure indication. A means shall
be provided to indicate the pressure in each
main hydraalic power system.

(b} Pressure limiting provisiens. Pro-
vision shall be made to assure that pressures
in any part of the system will not exceed a
safe limit above the maximum operating
pressure of the system and to insure against
excessive pressures resulting from fluid
volumetric changes in all lines which are
likely to remain closed long enough for such
changes to take place. In addition, con-
sideration shall be given to the possible oc-
cli;'rence of detrimental transient (surge)
pressures during operation,

(¢) Installation. Hydraulie lines, fit-
tings, and components shall be installed and
supported to prevent excessive vibration and
to withstand inertia loads. All elements of
the installation shall be protected from
abrasien, corrosion, and meechanical damage.

(d) Connections. Flexible hose, or other
means of providing flexibility, shall be used
to connect points in a hydraulic fiuid line
between which there is relative motion or
differential vibration.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.652 Hydraulic system fire protection.
When flammable type hydraulic fluid is used,
the hydraulic system shall comply with the
provisions of sections 7.384 and 7.481 through
7.483.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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7.653 Radio installation.

(a) Radio communication and naviga-
tional equipment installations in the rotor-
craft should be free from hazards in them-
selves, in their method of operation, and in
their effects on other components of the
rotoreraft. In showing compliance with
this requirement, consideration shall be
given to critical environmental conditions.

Note: Critical environmental conditions may in-
clude temperature, pressure, humidity,_ ventilation, po-
sition, acceleration, vibration, and presence of detri-
mental substances,

{(b) All radic communication and naviga-
tional equipment, controls, and wiring shall
be so installed that operation of any one unit
or system of units will not affect adversely
the simultaneous operation of any other
radic or electronic unit or system of units
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required by the regulations in this sub-
chapter. ‘

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.) _

7.654 Vacuum sysitems.

(a) Means, in addition to the normal pres-
sure relief, shall be provided to relieve auto-
matically the pressure in the discharge lines
from the vacuum air pump if the delivery
temperature of the air reaches an unsafe
value.

(b) Vacuum air system lines and fittings
on the discharge side of the pump which
might contain fiammable vapors or fluids
shall comply with section 7.483 if they are
located in a designated fire zone. Other
vacuum air system components located in
designated fire zones shall be fire-resistant.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Subpart G—Operating Limitations and Information

General

7.700 Scope.

{(a) The operating limitations in sections
7.710 through 7.718 shall be established as
prescribed in this part.

{b) The operating limitations, together
with any other information concerning the
rotorcraft found necessary for safety during
operation, shall be included in the Rotor-
craft Flight Manual (sec. 7.740), shall be
expressed as markings and placards (sec.
7.730), and shall be made available by such
other ineans as will convey the information
to the crewmembers.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

Operating Limitations

7.710 Airspeed limitations; general.
When airspeed limitations are a function of
weight, weight distribution, altitude, rotor
speed, power, or other factors, the values cor-
responding with all critical combinations of
these values shail be established.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

74

7711 Never-exceed speed Vyp.

{a) The never-exceed speed shall be estab-
lished. It shall not be less than the best
rate-of-climb speed with all engines operat-
ing at maximum continuous power, nor
greater than either of the following:

{1) 0.9 V established in accordance with
section 7.204,0r

(2) 0.9 times the maximum speed demon-
strated in accordance with section 7.140.

{b) It shall bhe permissible to vary the
never-exceed speed with altitude and rotor
rpmt, provided that the ranges of these vari-
ables are sufficiently large to allow an
operationally practical and safe variation of
the never-exceed speeds.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.712 Operating speed range. An operat-
ing speed range shall be established for each
rotorcraft.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Auvpg. 1, 1956.) .

7713 Rotor speed. Rotor rpm limita-
fions shall be established as set forth in
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paragraphs (a) and (b) of this section. (See
also sec. 7.710.) .

(a) Maximum power off (autorotation).
Not to exceed 95 pereent of the maximum de-
sign rpm determined under section 7.204(b)
or 95 percent ¢f the maximum rpm demon-
strated during the type tests (see sec. 7.103
(b}), whichever is less.

(b) Minimum.

(1} Power off. Not less than 105 per-
cent of the higher of the following:

(i) The minimum demonstrated dur-
ing the type test (see sec. 7.103(b)), or

(ii) The minimum determined by de-
sign substantiation. ‘

(2) Power on. Not less than the higher
of the following:

(i) The minimum demonstrated dur-
ing the type tests (see sec. 7.103(a)), or

(ii) The minimum determined by de-
sign substantiation and not higher than a
value determined in compliance with section
7.103(a).

(New Part 7, 21 F.R. 3743, June 2, 19356, effective
Aug. 1, 1956.) '

7014 Powerplant limitations. The
powerplant limitations set forth in para-
graphs (a) through (d) of this section shall
be established for the rotoreraft. They
shall not exceed the corresponding limits
established as a part of the type certification
of the engine(s) installed on the rotorcraft.

(a) Takeoff operation. The takeoff op-
eration shall be limited by:

(1) The maximum rotational speed,
which shall not be greater than the maxi-
mum value determined by the rotor design,
nor greater than the maximum value demon-
strated during type tests.

(2} The maximum permissible manifold
pressure. '

(3) The time limit for use of the power
which correspends with the values estab-
lished in subparagraphs (1) and (2) of this
paragraph. } -

(4) Where the time limit established in
subparagraph (3) of this paragraph exceeds
two minutes, the maximum allowable cylin-
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der head or coolant outlet and oil tempera-
tures.

(5) Maximum cylinder head or coolant
outlet and oil temperatures, if these differ
from the maximum limits for continuous
operation.

(b) Continuous operation. The contin-
uous operation shall be limited by:

(1) The maximum rotational speed,
which shall not be greater than the maxi-
mum value determined by the rotor design,
nor greater than the maximum value demon-
strated during type tests. '

(2) Maximum permissible
pressure.

(3) Maximum allowable cylinder head
or coolant outlet and oil temperatures.

(4) The minimum rotational speed
demonstrated in compliance with the rotor
speed requirements as prescribed in section
7.713 (b) (2).

L(c) Fuel grade or specification designa-
tion. The minimum fuel grade for recipro-
cating engines or the fuel designation for
turbine engines, required for the operation

manifold

of the engine within the limitations pre-

scribed in paragraphs (a) and (b) of this
section.] '

(d) Cooling limitations. The maximum
sea level temperature for which satisfactory
cooling has been demonstrated.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

7.715 Limiting height-speed envelope. If a
range of heights exists at any speed, includ-
ing zero, within which it is not possible to
make a safe landing following power fail-
ure, the range of heights and its variation
with forward speed shall be established to-
gether with any other pertinent information,
such as type of landing surface. (See sec-
tions 7.111(a), 7.111(b), and 7.741(f).)

{New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956 ; as amended by Amdt. 74, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1959.)

7.716 Rotorcraft weight and center of
gravity limitations. The rotorcraft weight
and center of gravity limitations to be estab-
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lished are those required to be determined by
sections 7.101 and 7.102,

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

7717 Minimum flight crew. The mini-
mum flight erew shall be established by the
Administrator as that number of persons
which he finds necessary for safety in the
operations authorized under section 7.718.
This finding shall be based upon the work-
load imposed upon individual crewmembers
with due consideration given to the accessi-
bility and the ease of operation of all neces-
sary controls by the appropriate crewmem-
bers.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

1.718 Types of operation. The type of op-
eration to which a rotorcraft is limited shall
be established on the basis of flight charac-
teristics and the equipment installed. (See
the operating parts of this subchapter,)

{(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aung. 1, 1956.)

7.7119 Maintenance manual. The appli-
canf shall furnish with each rotorcraft a
maintenance manual to contain informa-
tion which he considers essential for the
proper maintenance of the rotoreraft. The
maintenance manual shall include recom-
mended limits on service life or retirement
periods for major components of the rotor-
craft. Such components shall be identified
by serial numbers or by other equivalent
means. :

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

Markings and Placards

7.730 General.

(a) The markings and placards specified
in sections 7.731 through 7.738 are required
for all rotorcraft.

(b) Markings and placards shall be dis-
played in conspicuous places and shall be
such that they cannot be easily erased, dis-
figured, or obscured.
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(¢) Additional information, placards, and
instrument markings having a direct and
important bearing on safe operation of the
rotorcraft shall be required when unusual
design, operating, or handling characteris-
tics so warrant.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.731 [Instrument markings; general.

(a) When markings are placed on the
cover glass of the instrument, provision shall
be made to maintain the correct alignment
of the glass cover with the face of the dial.

(b) All arcs and lines shall be of sufficient
width and so located that they are clearly
visible to the pilot.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug, 1, 1956.)

7.732 Airspeed indicator. Insirument in-
dications shall be in terms of indicated air
speed. The markings set forth in para-
graphs (a) through (c¢) of this section shall

Jbe used to indicate to the pilot the maximum

and minimum permissible speeds and the
normal precautionary operating ranges.
(See sees. 7.612(a), 7.710, 7.711, 7.712, 7.713,
and 7.715.) .

{a) A red radial line shall be used to indi-
cate the limit beyond which operation is
dangerous.

(b) A yellow are shall be used to indicate
the precautionary operating range.

(¢) A green arc shall be used fo indicate
the safe operating range.

(New Part 7, 21 ¥.R. 3743, June 2, 1056, effective
Aug. 1, 1956.)

7.73%3 Magnelic direction indicator. A
placard shall be installed on or in close
proximity to the magnetic direction indi-
cator which shall comply with the require-
ments of paragraphs (a) through (c¢) of this
section. (See sec. 7.612(c).)

(a) The placard shall contain the calibra-
tion of the instrument in a level flight atti-
tude with engine(s) operating.

(b) The placard shall state whether the
calibration was made with radio receiver(s)
on or off.
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(¢) The calibration readings shall be in
terms of magnetic headings in not greater
than 45° increments.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1936.)

7.734 Powerplant instrumenis; general.
All required powerplant instruments shall be
marked as follows:

(a) The maximum and the minimum, if
applicable, safe operational limits shall be
marked with red radial lines.

(b) The normal operating ranges shall be
marked with a green arc not extending be-
yond the maximum and minimum safe op-
erational limits.

(¢) The takeoff and precautionary ranges
shall be marked with a yellow arc.

(d) Engine or rotor speed ranges which
are restricted hecause of excessive vibration
stresses shall be marked with red arcs.

(New Part 7, 21 F.R. 83743, June 2, 1956, effective
Aug, 1, 1956.)

7.735 Oil gquantity indicator. 0il quan-
tity indicators shall be marked in sufficient
increments to indicate readily and accu-
rately the quantity of oil. (See sec. 7.613
(d).) _

(New Part 7, 21 F.R. 8743, June 2, 1956, effective
Aug. 1, 1956.)

7.136 Fuel quantity indicator. When the
unusable fuel supply for any tank exceeds
one gallon or 5 percent of the tank capacity,
whichever is greater, a red arc shall be
marked on the indicator extending from the
calibrated zero reading to the lowest read-
ing obtainable in the level flight aftifude.
(See sections 7.421 and 7.613(b).) A nota-
tion in the Rotorcraft Flight Manual shall
be made to indicate that the fuel remaining
in the tank when the quantity indicator
reaches zero is not usable in flight, (See sec.
7.741(g).)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.737 Conirol markings.

{(a) General. All cockpit controls includ-
ing those referred to in paragraphs (b) and
(¢) of this section shall be plainly marked
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as to their function and method of operation.
{See sec. 7.353.)

(b) Powerplant fuel controls. The power-
plant fuel controls shall be marked in ac-
cordance with subparagraphs (1) through
(4) of this paragraph.

(1) Controls for fuel fank selector
valves shall be marked to indicate the posi-
tion corresponding with each tank with all
existing cross-feed positions.

(2) When more than one fuel tank is
provided, and if safe operation depends upon
the use of tanks in a specific sequence, the
fuel tank selector controls shall be marked
adjacent to or on the control to indicate to
the flight personnel the order in which the
tanks must be used.

(3) On multiengine rotorcraft, controls
for engine valves shall be marked to indicate
the position corresponding with each engine.

(4) The capacity of each tank shall be
indicated adjacent to or on the fuel tank
selector control.

(c) Accessory and auxiliary controls.
Accessory and auxiliary controls shall be
marked in accordance with subparagraphs
(1) and (2) of this paragraph.

(1) Where visual indicators are essen-
tial to the operation of the rotoreraft (such
as a rotor pitch or retractable landing gear
indicator), they shall be marked in such a
manner that the crewmembers at all times
can determine the position of the unit.

(2) Emergency controls shall be colored
red and shall be marked to indicate their -
method of operation.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.738 Miscellaneous markings and plac-
ards.

(a) Baggage compartments and ballast
location. Each baggage and cargo com-
partment as well as the ballast Iocation shall’
bear a placard stating the maximum allow-
able weight of contents and, if applicable,
any other limitation on contents found
necessary due to loading requirements.
When the maximum permissible weight to be
carried in a seat is less than 170 pounds (see

(i
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sec. 7.102(b)), a placard shall be perma-
nently attached to the seat structure stating
the maximum allowable weight of the occu-
pant to be carried.

(b) Fuel and oil filler openings. The in-
formation required by subparagraphs (1)
and (2) of this paragraph shall be marked on
or adjacent to the appropriate filler cover.

(1) The word “fuel,” the minimum per-
missible fuel [grade or designation] for the
engines installed, and the usable fuel tank
capacity. (See sec. 7.425(a).)

(2) The word “oil” and the oil tank
capacity. (See sec. 7.441(b)(4).)

(¢) Emergency exit placards. Emergency
exit placards and operating controls shall be
colored red. A placard shall be located ad-
jacent to the controls which clearly indicates
the location of the exit and the method of
operation. (See seec. 7.357.)

- (d) Operating limitation placard. A plac-
ard shall be provided in clear view of the
pilot stating: “This (helicopter, gyrodyne,
etc.) must be operated in compliance with
the operating limitations specified in the
FAA approved Rotorcraft Flight Manual.”

(e} Safety equipment.

(1) Safety equipment controls which
the crew is expected to operaie in time of
emergency, such as flares, automatic liferaft
releases, etc., shall be plainly marked as to
their method of operation.

(2) When fire extinguishers and sxgnal-
ing and other life-saving equipment are car-
ried in lockers, compartments, etc., these
locations shall be marked accordingly.

[(f) Tail rotor. The tail rotor shall be
marked so that the rotor disec will be con-
spicuous under all normal ground condi-
tions.J

(New Part 7, 21 F.R. 3743, June 2, 1956, effective

Aug. 1, 1956 ; ag amended by Amdt. 7-5, 27 F.R. 2999,
Mar. 30, 1962, effective May 3, 1962.)

Rotorcraft Fllght Manual

7 740 General.
(a) A Rotorcraft Flight Manual shall be
furnished with each rotoreraft.

78

ROTORCRAFT AIRWORTHINESS;, TRANSPORT CATEGORIES

CAM 7

(b) The portions of the manunal listed in
sections 7.741 through 7.744 as are appro-
priate to the rotorcraft shall be verified and
approved and shall be segregated, identified,
and clearly distinguished from portions not
so approved.

(¢) Additional items of information hav-
ing a direct and important bearing on safe
operation shall be required when unusual de-
sign, operating, or handling characteristics
so warrant.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.7141 Operating limitations. The operat-
ing limitations set forth in paragraphs (a)
through (g) of this section shall be fur-
nished with each rotorcraft.

(a) Airspeed and rotor limitations. Suffi-
cient information necessary for the marking
of the limitations on or adjacent to the in-
dicators shall be furnished. (See sec.7.732.)
In addition, the significance of the limita-
tions and of the color coding used shall be
explained,

(b) Powerplant lzmztatwns Informatlon
shall be included to outline and to explain
all powerplant limitations (see sec. 7.714)
and to permit marking the instruments as
required by sections 7.734 through 7.736.

(¢) Weight and loading distribution. The
rotorcraft weights and center of gravity
limits required by sections 7.101 and 7.102
shall be included, together with the items of
equipment on which the empty weight is
based. Where the variety of possible load-
ing conditions warrants, instruction shall be
included to facilitate observance of the
limitations. . ' ’

(d) Flight creww. When a flight crew of
more than one is required, the number and
functions of the minimum flight crew deter-.
mined in accordance with section 7.717 shall
be described.

{(e) Type of operation. The type(s) of
operation(s) shall be listed for which the
rotorcraft and its equipment installations
have heen approved. (See sec, 7.718.)



CAM 7

(f) Limiting heighits. Sufficient informa-
tion shall be included to outline the limiting
heights and corresponding speeds for safe
Ianding after power failure. (Seesee, 7.715,)

(g) Unusable fuel. If the unusable fuel
supply in any tank exceeds one gallon or 5
percent of the tank capacity, whichever is
greater, warning shall be provided to indi-
cate to the flight personnel that the fuel
remaining in the tank when the qaantity in-
dicator reads zere cannot be used safely in
flight. (See sec. 7.421.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.) :

7.742 Operating procedures. The section
of the manual devoted to operating pro-
cedures shall contain information concern-
ing normal and emergency procedures and
other pertinent information peculiar to the
rotorcraft’s operating characteristics which
are necessary for safe operation. If ap-
plicable, the procedures to be followed in the
event of engine failure ineluding minimum
speeds, trim, operation of remaining engines,
ete., shall be deseribed.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7.743 Performance information.

(a) Category A; performance dala. A
summary of all performance data shall be
given, including performance data necessary
for the application of the operating rules of
this subchapter, together with descriptions
of the conditions, airspeeds, etc., under
which these data were determined. Inaddi-
tion, the information required by subpara-
graphs (1) through (3) of this paragraph
shall be included.

(1) Airspeeds. The indicated airspeeds
corresponding with those determined for
takeoff shall be listed together with the pro-
cedures to be followed in the event the criti-
cal engine becomes inoperative during take-
off (see sec. 7.742). Airspeed calibrations
shall be included. (See sec.7.612(a) (2) and
3).)
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(2) Autorofative landing technique.
Description of the techniques, associated air-
speed, and rates of descent for autorotative
landings shall be included. (See seec. 7.118
(b).) '

(3) Maximum allowable wind. Infor-
mation relative to the maximum allowable
wind for safe operation near the ground
shall be included. (See sec. 7.121(d).)

(b) Category B; performance informa-
tion. Information relative to the items of
performance set forth in subparagraphs (1)
through (5) of this paragraph, including any
additional performance data necessary for
the application of the operating rules of this
subchapter, shall be given.

(1) The iakeoff distance and the take-
off safety airspeed together with any perti-
nent information defining the flight path
with respect to the required autorotative
landing in the event of an engine fajlure, in-
cluding the calculated effect of altitude and
temperature. (See sec, 7.114.)

(2) The steady rates of climb and hover-
ing ceiling together with the corresponding
airspeeds and other pertinent information,
including the calculated effect of altitude
and temperature. (Seesecs.7.115 and 7.116.)

(3) The landing distance, appropriate
glide airspeed, and the type of landing sur-
face together with any pertinent information
which might affect this distance, including
the calculated effect of altitude and temper-
ature. (See secs. 7.117 and 7.118.) '

(4) Maximum wind allowable for safe
operation near the ground. (See see. 7.121
(d).)

(5) The airspeed calibrations.
7.612{a) (2), (3), and (4).)

{(New Part 7, 21 F.R. 8743, June 2, 1956, effective

Ang. 1, 1956; as amended by Amdt. 7-4, 24 F.R. 7074,
Sept. 1, 1959, effective Oct. 1, 1939.)

(See sec,

7.7144 Marking and placard information.
(See sec, 7.730.)

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)
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Rotorcraft Identification Data

7.750 [Identification plate. A fireproof
identification plate shall be securely at-
tached to the structure in an accessible loca-
tion where it will not likely be defaced dur-
ing normal service. The identification plate
shall not be placed in a location where it
might be expected to be destroyed or lost in
the event of an accident. The identification

30
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plate shall contain the identification data
required by section 1.50 of this subchapter.

(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Aug. 1, 1956.)

7951 [Identification marks. The nation-
ality and registration marks shall be per-
manently affixed in accordance with section
1.100 of this subchapter.

{(New Part 7, 21 F.R. 3743, June 2, 1956, effective
Ang. 1, 1956.)
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Appendix A

Special Civil Air Regulations
Which Affect Part 7
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SPECIAL CIVIL ATR REGULATION NO. SR-392C

Effective: Feb. 3, 1962
Adopted:  Jan. 30, 1962
Published: Feb. 3, 1962

{27 F.R. 1008)

Facilitation of Experiments With Exterior Lighting Systems

Special Civil Air Regulation No. SR-392B, adopied on February 25,
1957, permits experimentation with exterior lighting systems, which do
not comply with the standards preseribed in the Civil Air Regulations,
on aircraft with standard airworthiness certificates. Several conditions
are imposed to insure that the number of aircraft engaged in the experi-
ments is reasonably limited; that the experimental exterior lights are in
fact installed for bonafide experimentation; and that the results of such
experimentation become generally available. This special regunlation
expires on February 25, 1962.

In a notice of proposed rule making contained in Draft Release No.
61-27 and published in the Federal Register, December 23, 1961 (26 F.R.
12294), the Agency gave notice that it has under consideration the ter-
mination of SR-392B and requested comments from interested persons
concerning this mafter. In response to such request, the Agency has
received numerous reports, argtments and other evidence. However,
the volume of the comments received is such that there is not sufficient
time remaining to review and evaluate such comments prior to the ter-
mination of SR-392B. Therefore, in order to afford the Agency the
opportunity to fully consider all the relevant matter presented and to
take whatever additional rule making action that may be indicated, it
is necessary to extend the termination date of SR-392B to June 25, 1962.

Since this regulation continues in effect the provisions of the previous
regulation and imposes no additional burden upon any person, compliance
with the notice and public procedure provisions of the Administrative
Procedure Act is unnecessary and good canse exists for making this regu-
lation effective on less than 30 days’ notice.

In consideration of the foregoing, the following Special Civil Air
Regulation is adopted to become effective on February 3, 1962:

Contrary provisions of the Civil Air Regulations notwithstanding,
experimental exterior lighting equipment which does not comply with
the relevant specifications contained in the Civil Air Regulations may,
subject to the approval of the Administrator, be installed and used on
aireraft for the purpose of experimentation intended to improve exterior
lighting for a period not to exceed 6 months: Provided, That

(1) The Administrator may grant approval for additional periods
if he finds that the experiments can be reasonably expected to contribute
to improvements in exterior lighting ;
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{(2) Not more than 15 aircraft possessing a U.S. certificate of
airworthiness may have installed at any one time experimental exterior
lighting equipment of one basie type;

{3) The Administrator shall prescribe such conditions and limi-
tations as may be necessary to insure safety and avoid confusion in air
navigation;

(4) The person engaged in the operation of the aircraft shall
disclose publicly the deviafions of the exterior lighting from the relevant
specifications contained in the Civil Air Regulations at times and in a
manner prescribed by the Administrator; and

(5) Upon application for approval to conduct experimentation
with exterior lighting, the applicant shall advise the Administrator of the
specific purpose of the experiments to be conducted; and, at the conclusion
of the approved period of experimentation, he shall advise the Adminis-
trator of the detailed results thereof.

This regulation supersedes Special Civil Air Regulation No. SR-392B
and shall terminate June 25, 1962, unless sooner superseded or rescinded.
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SPECIAL CIVIL AIR REGULATION NO. SR-392D

Effective:  June 25, 1962
Adopted:  June 22, 1962
Published: June 26, 1962

(27 F.R. 5979)

Display of Experimental Exterior Lighting Systems
Approved for Use on Aircraft

Special Civil Air Regulation No. SR-392B, adopted on February 25,
1957, and superseded by SR-392C on February 3, 1962, permiited experi-
mentation with exterior lighting systems that did not eomply with the
standards preseribed in the Civil Air Regulations on aircraft with stand-
ard airworthiness certificates. Several conditions were imposed to insure
that the number of aircraft engaged in the experiments was reasonably
limited; that the experimental exterior lights were in fact installed for
bona fide experimentation; and that the results of such experimentation
became generally available.

In a notice of proposed rule making contained in Draft Release No.
61-27 and published in the Federal Register, December 23, 1961 (26 F.R.
12294), the Agency gave notice that it had under consideration the ter-
mination of SR-392B, which was then in effect, and requested comments
from interested persons. However, the nature of the comments received
was such that there was not sufficient time remaining, before the Feb-
ruary 25, 1962, termination date specified in SR-392B, for their proper
review and evaluation. To provide the time needed, the Agency adopted
SR-392C which superseded SR-392B without revision other than extension
of the tcrmination date from February 25, 1962, to June 25, 1962,

On April 3, 1962, the Agency convened a public conference (previ-
ously annonnced by a notice of conference dated February 12, 1962) to
give persons interested in SR-392C an opportunity to supplement their
written comments with oral presentations, to make additional evidence
available, and to participate in direct discussions wth government-indus-
try technical people in the aireraft lighting field.

From a sftudy of all comments made on the issue, those who
support the nefd for an extension of SR~392C conterd essentially as fol-
lows: (1) Experimental lighting systems now operating under SR-392C
are more effective than the system prescribed in the Civil Air Regulations;
(2) much money and time has been invested in the experiments, which
would be wasted if SR-392C were terminated: (3) extension would con-
tinue grass-roots cooperation between experienced FAA inspectors and
inventors, and stimulate inventive initiatives; (4) unrestrietive field test-
ing would insure reliability of new lighting equipment by exposing it to
actual service conditions; (5) a new lighting concept cannot attract
financing, or interest manufaeturing management, unless its sales poten-
tial is established by flight demonstrations to prospective customers;
and (6) there is no satisfactory alternative to extension of SR-392C.

{Rev. 11/1/62)
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After more than 10 years of experimentation under the provisions
of SR-392C and predecessor special regulations, the evidence support-
ing the contention that various experimental lighting systems surpass
the standard system now prescribed in the Civil Air Regulations remains
inconclusive. For the most part, reports submitted by experimenters
contain subjective evaluations of proposed systems without the use of
experimental controls to insure a valid basis for comparison. Tests and
studies conducted by the Navy Department and by the Agency’s National
Aviation Facilities Experimental Center have not corroborated the ad-
vantages claimed by private experimenters for their respective systems.

The experiments were no doubt expensive and time-consuming, but
the persons who undertook them did so voluntarily and with no assarance
of success. In any case, the costs incurred in such experiments do not
justify the indefinitely prolonged display of experimental lighting sys-
tems, since these systems necessarily introduce some degree of ambiguity
and confusion in night operations.

Termination of SR-392C would not prevent further lighting experi-
mentation since such experiments could still be performed under the
terms of an experimental airworthiness certificate. There appears tobeno
reason why cooperation between FAA inspectors and inventors would
necessarily diminish if further lighting experiments were conducted only
on that basis.

The point that unrestricted field testing insures reliability of ex-
perimental lighting equipment is largely irrelevant since the objective
of SR-392C was to facilitate experiments with new lighting concepts
rather than to achieve component reliability. Component technology is
nof in question; and, in any case, there is no evidence that unusual prob-
lems exist. Further, reliability can be attained to a large extent by
laboratory tests in a simulated environment, a practice which has worked
satisfactorily in the past, _

It may be true that the privileges granted by SR-392C (as opposed to
the generally more restrictive terms of experimental airworthiness cer-
tificates) make it easier to finance new lighting concepts, but similar
privileges are not granted to those who experiment with aircraft in other
ways. This preference for one class of experimenters over all other
classes has not been justified in terms of safety improvements achieved
to date.

Reasonable alternatives to SR-392C are, in fact, open to experiment-
ers. Experiments may be conducted under the terms of an experimental
airworthiness certificate; and the Agency’s well-equipped experimental
facilities, with trained personnel, are now available for cooperative evalua-
tion of new lighting concepts developed by inventors.

For these reasons, the Agency concludes that the arguments offered
in support of an extension of SR-392C are not persnasive; and SR-392C
will not be continued in effect beyond June 25, 1962. However, the Agency
believes that a reasonable transition period of not less than one year
should be established. This would permit 6 months for completion of
experiments begun before June 25, 1962, the maximum period of experi-
mentation permitted under SR-392C without special permission, and
would allow not less than an additional 6 months for airplane modifica-
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tions that may he necessitated by the termination of experimentation
hereunder.

The various experiments which were conducted under the provisions
of SR-392C and predecessor special regulations, although inconclusive,
have, nevertheless, helped to crytallize the Agency’s position on the need
for revisions of the currently effective exterior lighting regulations,
Therefore, a proposed rule concerning these requirements is under study
by the Agency. If rule making action is initiated as a result of this
study, it may ultimately effect some of the details of the lighting systems
now required to be installed on airecraft. Moreover, if such rule making
action is initiated it may not be completed before December 25, 1962, In
such case, a reguirement £o accomplish the necessary modifications within
one year after the termination of SR-392C, i.e., by June 25, 1963, may not
provide the operator with a period of 6 months in which to accomplish the
modifications, if any, required by the regulation.

In order to permit an adequate transition period for the accomplish-
ment of any necessary modifications, this regulation permits the current
experimental lighting systems to be used until June 25, 1963, or 6 months
after completion of the proposed rule making action in regard to exterior
lighting systems, whichever date is later. If, however, the Agency finds
at the conclusion of its studies that rule making action will not be adopted
anh appropriate notice thereof will be issued and published in the Federal
Register. In such case this regulation also permits the experimental
lighting systems to be used until June 25, 1963, or 6 months after such
notice is published in the Federal Register, whichever date is later.

In consideration of the foregoing, the following Special Civil Air
Regulation is adopted to become effective on June 25, 1962:

Contrary provisions of the Civil Air Regulations notwithstanding,
experimental exterior lighting systems which do not not eomply with the
Civil Air Regulations, and which were instailed for the purposes of ex-
perimentation on aireraft with standard airworthiness certificates under
the provisions of SR-392B or SR-392C, may be displayed until:

(1) 6 months after the date of publication in the Federal Register
of either
(i} revised standards adopied by the Agency for exterior lighting
systems, or
{ii) a notice that rule making action to revise such standards
will not be adopted by the Agency; or
(2) June 25, 1963, if later than that specified in paragraph (1).
This Special Civil Air Regulation shall remain in effect until super-
seded or rescinded.
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. SPECIAL CIVIL AIR REGULATION NO. SR-425C

Effective: June 6, 1961

Adopted: May 31, 1961

Published: June 6, 1961
{26 F.R. 4990)

Provisional Certification and Operation of Aircraft

Special Civil Air Regulation No. SR-425A was adopted on July 22,
1958, to provide for provisional certification of turbine-powered transport
category airplanes in order to permit certain air carriers and manufae-
turers to conduct crew training, service testing, and simulated air earrier
operations prior to introduction of the airplanes into commercial service.
The objective of this regulation was to provide a means whereby the air
carriers and manufacturers could obtain as much experience as possible
with turbine-powered airplanes which, although safe for flight, had not
been approved for the issuance of a type certificate.

Special Civil Air Regulation No. SR-425B, which superseded
SR—425A, was adopted on April 7, 1960, to extend the application of the
regulation to: (1) piston-engine tramnsport category aircraft, including
rotorcraft; and (2) personal and executive type aircraft, including
rotorcrafi, irrespective of powerplant type. In addition, this regulation
permitted operations such as sales demonstrations and market surveys
with aireraft having a provisional type and airworthiness certificate.

To accomplish this, SR—425B provided for, among other things, the
issuance of two classes of provisional type and airworthiness certificates.
Class I provisional and airworthiness certificates could be issued for all
types of aircraft for operation by the aircraft manufacturer. Class II
provisional type and airwerthiness certificates could be issued only for
transport category aircraft, but these aircraft could be operated by
either the aircraft manufacturer or a certificated air carrier. In gen-
eral, the requirements for the issuance of Class I provisional certificates
were less stringent, and the operating limitations less confining, than
those for the isswance of Class II provisional certificates.

Under the provisions of SR-425B, however, eligibility to apply for
Class I provisional certificates was limited to aircraft manufacturers.
A recommendation that this eligibility be extended to include engine
manufacturers had been evaluated by the Agency prior to the adoption
of SR-425B, but rule making action on such extension was deferred until
additional experience with provisional certification could be acquired.

Experience accumulated since the adoption of SR-425B has indicated
that it would be practicable for engine manufacturers, who have altered
a type certificated aircraft by installing type certificated engines of their
own manufacture in place of the original engines, to show compliance
with the currently effective requirements for issuance of Class I provi-
sional type and provisional airworthiness certificates; and that compli-
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ance with these requirements will insure safe operation of provisionally
certificated aircraft by such engine manufacturers. Further, the Agency
believes that operations conducted by engine manufacturers under the
terms of Class I provisional certificates, for the purpose of sales demon-
strations, market surveys, and other similar activities related to the sale
of their engines, would contribute to the promotion and development
of civil aeronautics in the United States.

SR-425B is therefore being superseded by SR-425C to permit certain
engine manufacturers to apply for Class I provisional type and provi-
sional airworthiness certificates if they have applied for the issuance of
a supplemental type certificate.

Since this is a superseding regulation which relieves restrictions and
imposes no additional burden on any person, notice and public procedures
hereon are unnecessary, and this regulation may be made effeciive on less
than 30 days’ notice.

In consideration of the foregoing, the following Special Civil Air
Regulation is adopted to become effective June 6, 1961:

GENERAL

1. Applicability. Contrary provisions of the Civil Air Regulations
notwithstanding, provisional type and airworthiness certificates, amend-
ments to provisional type certificates, and provisional amendments to
type certificates, will be issued as prescribed in this regulation to a
manufacturer or an air carrier. As used in this regulation, a manufac-
turer shall mean only a manufacturer who is a citizen of the United
States; and the term air carrier shall not include an air taxi operator.

2, Eligibility. ' .

{a) A manufacturer of aircraft manufactured by him within
the United States may apply for Class I or Class IT provisional type
and provisional airworthiness certificates, for amendments to provi-
sional type certificates held by him, and for provisional amendments to
type certificates held by him. '

{b) An air carrier holding an air carrier operating certificate
authorizing him to conduct operations under Parts 40, 41, 42, or 46 of
the Civil Air Regulations may apply for Class II provisional airworthi-
ness certificates for transport category aircraft which meet the condi-
tions of either subparagraphs (1) or (2) of this paragraph.

(1) The aircraft has a currenily valid Class II provisional
type certificate or an amendment thereto;

{2) The aireraf{ has a currently valid provisional amendment
to a type certificate which was preceded by a corresponding Class II
provisional type certificate. '

{¢) An engine manuafacturer who has altered a type certifi-
cated aireraft by installing different type certificated engines, manufae-
tured by him within the United States, in place of the original engines,
may apply for Class I provisional type and provisional airworthiness
certificates for such aircraft, and for amendments to Class I provisional
type certificates held by him, if the basic aircraft, before alteration was
type certificated in the normal, utility, acrobatic, or transport category.
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3. Application, .

(a) General. Applications for provisional type and airworthi-
ness certificates, for amendments to provisional {ype certificates, and for
provisional amendments to type certificates, shall be submitted to the
Chief, Flight Standards Division, FAA, of the Regional Office in which
the manufacturer or air carrier is located and shall be accompamed by
the pertinent information specified in this regulation.

4. Duration. Unless sooner surrendered, superseded, revoked, or
otherwise terminated, certificates and amendments thereto, shall have
periods of duration in accordance with paragraphs (a) through (f) of
this section.

(a) A Class I provisional type certificate shall remain in effect
for 24 months after the date of its issuance or until the date of issuance
of the corresponding type or supplemental type certificate, whichever
occurs first.

(b) A Class I provisional type certificate shall expire immedi-
ately upon issuance of a Class IT provisional type certificate for aircraft
of the same type design.

(¢) A Class II provisional type certificate shall remain in
effect for 6 months after the date of its issuance or 60 days after the
date of issuance of the corresponding type certificate, Whlchever 0CCUrs
first.

(d) An amendment to a Class I or a Class II provisional type
certificate shall remain in effect for the duration of the corresponding
provisional type certificate.

(e) A provisional amendment to a type certificate shall remain
in effect for 6 months after its approval or until the amendment to the
type certificate is approved, whichever occurs first.

(f) Provisional airworthiness certificates shall remain in
effect for the duration of the corresponding provisional type certificate,
amendment to a provisional type certificate, or a provisional amendment
to the type certificate, '

5. Transferability of certificates. Certificates issued pursuant to
this regulation are not transferable except that a Class II provisional
airworthiness certificate may be transferred to an air carrier eligible to
apply for such certificate under section 2 of this regulation.

6. Display of certificates and markings. A provisional airworthi-
ness certificate shall be prominently displayed in the aircraft for which
it is issued. The words “Provisional Airworthiness” shall be painted in
Ietters not Iess than 2 inches high on the exterior of such aircraft adja-
cent to each entrance to the cabin and cockpit of the aircraft.

REQUIREMENTS FOR ISSUANCE

7. Class I provisional type certificates. A Class 1 provisional
type certificate and amendments thereto will be issued for a particular
type design when the eligible aircraft or engine manufacturer shows
compliance with the provisions of paragraphs (a) through (f) of this
section, and an authonzed representative of the Administrator finds, on
the basis of information submitted to him by the manufacturer in com-
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pliance with the provisions of this section and of other relevant infor-
mation, that there is no feature, characteristie, or condition which would
render the aircraftf unsafe when operated in accordance with the limita-
tions established in paragraph (d) of this section and in section 13 of
this regulation.

{(a) The manufacturer has applied for the issuance of a type
or supplemental type certificate for the aireraft.

{(b) The manufacturer certifies that the aireraft has met the
provisions of subparagraphs (1) threugh (3) of this paragraph.

(1) The aircraft has been designed and constructed in
accordance with the airworthiness requirements applicable to the issu-
ance of the type or supplemental type certificate for the airveraft;

(2) The aireraft substantially complies with the applicable
flight characteristics requirements for the fype or supplemental type
certificate;

(3) The aireraft can be overated safely under the appropri-
ate operating limitations specified in this regulation.

{(¢) The manufacturer has submitted a report showing that the
aircraft had been flown in all maneavers necessary to show compliance
with the flight requirements for the issuance of the type or supplemental
type certificate and to establish that the aireraft can be operated safely
in accordance with the limitations specified in this regulation.

(d) The manufacturer has established limitations with respect
to weights, speeds, flight maneuvers, loading, operation of controls and
equipment, and 21l other relevant factors. The limitations shall include
all the limitations required for the issvanee of a type or supplemental
type certificate for the aircraft: Provided, That, where such limitations
have not been established, appropriate restrictions on the operation of
the aircraft shall be established.

(e} The manufacturer has established an inspection and main-
tenance program for the eontinued airworthiness of the aireraft.

(f) A prototype aircraft has been flown by the manufacturer
for at least 50 hours pursuant to the authority-of an experimental cer-
tificate issued under Part 1 of the Civil Air Regulations or under the
auspices of a United States military service: Provided, That the number
of flizht hours may be redueced by the autherized representative of the
Administrator in the case of an amendment to a prevxsioml type
certificate.

8. Class I provisional airworthiness certzficates Except as pro-
vided in section 12 of this regulation, a Class I provisional airwerthiness
certificate will be issued for an aircraft, for which a Class I provisional
type certificate is in effect, when the eligible aireraft or engine manufac-
turer shows compliance with the provisions of paragraphs (a) through
{d) of this section, and an authorized representative of the Administrator
finds that there is no feature, characteristic, or condition of the aireraft
which would render the aireraft unsafe when operated in accordance with
the limitations established in sections 7(d) and 13 of this regulation.

{(a) The manufacturer is the holder of the provisional type
certificate for the aireraft,

CAM 7



CAM 7

641128—62

APPENDIX A

(b) The manufacturer submits a statement that the aircraft
conforms to the type design corresponding with the provisional type
certificate and has been found by him to be in safe operating condition
under the applicable limitations.

(¢) The aircraft has been flown at least 5 hours by the manu-
facturer.

(d) The aircraft has been supplied with a provisional aircraft
flight manual or other document and appropriate placards containing
the limitations required by sections 7{d) and 13 of this regulation.

9. Class Il provisional type certificates. A Class II provisional
type certificate and amendments thereto will be issued for a particular
transport category type design when the manufacturer of the aircraft
shows compliance with the provisions of paragraphs (a) through (h) of
this section, and an authorized representative of the Administrator
finds, on the basis of information submitted to him by the manufacturer
in compliance with the provisions of this section and of other relevant
information, that there is no feature, characteristic, or condition which
would render the aircraft unsafe.when operated in accordance with the
limitations established in paragraph (f) of this section and in sections 13
and 14 of this regulation.

{a) The manufacturer has applied for the issuance of a trans-
port category type certificate for the aircraft.

(b) The manufacturer holds a type certificate and a currently
effective production certificate for at least one other aircraft in the
same transport category as the subject aireraft.

(¢) The Agency’s official flight test program with respect to
the issuance of a type certificate for the aircraft is in progress.

(d) The manufacturer certifies that the aircraft has met the
provisions of subparagraphs (1) through (3) of this paragraph.

(1) The aircraft has been designed and constructed in
accordance with the airworthiness requirements applicable to the issu-
ance of the type certificate for the aircraft;

(2) The aircraft substantially complies with the applicable
flight characteristics requirements for the type certificate;

(3) The aircraft can be operated safely under the appropri-
ate operating limitations specified in this regulation.

(e) The manufacturer has submitted a report showing that the
aircraft had been flown in all maneuvers necessary to show compliance
with the flight requirements for the issuance of the type certificate and
to establish that the aircraft can be operated safely in accordance with
the limitations specified in this regulation.

(f} The manufacturer has prepared a provisional aircraft
flight manual which includes limitations with respect to weights, speeds,
flight maneuvers, loading, operation of controls and eqguipment, and all
other relevant factors. The limitations shall include all the limita-
tions required for the issuance of a type certificate for the aircraft:
Provided, That, where such limitations have not been established, the
provisional flight manual shall contain appropriate restrictions on the
operation of the aircraft.

T
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(g) The manufacturer has established an inspection and main-
tenance program for the continued airworthiness of the aircraft.

(h) A prototype aircraft has been flown by the manufacturer
for at least 160 hours pursuant to the authority of either an experimental
certificate issued under Part 1 of the Civil Air Regulations or a Class I
provisional airworthiness certificate: Provided, That the number of flight
hours may be reduced by the authorized representative of the Adminis-
trator in the case of an amendment to a provisional type certificate.

10. Class Il provisional airworthiness certificates, Except as pro-
vided in section 12 of this regulation, a Class II provisional airworthi-
ness certificate will be issued for an aircraft, for which a Class II provi-
sional type certificate is in effect, when the applicant shows compliance
with the provisions of paragraphs (a) through (e) of this section, and
an authorized representative of the Administrator finds that there is no
feature, characteristic, or condition of the aircraft which would render
the aireraft unsafe when operated in accordance with the limitations
established in sections 9(f), 13, and 14 of this regulation.

{a) The applicant submits evidence that a Class II provisional
type certificate for the aircraft has been issued to the manufacturer.

{(b) The applicant submits a statement by the manufacturer
that the aircraft has been manufactured under a quality control system
adequate to insure that the aireraft conforms to the type design corre-
sponding with the provisional type certificate.

{¢) The applicant submits a statement that the aircraft has
been found by him to be in a safe operating condition under the apphi-
cable limitations.

(@) The applicant submits a statement that the aireraff has
been flown at least 5 hours by the manufaecturer.

(e) The aircraft has been supplied with a provisional aircraft
flicht manual containing the limitations required by gections 9(f), 13,
and 14 of this regulation,

11. Provisional amendmenis to type certificate. A provisional
amendment to a type certificate will be approved when the manufacfurer
of the type certificated aircraft shows compliance with the provisions of
paragraphs (a) through (g) of this section, and an authorized represen-
tative of the Administrator finds, on the basis of information submitted
to him by the manufacturer in compliance with the provisions of this
section and of other relevant information, that there is no feature,
characteristic, or condition which would render the aircraft unsafe when
operated in accordance with the limitations established in paragraph (e)
of this section, and section 13 and, if applicable, section 14 of this regu-
lation.

(a) The manufacturer has applied for. an amendment to the
type certificate.

(b) The Agency’s official flight test program with respect to
the amendment of the type certificate is in progress.

(c) The manufacturer certifies that the aireraft has met the
provisions of subparagraphs (1) through (3) of this paragraph.
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(1) The modifieation involved in the amendment to the type
certificate has been designed and constructed in accordance with the
airworthiness requirements applicable to the issuance of the type certifi-
cate for the aircraft;

{2) The aircraft substantially complies with the applicable
flight characteristics requirements for the type certificate;

(3) The aircraft can be operated safely under the appropri-
ate operating limitations specified in this regulation.

(d) The manufacturer has submitted a report showing that
the aircraft incorporating the modifications involved had been flown in
all maneuvers necessary to show compliance with the flight require-
ments applicable to these modifications and to establish that the aireraft
can be operated safely in accordance with the limitations specified in
this regulation.

(e) The manufacturer has established, in a provisional aircraft
flight manual or other document and appropriate placards, limitations
with respect to weights, speeds, flicht maneuvers, loading, operation of
controls and equipment, and all other relevant factors. The limitations
shall include all the limitations required for the issuance of a type cer-
tificate for the aireraft: Provided, That, where such limitations have not
been established, appropriate restrictions on the operation of the air-
craft shall be established.

(f} The manufacturer has established an inspeetion and main-
tenance program for the continued airworthiness of the aircraft.

(g) An aircraft modified in accordance with the correspond-
ing amendment to the type certificate has been flown by the manufac-
turer for the number of hours found necessary by the authorized repre-
sentafive of the Administrator, such flights having been conducted pur-
suant to the authority of an experimental certificate issued under Part 1
of the Civil Air Regulations.

12. Provisional airworthiness certificates corresponding with pro-
visional amendment to type certificate. A Class I or a Class II provi-
sional airworthiness certificate, as specified in section 2 of this regulation,
will be issued for an aircraft, for which a provisional amendment to
the type certificate has been issued, when the applicant shows compliance
with the provisions of paragraphs (a) through (e) of this section, and
an authorized representative of the Administrater finds that there is no
feature, characteristic, or condition of the aircraft, as modified in accord-
ance with the provisionally amended type certificate, which would render
the aircraft unsafe when operated in accordance with the limitations
established in sections 11(e) and 13 and, if applicable, section 14 of this
regulation. - ' ,

(a) The applicant submits evidence that approval has been
obtained for the relevant provisional amendment to the type certificate
for the aireraft.

(b) The applicant submits evidence that the modification to
the aireraft was accomplished under a quality control system adequate
to insure that the modification conforms to the provisionally amended
type certificate.
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(c) The applicant submits a statement that the aireraft has
been found by him to be in a safe operating condition under the appli-
cable limitations.

(d) The applicant submits a statement that the aircraft has
been flown at least 5 hours by the manufacturer.

(e} The aireraft has been supplied with a provisional aireraft
flight manual or other document and appropriate placards containing
the limitations required by sections 11(e) and 13 and, if applicable,
section 14 of this regulation.

OPERATING LIMITATIONS

13. Operation of provisionglly certificated aircraft. An aircraft
for which a provisional airworthiness certificate has been issued shall
be operated only by a person eligible to apply for a provisional airworthi-
ness certificate in accordance with seetion 2 of this regulation. Opera-
tions shall be in compliance with paragraphs (a) through (j) of this
section, ‘

{(a) The aireraft shall not be operated in air transportation
unless so authorized in a particular case by the Director, Bureau of
Flight Standards.

{b) Operations shall be restricted to the United States, its
Territories and possessions.

(¢) The aircraft shall be limited to the types of operations
listed in subparagraphs (1) through (7) of this paragraph.

(1) Flights conducted by the aircraft or engine manufac-
turer in direct conjunction with the type or supplemental type certifica-
tion ef the aireraft;

{2) Training of flight crews, including simulated air carrier
operations;

(3) Demonstration flights conducted by the manufacturer
for prospective purchasers;

(4) Market surveys by the manufacturer;

(5) Flight checking of instruments, accessories, and equip-
ment, the functioning of which does not adversely affect the basic air-
worthiness of the aireraft;

{6) Service testing of the aircraft; :

(7) Such additional operations as may be specifically author-
ized by the authorized representative of the Administrator.

(d) All operations shall be conducted within the prescribed
limitations displayed in the aircraft or set forth in the provisional air-
eraft flight manual or other document containing the limitations for the
safe operation of the aircraft: Provided, That operations conducted in
direct conjunction with the type or supplemental type certification of
the aireraft shall be subject to the experimental airerafi limitations of
seetion 1.74 of Part 1 of the Civil Air Regulations, and all “flight tests”
as defined in section 60.60 of the Civil Air Regulations shall be conducted
in accordance with the requirements of section 60.24 of that part.

(e) The operator shall establish procedures for the use and
guidance of flight and ground personnel in the conduct of operations
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under this section. Specific procedures shall be established for opera-
tions from and into airports where the runways require takeoffs or
approaches over populated areas. All procedures shall be approved by
an authorized representative of the Administrator. All operations shall
be conducted in accordance with such approved procedures.

(f) The operator shall insure that each flight crewmember is
properly certificated and possesses adequate knowledge of, and familiar-
ity with, the aireraft and the procedures to be used by him.

(g) The aircraft shall be maintained in accordance with appli-
cable Civil Air Regulations, with the inspection and maintenance program
established in accordance with this regulation, and with any special
inspections and maintenance conditions prescribed by an authorized
representative of the Administrator.

(h) No aircraft shall be operated under authority of a provi-
sional airworthiness certificate if the manufacfurer or the authorized
representative of the Administrator determines that a change in design,
construction, or operation is necessary to insure safe operation, until
such change is made and approved by the authorized representative of
the Administrator. Section 1.24 of Part 1 of the Civil Air Regulations
shall be applicable to operations under this section.

(i) Only those persons who have a bona fide interest in the
operations permifted under this section or who are specifically author-
ized by both the manufacturer and the authorized representative of the
Administrator may be carried in provisionally certificated aircraft:
Provided, That they have been advised by the operator of the provisional
certification status of the aireraft.

(7)) The authorized representative of the Administrator may
prescribe such additional limitations or procedures as he finds necessary.
This shall include limitations on the number of persons who may bhe
carried aboard the aircraft.

14. Additional limitations to operations by air carriers. In addi-
tion to the limitations in section 13 of this regulation, operations by air
carriers shall be subject to the provisions of paragraphs (a) through (d)
of this section.

(a) In addition to crewmembers, the aircraft may carry only
those persons who are listed in section 40.356(c) of Part 40 of the Civil
Air Regulations or who are specifically authorized by both the air car-
rier and the authorized representative of the Administrator.

(b) The air carrier shall maintain current records for each
flight crewmember. These records shall include such information as is
necessary to show that each flight crewmember is properly trained and
qualified to perform his assigned duties.

(¢) The appropriate instructor, supervisor, or check airman
shall certify to the proficiency of each flight crewmember and such cer-
tification shall become a part of the flight crewmember’s record.

(d) A log of all flights conducted under this regulation, and
accurate and complete records of inspections made and mainfenance
accomplished, shall be kept by the air carrier and made available to the
mantcTacturer and to an authorized representative of the Administrator.
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15. Other operations. The Director, Bureau of Flight Standards,
may credit toward the aircraft proving lest requirements of the appli-
cable air carrier regulations such operations conducted pursuaant to this
special regulation as he finds have met the applicable aircraft proving
test requirements: Provided, That he also finds that there is no signifi-
cant difference between the provisionally certificated aircraft and the air-
craft for which application is made for operation pursuant to an air
carrier operating certificate.

CERTIFICATES ISSUED UNDER SR-425A AND SR-425B

16. Duration. Currently valid provisional type and airworthiness
certificates issued in accordance with Special Civil Air Regulations Nos.
SR-425A and SR-425B shall remain in effect for the durations and
under the conditions presecribed in those regunlations.

This special regulation supersedes Special Civil Air Regulation
No. SR-425B and shall ferminate on June 30, 1963, unless sooner super-
seded, rescinded, or otherwise terminated.
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Preambles of Amendments to Civil Air Regulations Part 7

NOTE

Part 7 of the Civil Air Regulations was adopted by the Civil Aeronau-
tics Board on May 25, 1956, to become effective on Augnst 1, 1956, The
preamble of the new part, and the preambles of amendments thereto, are
given in the attached pages.
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New Part 7

Rotorcraft Airworthiness; Transport Adopted:  May 25, 1956
Categories Effective:  Aug. 1, 1956
Published: June 2, 1956

(21 F.R. 3743)

Until the present time, all of the effective airworthiness requirements for rotorcraft
were contained in Part 6 of the Civil Air Regulations. These requirements were based
mainly upon experience with rotorcraft of relatively small size, and very little distinction
was made between large and small rotorcraft or between rotorcraft intended for general
and air carrier service.

Since the adoption of Part 6 the size and complexity of rotorcraft equipment have
grown, and with each new design development in this field an attempt was made to
accommodate the changes within the framework of Part 6. This became more difficuit
to do because when catering to the larger and more complicated rotorcraft the airworthiness
provisions for smaller, more basic, rotorcraft became unnecessarily complex. Therefore,
it has become apparent that the existing regulations in Part 6 are not suitable for the
certification requirements applicable to both large and small rotorcraft and rotorcraft to
be utilized in the transport category class require a set of provisions peculiar to their needs.

In recognition of this gitnation, the Board, in recent years, has conducted studies with
the view to establishing airworthiness requirements for large rotoreraft which are intended
to be used in air carrier service, These studies have resulted in a categorization of rotor-
craft with corresponding airworthiness requirements. The three categories being estab-
lished are the “Normal Category” for rotorcraft of 6,000 pounds or less maximum weight,
“Trgnsport Category A" for multiengine rotorcraft of unlimited weight, and “Transport
Category B” for single or multiengine rotorcraft of 20,000 pounds or less maXimum weight.
Rotoreraft certificated in either of the transport categories will be eligible for operations
in either scheduled or irregular passenger or eargo service.

Concurrently with the adoption of this new Part 7, the Board is adopting amendments
to Part 6 of the Civil Air Regulations which make the part applicable to small rotorcraft
in the normal category and which simplify and clarify the requirements for certification
of such rotorcraft.

In the development of Part 7, consideration was given to the problem of whether
gpecific airworthiness requirements for large rotorcraft should he adopted prior to obtaining
significant operating experience in such rotorcraft types, or whether the considerations of
the design of large transport category rotorcraft fequired an early determination of at
least the broad objective standards for certification of such large rotoreraft. It is to be
desired, and it is the Board’s general policy, to have the benpefit of experience in advance
of adoption of regulations. However, much can be gained by initially establishing broad
objective standards and giving the Administrator wide discretion in approving features
of desigh which were not anticipated. Therefore, the Board considers it desirable to
promulgate such standards at this time in the belief that safe operations are most assured
where basic standards have been established.

After determining that the provisions of Part 6 were not suitable for the certification
of large multiengine transport category rotorcrafi, and after completion of the afore-
mentioned studies, a notice of proposed rule making (20 F.R. 3114) was circulated as
Civil Air Regulation Draft Release No. 55-11 to solicit comment on the proposed categori-
zation of rotoreraft.

Comments received on the subject were almost universally favorable to the Board's
adopting objective standards immediately so that the design and construction of large
rotoreraft could proceed under some pattern of uniformity. The comment of one irdustry

P-3



P4

ADDENDUM

observer, however, while acknowledging that experience gained with transport category
airplanes could provide guideposts for developing regulations for rotoreraft airworthiness
in areas such as structures, design, and construction, nevertheless, expressed reservation
as to whether performance requirements could be prepared on the same basis since there
was insufficient operational experience with the types of rotorcraft envisaged in the
transport-category classes.

In recognition of this valid comment, and because the Board does not intend to limit
novel design features or operating techniques which may prove advantageous, the per-
formance specifications in this part are dmited in general to reguirernents for the scheduling
of performance data. There are included, however, two quantitative requirements: One
is the minimum one-engine-inoperative climb for Transport Category A rotorcraft; and
the other, a minimum hovering ceiling for Transport Category B rotorcraft. These climb
requirements are expressed in terms of rates of climb. Among the comments received on
the proposal were recommendations that these minima be expressed in terms of gradient of
climb, While this recommendation has substantial merit, it is considered advisable to
retain the more familiar expression for the present and to study the matter at the next
Annual Airworthiness Review, since consideration of factors of minimum speed or accelera-
tion may be necessary. It is considered that for the time being the two quantitative require-
ments are reasonable minima. However, in order to define more fully the level of
performance for the rotorcraft, it will be necessary to implement the performance data
scheduled under this part with operating limitations relating to the measured performance
of the rotorcraft, the dimensions of the heliport used, the adjacent obstacles, and the
routes traversed. Because it is congidered desirable to obtain experience in the operation
of transport category rotorcraft before establishing by regulation specific operating limi-
tations, it is contemplated that in the interim., for air carrier operations and for other
operations over highly congested areas, the Administrator will determine that the opera-
tions in question are limited in such -z manner as to assure a safe operafion. Performance
operating limitations will, however, be developed and included in the Civil Air Regulaticns
as rapidly as the state of the art permits. )

In considering this part, 2 maximum weight Imitation had to be established for
Transport Category B rotoreraft. The limit set in the notice of proposed rule making was
17,500 pounds. Thig limit has been raised to 20,000 pounds upon advice that some manu-
facturers now have design studies for single-engine rotoreraft which are expected to go
over 17,500 pounds. This weight limit appears adequate to assure safety to all Transport
Category B rotorcraft and is sufficiently high to include all reported single-engine designs
now being developed by the manufacturers.

Another important probléem to which the Board gave particular consideration is that
of fire protection for structures, controls, and other components of the rotercraft. 'The
fire protection requirements for Transport Category A rotorcrait are intended to permit
extinguishment of a fire and the continuation of the flight to a suitable airport. The
Category B requirements, on the other hand, are intended to protect the rotorcraft and
its occupants during an immediate descent and landing. The difference in the requirements
is congidered consistent with the approach taken with regpect to the performance require-
ments applicable to each category.

The issue of appropriate maneuvering load factors for maneuvering conditiong (strue-
tural requirements) is of significance. The manenvering load factors included are the
3.5 positive and 1.0 negative, which are the same as in Part 6. The values are unchanged
due to lack of substantiation of other values: however, beeause certain comments ques-
tioned the necessity for such high values for transport rotorcra®t, -this is being made a
matter for further study.

Interested persons have been afforded an opportunity to participate in the making of
this part (20 F.B. 3114), and due consideration has been given to all relevant matter
presented.
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Amendment 7-1

Position and Anticollision Light Adopted:  Feb. 25, 1957
Requirements Effective:  Apr. 1, 1957
Published: Mar. 1, 1957

(22 F.R. 1275)

The contim_ling increase in air traffic density and the advent of airplanes capable of
appreciably higher speeds than heretofore attained demand further improvement in the ex-
terior lighting of aireraft. The presently effective regulations in Part 7 of the Civil Air
Regulations require an approved anticollision Hght and, in addition, require the installation
of a flasher unit in the position light system.

The presently effective specifications for anticollision lights were established a few
years agoe. They were based upon conclusions reached from experimentation and studies
conducied by both industry and government. The use on a relatively large number of
aircraft of lights conforming to these specifications has revealed the need for further
modification. Furthermore, during the past year or so experimentation has led to the de-
velopment of condenser-discharge type lights which appear to have certain advantageous
features. The inherent characteristics of such lights, however, do not permit compliance
with certain of the present specifications. The Board considers that both incandescent and
eondenser-discharge lights have sufficient advantages to permit their use, provided that
the design features essential in an effective anticollision light system are incorporated.
Accordingly, section 7.637 is being amended teo include new specifications which establish
in more detail the essential features of an anticollision light and which ai the same time
are sufficiently broad to permit the use of new lights currently under development, These
specifications will aitord coverage of all vital areas arcund the rotorcraft with due con-
sideration to the physical configuration and flight characteristies of the rotorcraft.

Experience with anticollision lights has shown that the relatively high intensity of
these lights may have a deleterious effect on the visibility of the position lights, particularly
if the latter are flashing. Apparently the flashing of forward and rear position lights, the
fuselage lights, and the anticollision lights is conducive to confusion ag regards the direction
of flight, Tests have shown that with the presently used system the clearest indication is
obtained when, in addition to the flasking anticollision light, the lighting system is limited
to two forward lights and a white rear light, and when these three position ligh§s are on
steady. In view of the foregoing, the provisionsg of section 7.682 which require fuselage
lights, red tail light, and the flasher are being deleted. Concurrently with this amend-
ment, Part 40 of the Civil Air Regulations is being amended to delete the provision for
flashing position lights.

These new specifications for anticollision and position lights will be applicabie to all
transport category rotorcraft for which application for type certification is made after the
effective date of this amendment. However, the new lighting systern may be installed on
current rotoreraft on a voluntary basis, .

It is considered that these new requirements set forth necessary and suficient condi-
tions for anticollision light systems to provide a reasonable level of safety. However, since
these requirements entail more conditions than have been required in the past, experience
with them on individual rotorcraft might indieate the need for future revisions, particularly
with respect toblight intensities and coverage. Further, as current research and develop-
ment programs progress, the guestion of color of the light might need re-evaluation. The
Board will consider any necessary changes as might be indicated by future developments.

Interested persons have been aifforded an opportunity to participate in the making of
this amendment (21 F.R. 3338), and due consideration has been given to all relevant
matter presented.

Amendment made changes in sections 7.632 and 7.637, and figure 7~1; added
figure 7-4; and deleted section 7.634(c).
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Amendment 7-2

Miscellaneous Amendments Resulting Adopted:  Apr. 15, 1958
From the 1957 Annual Airworthiness Effective: =~ May 17, 1958
Review Published: Apr. 19, 1958

(23 F.R. 2592)

There are contained herein amendments with respect to various issues stemming from
the 1957 Annual Airworthiness Review.

The most significant of these amendments deal with the flight requirements. Among
these ig included an amendment to section 7.103(a) to eliminate the requirement for the
installation of a rotor high-pitch stop when it is found that such a stop is unnecessary due
to the inherent characteristies of the rotorcraft.

The powerplant and structural fire protection requirements of Part 7 applicable to Cate-
gory B rotorcraft were designed to protect the rotorcraft for 5 minutes in the event of a
powerplant fire. On the other hand, the regulations applicahle to Category A rotorcraft
were designed to give protection from powerplant fires for a sufficient time to permit
continued operation to a landing area. Paragraphs (¢) of section 7.111 and (@) of section
7.118 contain options for multiengine Categery B rotoreraft which permit them to be certifi-
cated under the Category A rotorcraft requirements of these sections when, among other
things, the fire protection requirements for Category A rotorcraft are met. This permits
the establishment of limiting heights and speeds for safe landing following the failure of
only one engine rather than with complete power loss, and the demonstration of an autoro-
tative landing rather than determining the autorotative landing distances. There are
contained herein amendments to the aforementioned sections which delete the reguirement
that multiengine Category B rotorcraft meet the fire protection requirements applicable to
Category A rotorcraft when these options are exercised. It is reguired that the Adminis-
trator establish emergency procedures to be followed in the event of a powerplant fire, and
these procedures are required to be included in the Airplane Flight Manual for Category
B rotorcraft. Such procedures normally entail the execution of an immediate landing.
In applying operating limitations to such rotorcraft, it is the Board’s understanding that
the Administrator will require an immediate landing in the event of fire while in flight.

The takeoff provisions of Part 7 require the establishment of a eritical decision point
for Category A rotorcraft, at which point the rotorcraft is required to have attained the
takeoff safety speed necessary to comply with the climb requirements at that point as well
a8 to be able to be stopped safely following the engine failure at the critical decizsion point,
Section 7.114(a) {2) is being amended to permit the rotoreraft to be at a speed less than the
takeoff safety speed at the critical decision point and, after failure of the critical engine at
that point, permit continued acceleration so that at the end of the rejected takeoff distance a
speed of not less than the takeoff safety speed is attained.

A significant addition to the regwlations is included with respect to section 7.401. This
section is being amended to require a means of protection against cooling fan blade failures.
This amendment permits alternative means of compliance either by containment of the
blades in the event of failure or by designing the fan so that it will not fail as a result of
engine overspeed.

‘When this part was originally promulgated the rotorcraft operating limitations with re-
spect to night and instrument flight were included in section 7.120. These limitations are
now being placed in section 7.20 with minor editorial changes. The Board appreciates
that the development of antomatic stabilization devices has progressed rapidly and that the
limitations contained herein might be unduly conservative in respect of certain rotorcraft.
The Board is, therefore, prepared to reconsider these limitations during future annual
airworthiness reviews.

In addition to the aforementioned changes, there are a number of relatively minor
amendments dealihg with definitions and flight requirements.

Interested persons have been afforded an opportunity to participate in the making of
thizs amendment (22 F.R. 9116), and due congideration has been given to all relevant matter
presented.
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Amendment made the following changes:
(1) Amended sections 7.1, 7.103(a), 7.111{c), 7.114(a), 7.115 (a) and (b),
7.118 (b), (c), and (d), 7.120(¢), 7.123(b), and 7.131; and
(2) Added sections 7.20(c) and 7.401 (d) and (e).

Amendment 7-3

Correction of Amendment 7-2 Adopted:  May 16, 1958

Effective: May 17, 1958

Published: May 22, 1958

(23 F.R. 3514)

Civil Air Regulations Amendment 7-2 contained inadvertent editorial errors in sec-
tions 7.103(a) and 7118(b).

Since this regulation corrects errors, is minor in nature, and imposes no additional
burden on any person, notice and public procedure hereon are unnecessary.

Amendment corrected sections 7.102(a) and 7.118(b).

Amendment 74
Miscellaneous Amendments Resulting From Adopted:  Aug. 24, 1959
the 1958 Annual Airworthiness Review Effective: Oct. 1, 1959

Published: Sept. 1, 1959
(24 F.R. 7074)

There are contained herein amendments as a result of the 1958 Annual Airworthiness
Review.

In the flight requirements, a revision to section 7.121 replaces the current requirement
for a demonstration of controllability after power failure at only one high speed condition
with a requirement for controllability after power fallure over the range of air speeds and
altitudes for which certification is sought. A revision to section 7.123, while still requiring
satisfactory controllability, permits a slight negative slope of the stick position versus speed
curve over the speed ranges prescribed.

A number of changes are being made with respect to the structural provisions. The re-
quirement for ground vibration tests previously set forth in sectiom 7.203 is being deleted.
This actien is based upon the conclusion that if any major component has s natural fre-
quency which would be significantly excited by some operating parameter, such a condition
would be revealed in the course of other ground and flight tests. The arbitrary design loads
established for primary control systems in section 7.225 preclude the use of some otherwise
acceptable installations. Therefore, this section is being revised to permit a rational ap-
proach to be used in establishing design loads which will be sufficient to insure a satisfactory

" control system. Section 7.235, having to do with the braked roll condition, is being amended

to indicate that where rotor lift is present a load factor of 1.0 is acceptable in place of
1.33. This is also being reflected in section 7.246.

Several changes are being made to the sections dealing with control system design.
One, to seetion 7.320, adds a requirement aimed at minimizing the possibility of incorrect
assembly of the elements of the flight control system. In addition, a new section 7.328 is
being included to provide minimum safety standards for power-operated control systems.
Another change to the design reguirements is being made to section 7.332, wherein the test
procedure is being standardized insofar as the attitude of the landing gear is concerned
during the drop test.

By the amendment to section 7.483, the use of rigid fuel lines is permitted regardless
of whether or not the line is under pressure, provided there is no other requirement for
flexibility.
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An amendment to section 7.612 establishes more realistic requirements for airspeed
indicator accuracy at low speeds. This change is based on the fact that it is extremely
difficult to maintain low speeds during climbout and the pilot's attention is not likely to be
concentrated on the airspeed indicator during the takeoff maneuver much before climbout
speed is reached. Section 7.625 is being amended to cover new types of storage batteries as
well as the conventional lead-acid type.

In addition, there are included other changes which are of a elarifying or editorial
nature.

Interested persons have been afforded an opportunity to participate in the making of
this amendment (24 F.R. 128), and due consideration has been given to all relevant matter
presented.

Amendment made the following changes:

(1) Amended sections 7.1(c) (3}, 7.120(¢), 7.123(b), 7.203, 7.225(a), 7.235,
7.320, 7.328, 7.332(a), 7.334(c), 7.483, 7.612 (a) and (f), 7.625(d),
7.644(d), 7.715, and 7.743(Db) (5)}.

{2) Deleted section 7.20(c); and

(3) Added sections 7.121(e) and 7.246.

Amendment 7-5

Miscellaneous Amendments Resulting From Adopted:  Mar. 27, 1962
the First Federal Aviation Agency Effective: May 3, 1962
Airworthiness Review Published: Mar, 30, 1962

{27 F.R. 2999)

As g result of the First Federal Aviation Agency Airworthiness Review, the Agency
published a notice of proposed rule making affecting several parts of the Civil Air Regula-
tions. This notice was published in the Federal Register (26 F.R. 5130) and circulated as
Civil Air Regulations Draft Release No. 61-12 dated June 8, 1961. There are contained
kerein amendments to Part 7 of the Civil Air Regulations which stem from this First FAA
Airworthiness Review,

Interested persons have been afforded an opportunity to express their comments in
regard to the proposal and, in scme cases, the proposal has been modified in accordance
with such comments. The more significant amendments being adopted by the Agency are
discussed herein.

Two changes are being made which affect control systems. Section 7.225 now requires
manual control systems to comply with the provisions of that section. Because the word
“manual” has erroneously been construed to limit the applicability of this section, it is
being amended to make certain that it applies to all control systems. The other change is
of an editorial nature, making section 7.228 consistent with the change to Part 6 covering
the design of dual flight control systems.

The present requirements on factors of safety and inspections for structural castings
specify a special factor of 2.0 for visual inspection only, and a factor of 1.25 when 3 sample

.castings are subjected to radiographic inspection and strength tests. Section 7.307 is being

amended to provide a series of casting factors and corresponding test and inspection require-
ments which reflect current methods and practices. In addition, a minor revision ia the
format of this section has been made from that which was proposed and the rule now pro-
vides for altermative methods of compliance with the reguirements therein.

A revision to the note under section 7.332 dealing with shock absorption tests is being
made hecause it does not reflect the ground loading conditiong for tail-wheel type landing
gear. If was proposed in Draft Release 61-12 to add a new section 7.342 setting forth mini-
mum design standards for hull and float design of “sea and amphibian type rotoreraft.”
To avoid having the requirement affect all amphibian rotoreraft, i.e., even those which have
an extremely limited capability as an amphibian, the proposal has been confined in ap-
plicability only tc those rotorcraft which are to be approved for both taking off from and
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alighting on water. The requirement is being set forth in a new paragraph (¢) under sec-
tion 7.340 rather than as a new section 7.342 because it is concerned with buoyancy. This
change necessitates the inclusion of the word “hulls” in section 7.340. ‘

The upper aisle width specified in section 7.357(g) has been reduced from 20 to 18
inches, for rotoreraft having a passenger seating capacity of 10 or less, on the basgis of
studieg indicating that this reduction would not adversely affect safe emergency evacuation.
However, a further reduction of this dimensgion to 18 inches, as suggested by several inter-
ested persons, has not been justified. Biometric data derived from a general sampling of
the civilian population reveals that a significant percentage of passengers have a standing
hip-breadth exceeding 16 inches, whereas the percentage exceeding 18 inches is negligible.
A 16-inch, upper aisle width, therefore, introduces the probability that a single passenger
may jam the aigle buletween seats in the eXcitement and near-panic of an emergency evacna-
tion; and, in any event, movement along the aisle would be retarded by the awkward side-
ward. gait which large-hipped passengers must assume for passage.

It had been proposed that the optional provision of section 7.385, which permits the
control of fire once it has started, would be deleted. Comments made on that proposal have
led to the conclusion that such an amendment might be unnecessarily restrictive and would
not be compatible with other requirements which de permit the control of fire in cargo
compartments and nacelles. Accordingly, presently effective section 7.385 remains un-
changed. Section 7.412 dealing with fuel line location is being deleted because sections
7.358 and 7.385 cover both the ventilation and fire control aspects of section 7.412.

Bection 7.405(e) currently requires each gearbox used in the rotor drive system of &
category A helicopter to be bench tested for 150 hours.  This test is in addition to a 200-
hour endurance test required by other provisions of this part. Because the 200-hour
endurance test is adequate to show the structural and functional capacity of the gearbox
as an element of the whole helicopter, the additional test now required by section 7.405(e)
is not necessary. Therefore, the paragraph is being deleted.

Presently effective sections 7.413 and 7.416 cover the demonstration of adequate fuel
flow and the selection of unusuable fuel supply. The demonstration is required to be
conducted with unusable fuel supply together with the minimum quantity of fuel necessary
for conducting the flow test. As a result of comment received on Draft Release 61-12,
specific requirements for demonstrations or tests are being deleted from sections 7.413 and
7416. Adequate authority for any ground or flight tests which might be required continues
to rest in presently effective sections 7.15 and 7.16. The unusable fuel supply is defined as
that guantity at which the first evidence of malfunction occurs. This definition is un-
necessarily restrictive and is not essential to safety since the rotoreraft is no less airworthy
if an unusable fuel supply is selected as a quantity which is in excess of that which would
produce & malfunction. Accordingly, the definition of unusable fuel supply is being revised
to make it not less than the quantity at whiech the first evidence of malfunction occurs, the
same as in other airworthiness parts. The form of section 7.413 is being arranged to make
it consistent with that of corresponding section 4b.413 in Part 4b. This change elimi-
nates the provision that the entire fuel supply be capable of being- utilized under certain
conditions, “insofar as practicable.” Such a requirement is unnecessary even when
practicable because a rotorcraft wiil continue to be airworthy so long as usable fuel can be
used regardless of the guantity of unusable fuel.

In addition to the matter of unusable fuel supply, another question has arisen relating
to the flow requirements of section 7.413. Section 7.413(c¢) presently requires that the
available fuel flow shall be 150 percent of actual fuel consumption for gravity systems, 0.9
pounds per takeoff horsepower per hour for pump systems, or 125 percent of actual takeoff
fuel consumption for pump systems. These marging are not required to insure adequate
fuel flow. Furthermore, a margin is unnecessary to offset system deterioration because
such deterioration is precluded by proper maintenance, inspection, and overhaul. Accord-
ingly, the presently effective provisions of paragraph (¢} of section 7.413 are being de-
leted. The provisions of paragraph (b) of section 7.416, as proposed, are being trangferred
to a new paragraph (¢} under section 7.413, as an editorial change, since the provision
for fuel feed belongs more appropriately in the fuel flow section than in the unusable fuel
supply section,
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The presently effective provisions of sections 7.414 and 7.430 deal with fuel pumps and
fuel flow. In consideration of the changes proposed for section 7.413, these flow provisions
become unnecessarily repetitive. Section 7.414 is being deleted, therefore, and zll fuel
pump requirements are being combined in section 7.480 in a form consistent with other
airworthiness parts. .

Presently effective section 7.415 also covers fuel flow rate, relative to transfer systems,
and bases required flow rates on horsepower cutput. Since the changes to section 7.413
eliminate the horsepower basis for establishing flow rate, section 7.415 is being deleted.

Presently effective section 7.438 merely repeats the requirement of section 7.604(f) for
a low fuel warning device. Therefore, section 7.438 is being deleted and the definition of low
fuel iz being transferred from the associated note to section 7.604 (£).

Section 7.488 requires a fireproof diaphragm to isolate the engine power section and
all portions of the exhaust system from the engine accessory compartment, uunless equivalent
protection can be shown by other means. Fire extinguishing systems are required to be
provided in the engine power section, in the engine accessory section, and in complete power-

_ plant compartments. Since it is considered that fire extingnishing systems are equivalent to

a diaphragm in providing protection, there is no reason for retaining the provisions of
section 7.488. Aeccordingly, this section is being deleted. Consistent with this change, the
reference to section 7.488 in section 7.487(¢) is being deleted and, as proposed, a provision
is being added making the requirements of section 7T.487(c) applicable to any rotorcraft
equipped with a diaphragm to isolate the engine power section from the engine accessory
section.

Section 7.604(m) currently requires an oil temperature warning device for all
rotor drive gearboxes. Because it is doubtful that suech devices would further safety in
the case of small, noneritical gearboxes of simple design, section 7.604(m) is being amended
to require oil temperature warning devices ontly for each main rotor drive gearbox including
those gearboxes essential to rotor phasing.

Several changes are being made to the electric system requirements. Section 7.62Z(b)
is being amended by adding two provisions which relate to the proper functioning of the
generating system with respect to load equipment. Section 7.624(d) is alse being amended
in order to eliminate an unnecessarily restrictive provision requiring that certain eleetrical
protective devices or their controls be accessible for resetting in flight. In addition, a new

section 7.627 is being added which is intended to insure the validity of electrical system tests:

under simulated conditions in the laboratory.

Two changes are being made to the lighting requirements. Figure 7-2 now specifies
that position light intensity for angles 40° to 90° above or below the horizontal be at least 2
candles, Because this results in an irrational discontinuity when related to the other
data in figure 7-2, figure 7-2 is being amended to require an intensity of 0.05 I for these
angles.

The current anticollision light requirements in section 7.637(a) permit .03 steradiagng
blockage. In view of recent qualitative studies, it has been determined that such a limita-
tion might be unduly restrictive. Therefore, section 7.637(a) is being amended to permit
0.5 steradians of obstruction. .

Hydraulic system service difficulties have arisen which affect the proposal to add a new
section, section 7.653, concerning hydraulic system tests. Therefore, the proposed addition
of the new test requirement is not being included at this time. A study of the matter is
being made outside the framework cof this review.

Part 7 currently does not require the tail rotor to be marked. Because there have
been a number of accidents attributable to persons walking into tail rotors, section 7.738(f)
ig being added to require that tail rotors be marked conspicuously.

Miscellaneouns changes of an editorial or clarifying nature are being made to sections
7.11, 7.306, 7.325, 7.436, 7.447, 7.612, 7.634, 7.642, 7.714, and 7.738. Among the miscellaneous
amendments there is one to eXpressly exclude from the provisions of section 7.11(b) con-
sideration of provisional type certificates. While it was proposed that this be accomplished
by a note, it now appears that it is more appropriate to include such a provision within
seetion 7.11(b) rather than as a note thereto. }

The proposed revisions to section 7.612(a) (3) and (4), have been withdrawn pend-
ing completion of a more comprehensive review of rotorcraft airspeed indicating system
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regulations. Furthermore, the proposed section 7.612(f) (4) requiring two complete static
air pressure operating systems for the required instruments at the first pilot’s station has
been withdrawn in the light of comment received. It has been determined that one such
static air pressure operating system as presently required is all that is necessary as a mini-
mum requirement in the interest of safety. In additicn, while not proposed, section 7.436
is being amended to delete redundant and contradictory requirements. This is in accord-
ance with Part 4b requirements and the deletion imposes no additional burden on any
person.

Interested persons have been afforded an opportunity to participate in the making of
this amendment, and due consideration has been given to all relevant matter presented.

Amendment made the following changes:
(1) Amended sections 7.11(b), 7.225(a), 7.226, 7.306(c), 7.307(b), 7.325
(a) (4), 7.332(a), 7.340, 7.357(g), 7.413, 7416, 7.430, 7.436, 7.447,
7.487(c), 7.604 (f) and (m), 7.612(f), 7.622(b), 7.624(d), 7.634(a),
7.637(a), 7.642(a), 7.714(c), and 7.738(b} (1), and figure 7-2;
{2) Deleted sections 7.405(e), 7.412, 7.414, 7.415, 7.438, and 7.488; and
{3) Added sections 7.627 and 7.738(1).
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